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PARC INDUSTRIEL SMART
Ostrava–Bartovice, République Tchèque

  Le Parc Industriel SMART est situé à proximité de la 3ème plus grande ville de la République 
tchèque, avec connexion directe aux autoroutes internationales qui sont utilisées pour l’ efficacité des 

transports vers l‘Autriche, l‘Allemagne, l‘Italie, la France et d‘autres pays européens.

Un autre avantage est également l‘emplacement de l‘un des plus grand fournisseur de matières pre-
mières – Arcelor Mittal à Ostrava, qui est situé à environ 1 km du parc. 

Les envois sont assurés par nos propres camions.

www.smartheating.cz



SMART HEATING TECHNOLOGY s.r.o.

Concepteur et fabricant de solutions de chauffage biomasse  
complètes et de ses accessoires:
• Chaudières automatiques biomasse domestiques de 60–100 kW
• Chaudières automatiques biomasse industrielles de 150–500 kW
• Chaufferie pré-montée en conteneur, solution mobile Plug & Play
• Convoyeurs de carburant spéciales et Solutions spécifiques de Silos
• Mesures et régulation des circuits de chauffage,gestion du système
• Unités de filtration spéciales pour combustible spécifique

COMPAGNIES SOUS “UN MÊME TOIT “

PARC INDUSTRIEL
SMART
Ostrava-Bartovice, République Tchèque

Des fournisseurs fiables et de bonne réputation, des partenaires étrangers et nationaux dans la production et  l‘ingé-
nierie. Qualité et flexibilité dans la livraison des produits, un service de prototype pour des petits, moyens et grands 
volumes de commandes.

	 CREATION :				   2001

	 ZONE DE PRODUCTION:		  18 000 m2

	 NOMBRE d’EMPLOYES:		  300

DONNÉES DE FONCTIONNEMENT DE LA CHAUDIÈRE SMART
Données techniques de la chaudière  150 180 220 250 300 350 400 450 500
Modèle kW 150 180 220 250 300 350 400 450 500
Puissance nominale Pn kW 40 45 55 65 75 90 100 115 140
Puissance minimale Pp k % 95 95 95 95 95 95 95 95 95
Rendement de la Chaudière à Pn % 96 96 96 96 96 96 96 96 96
Chaudière classe  5 5 5 5 5 5 5 5 5

Contrôle par téléphone mobile
Contrôle à distance via internet
Solution intégrée en conteneur

Pellets Bois 

déchiqueté Sciure
AgroPellets* Pellets en 

MDF* Coquilles 

d'amandeNoyaux 

d'olives Noyaux 
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de pêche
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production de Riz
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* Sous réserve de composition et de test du carburant!



SMART TRADING COMPANY s.r.o.

Entreprise de mécano-soudage couvrant une large gamme de possibilité,  
utilisant la technologie CNC:
• Fabrication d’armoires de télécommunication (pour l’intérieur et l’extérieur).
• Fabrication de support et de composants mécaniques pour l’électronique.
• Fabrication de grosses structures, traitement de tôle.
   Composants mécaniques pour l’industrie de puissance, courant lourd  et de télécommunication.
• Composants en cuivre pour l’électrotechnique.
• Fabrication de rayonnage, étagères industrielles pour hall.
• Différents revêtements et recouvrement, habillage de machines.

SMART PAINTING s.r.o. 

• Peinture par poudrage en ligne continue, entièrement automatique
• Peinture par poudrage manuel dans 6 cellules adaptées
• Sérigraphie
• Application de peinture spécifique au pistolet
• Lettrage et découpe sur mesure (feuille autocollante)

Autres procédés de fabrication “sous le même toit”:

• Soudage et meulage (TIG, MIG, Arc, par point, soudage laser
   robotisé)
• Forage, taraudage, tournage, fraisage, rectification surface
• Les travaux de montage, de mécano-fixation, de rivetage
• Travaux d’assemblage final, l’isolation et pose de joints

• Pièces en cuivre traitement thermique et chimique complet
• Tôlerie et toute ses applications, dépose de feuille de protection
• Presse hydraulique (160 tonnes)
• Traitements de surface: poudrage et peinture liquide, revêtement de
   zinc, revêtement d’étain, revêtement de nickel, anodisation
• Visualisation 3D et plan de conceptio



Revendeur:

PLANS D’EXPANSIONS FUTURES 

Bâtiments existants

Planification du troisième agrandissement

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
République Tchèque
www.SmartHeating.cz

Tél.:	 +420 777 960 560
		  +420 734 751 655
		  +420 777 258 481
Mail:	 Sales@SmartHeating.cz
		  Info@SmartHeating.cz

Belgium



 Entièrement automatiques, chaudières très écologiques  Solution technique très flexible multi 
combustibles  Fonctionnement très économique et écologique  9 chaudières pour couvrir la gamme 

de puissance  Haut rendement 96 %  Plage de modulation de 30 à 100 %  Sonde lambda  
 Brûleur en céramique avec plaque vibrante (option)  Maintenance simple et rapide  Régulation des 
circuits de chauffage  Possible solutions d‘installation en cascade  Contrôle à distance par téléphone 

mobile  Contrôle à distance via internet  Possibilité de solutions en conteneurs mobiles  Possibilités 
de nombreux accessoires spécifiques à votre besoin

Chaudières biomasse automatiques 

SMART 150–500–1 500 kW

Belgium



Nouveau design de la chaudière 

Option disponible sur les chaudières SMART 
Brûleur à fond vibrant

Nouveau design 

Brûleur Céramique

ČSN-EN 303.5/2013

ISO 9001:2009

Public cible:

 Bulding à appartement
 Immeuble multi-fonction
 Shopping Center
 Hall de production, hall de stockage, atelier
 Fermes horticoles, bâtiments agricoles…
 Hotels / Motels / Centre wellness, piscine…
 Hall Omnisports
 Bâtiments communaux
 Ecoles, collège, centre de police, complexe militaire
 Quartiers urbains

CHAUDIÈRES BIOMASSE AUTOMATIQUES 

SMART 150–500–1 500 kW

Pellets Bois 

déchiqueté Sciure
AgroPellets* Pellets en 

MDF* Coquilles 

d'amandeNoyaux 

d'olives Noyaux 

de cerises Noyaux

de pêche
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production de Riz
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* Sous réserve de composition et de test du carburant!
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CONVERSION D’UNITÉ

1 GJ = 1000 MJ

1 GJ = 277, 778 kWh 1 GJ = 0,278 MWh

1 GJ = 238 846 kcal

COMBUSTIBLE – VALEUR CALORIFIQUE

1 kg – Pellets de bois = 16,5–18,5 MJ = 4,6–5,1 kWh

1 kg – Charbon = 10,5–17,2 MJ = 2,9–4,8 kWh

1 kg – Copeaux de bois avec taux d’humidité 10 % = 16,4 MJ = 4,6 kWh

1 kg – Copeaux de bois avec taux d’humidité 20 % = 14,3 MJ = 4,0 kWh

1 kg – Copeaux de bois avec taux d’humidité 30 % = 12,2 MJ = 3,4 kWh

1 kg – Copeaux de bois avec taux d’humidité 40 % = 10,1 MJ = 2,8 kWh

1 m3 – Gaz naturel = 37,82 MJ = 10,5 kWh

1.	 Entrée de l’auge de carburant avec clapet RF
2.	 Auge de carburant biomasse
3.	 Capteur de niveau de carburant
4.	 Mécanisme de plancher mobile
5.	 Vis d’alimentation vers brûleur
6.	 Ventilateur primaire
7.	 Ventilateurs secondaires
8.	 Anneau d’injection d’air primaire
9.	 Plateau du brûleur / Option Roue Vibrante
10.	 Anneaux secondaires d’injection d’air
11.	 Déflecteur Céramique
12.	 Unité de contrôle Siemens
13.	 Capot de l‘unité de contrôle avec affichage
14.	 Accessoires
	 – Pistolet d‘allumage
	 – Mécanisme d’extinction d‘urgence 
	 – Capteurs de température de sécurité
15.	 Moteur du clapet by-pass échangeur
16.	 Echangeur thermique avec Turbulateurs
17.	 Boite à cendre du brûleur
18.	 Boite à cendre de l’échangeur - option
19.	 Sortie des fumées

SMART 300–500 kW – Vue en coupe - Face 

SMART 300–500 kW – Vue en coupe - Côté 

20.	 Boite à fusibles
21.	 Interrupteur principal
22.	 Portes pour petites inspection
23.	 Porte pour maintenance
24.	 Mécanisme nettoyage du bruleur / vibrant
25.	 Couloir d’injection d’air primaire
26.	 Vis de décendrage
27.	 Isolation de base
28.	 Isolation complémentaire rigide
29.	 Mécanisme décendrage échangeur - option
30.	 Turbulateurs
31.	 Sonde lambda
32.	 Double Isolation de la chaudière
33.	 Moto-réducteur des turbulateurs

Contrôle par téléphone mobile
Contrôle à distance via internet
Solution intégrée en conteneur

DONNÉES DE FONCTIONNEMENT DE LA CHAUDIÈRE SMART

Données techniques de la chaudière

Modèle 150 180 200 220 250 300 350 400 450 500

Puissance nominale Pn kW 150 180 199 220 250 300 350 400 450 500

Puissance minimale Pp k kW 40 45 50 55 65 75 90 100 115 140

Rendement de la Chaudière à Pn % >95 >95 >95 >95 >95 >95 >95 >95 >95 >95

Chaudière classe 5 5 5 5 5 5 5 5 5 5

Eau

Volume d’eau l 380 420 460 460 500 690 740 790 850 900

Connection d’eau en " 3 3 3 3 3 4 4 4 4 4

Connection d’eau en DN 80 80 80 80 80 100 100 100 100 100

Baisse de pression hydraulique 
Si la temperature chute de 20°

mbar 65 73 80 80 87 95 102 110 122 130

Plage de temperature de la chaudière °C 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90*

Température de retour d’eau nominale °C 55 55 55 55 55 55 55 55 55 55

Pression maximum de service bar 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5

Pression de test bar bar 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

Température des fumées °C 900-1100

Pression des fumées mbar -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04

Tirrage requis de la cheminée mbar 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2

Tirrage force necessaire Oui Oui Oui Oui Oui Oui Oui Oui Oui Oui

Température des fumées à Pn °C 96,6 97,2 104,9 98 96,6 99,6 99,3 98,9 98,2 97,2

Température des fumées à Pp °C 63,1 63,1 72,4 63,1 63,1 63,1 62,9 62,7 62,4 62,2

Diamétre du conduit d’évacuation des gaz mm 220 220 220 220 220 300 300 300 300 300

Diamètre de la cheminée mm 250 250 250 250 250 350 350 350 350 350

Classification du combustible suivant norme EN 14961

Pellets de bois - C1 Com-
bustible 

testé

D6, M10, A1,5, DU90,0

Copeaux de bois - B1 P45, M30, A3.0
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*La Chaudière peut fonctionner à 90°C lorsque des conditions spéciales sont rencontrées.
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Chaudières biomasse automatiques

SMART 150–500 kW
ENSEMBLE DES SPÉCIFICATIONS TECHNIQUES

 Dimensions et poids des chaudières 150–250 kW  Dimensions et
 poids des chaudières 300–500 kW  Zones de maintenance

 150–500 kW  Spécifications techniques 150–500 kW 
 Valeurs de fonctionnement certifiées 150–500 kW

Belgium
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 Solution écologique  Facilité pour le client
  Confort d’utilisation

Sortie d’eau DN80/PN6

Retour d’eau DN80/PN6

In/out soupape ¾“ de la 

chambre de combustion

In/out soupape ¾“ de

l‘échangeur

Sortie de cheminée Dia 220 mm

Option de sortie pour 

espace réduit

150 180 200 250

A 2825 2825 2825 2825

B 1750 1870 1990 2110

C 2160 2280 2400 2520

D 580 700 820 940

E 1820 1820 1820 1820

F 1345 1345 1345 1345

G 1570 1570 1570 1570

H 715 715 715 715

CH 600 600 600 600

MASSES

Chambre de combus-
tion 150 – 250 kW 1 210 kg Poids Total

Echangeur 150 1 050 kg 2 260 kg

Echangeur 180 1 150 kg 2 360 kg

Echangeur 200 1 200 kg 2 410 kg

Echangeur 250 1 300 kg 2 510 kg

1

2

3

4

5

*

Face gauche

CHAUDIÈRES BIOMASSE AUTOMATIQUES 

SMART 150–250 kW

DIMENSIONS ET MASSES DES 
CHAUDIERES 150–250 kW

CHAUDIÈRE ÉCOLOGIQUE COMPLÉTEMENT AUTOMATIQUE AVEC 
D’EXCELLENTES CARACTÉRISTIQUES.

ČSN-EN 303.5/2013

ISO 9001:2009

Face droite

Belgium
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ČSN-EN 303.5/2013

ISO 9001:2009

300 350 400 450 500

A 2940 2940 2940 2940 2940

B 2080 2200 2320 2440 2560

C 2480 2600 2720 2840 2960

D 820 940 1060 1180 1300

E 1995 1995 1995 1995 1995

F 1560 1560 1560 1560 1560

G 1790 1790 1790 1790 1790

H 750 750 750 750 750

CH 655 655 655 655 655

MASSES

Chambre de combus-
tion 300 – 500 kW 1 550 kg Poids Total

Echangeur 300 1 500 kg 3 050 kg

Echangeur 350 1 600 kg 3 150 kg

Echangeur 400 1 700 kg 3 250 kg

Echangeur 450 1 800 kg 3 350 kg

Echangeur 500 1 950 kg 3 500 kg

Face gauche Face droite

CHAUDIÈRES BIOMASSE AUTOMATIQUES

SMART 300–500 kW

DIMENSIONS ET MASSES DES 
CHAUDIERES 300–500 kW

Sortie d’eau DN100/PN6

Retour d’eau DN100/PN6

In/out soupape ¾“ de la

chambre de combustion

In/out soupape ¾“ de

l‘échangeur

Sortie de cheminée Dia  300 mm

Option de sortie pour 

espace réduit

1

2

3

4

5

 Solution écologique  Facilité pour le client
  Confort d’utilisation

*

CHAUDIÈRE ÉCOLOGIQUE COMPLÉTEMENT AUTOMATIQUE AVEC 
D’EXCELLENTES CARACTÉRISTIQUES.

Belgium
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SMART 150–250 kW

SMART 300–500 kW

600

600

500

1200

1200

700

600

1600

CHAUDIÈRES BIOMASSE AUTOMATIQUES

SMART 150–500 kW

ZONES DE MAINTENANCE 
POUR LES CHAUDIERES150–500 kW

ČSN-EN 303.5/2013

ISO 9001:2009

 Solution écologique  Facilité pour le client
  Confort d’utilisation

CHAUDIÈRE ÉCOLOGIQUE COMPLÉTEMENT AUTOMATIQUE AVEC 
D’EXCELLENTES CARACTÉRISTIQUES.

600

600

500

950

1200

700

600

1450

Belgium
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DONNEES D‘ EXPLOITATION DES CHAUDIERES SMART

Données techniques de la chaudière SMART

Modèle 150 180 200 220 250 300 350 400 450 500

Puissance nominale Pn kW 150 180 199 220 250 300 350 400 450 500

Puissance minimale Pp kW 40 45 50 55 65 75 90 100 115 140

Rendement de la Chaudière à Pn % >95 >95 >95 >95 >95 >95 >95 >95 >95 >95

Chaudière classe 5 5 5 5 5 5 5 5 5 5

Eau

Volume d’eau l 380 420 460 460 500 690 740 790 850 900

Connection d’eau en " 3 3 3 3 3 4 4 4 4 4

Connection d’eau en DN 80 80 80 80 80 100 100 100 100 100

Baisse de pression hydraulique Si la temperature 
chute de 20°

mbar 65 73 80 80 87 95 102 110 122 130

Plage de temperature de la chaudière °C 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90*

Température de retour d’eau nominale °C 55 55 55 55 55 55 55 55 55 55

Pression maximum de service bar 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5

Pression de test bar 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

Température des fumées °C 900-1100

Pression des fumées mbar -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04

Tirrage requis de la cheminée mbar 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2

Tirrage force necessaire Oui Oui Oui Oui Oui Oui Oui Oui Oui Oui

Température des fumées à Pn °C 96,6 97,2 104,9 98 96,6 99,6 99,3 98,9 98,2 97,2

Température des fumées à Pp °C 63,1 63,1 72,4 63,1 63,1 63,1 62,9 62,7 62,4 62,2

Diamètre du conduit d’évacuation des fumées mm 220 220 220 220 220 300 300 300 300 300

Diamètre de la cheminée mm 250 250 250 250 250 350 350 350 350 350

Combustible classifié suivant norme EN 14961

Pellets de bois – C1 Tested 
fuel

D6, M10, A1,5, DU90,0

Copeaux de bois – B1 P45, M30, A3.0

Installation électrique

Connexion électrique  3+N+PE 50Hz 230/400V TN-C-S

Moteur du convoyeur brûleur W 550 550 550 550 550 550 550 550 550 550

Moteur du convoyeur silo W 550 550 550 550 550 550 550 550 550 550

Moteur nettoyage échangeur W 550 550 550 550 550 2 x 550 2 x 550 2 x 550 2 x 550 2 x 550

Moteur évacuation des cendres W 550 550 550 550 550 550 550 550 550 550

Ventilateur air primaire W 66 66 66 66 66 66 66 66 66 66

Ventilateur air secondaire 1 W 66 66 66 66 66 170 170 170 170 170

Ventilateur air secondaire 2 W 66 66 66 66 66 170 170 170 170 170

Ventilateur d‘extraction W 300 300 300 300 300 1100 1100 1100 1100 1100

Allumage électrique W 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600

Clapet de séparation W 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

Total W 4304,5 4304,5 4304,5 4304,5 4304,5 4762,5 4762,5 4762,5 4762,5 4762,5

* La Chaudière peut fonctionner à 90°C lorsque des conditions spéciales sont rencontrées.

CHAUDIÈRES BIOMASSE AUTOMATIQUES

SMART 150–500 kW

SPÉCIFICATIONS TECHNIQUES 
150–500 kW

ČSN-EN 303.5/2013

ISO 9001:2009

 Solution écologique  Facilité pour le client
  Confort d’utilisation

CHAUDIÈRE ÉCOLOGIQUE COMPLÉTEMENT AUTOMATIQUE AVEC 
D’EXCELLENTES CARACTÉRISTIQUES.

Belgium
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SMART 150 SMART 180 SMART 200

Pellets de bois Copeaux de bois Pellets de bois Copeaux de bois Pellets de bois Copeaux de bois

Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum

Valeurs mesurées

Capacité calorifique nominale kW 150 150 150 150 180 180 180 180 199 199 199 199

Température de combustion °C 116,1 72,4 96,6 63,1 111,4 70,8 97,2 63,1 96,1 73,1 104,9 72,4

Consommation de combustible kg/h 36,30 9,78 37,18 9,45 42,50 11,10 44,80 11,30 42,60 12,48 50,60 14,50

Température de retour d‘eau °C 60,2 67,1 60,3 62,4 59,5 65,7 60,0 61,4 57,8 67,2 55,0 71,3

Température de départ d‘eau °C 80,5 85,2 78,8 79,2 79,1 83,3 78,0 78,4 73,0 82,6 77,1 79,0

Température d’eau froide °C 9,6 11,1 9,6 11,0 9,6 11,1 9,6 11,0 11,1 7,8 10,6 11,5

Débit d‘eau m3/h 6,733 2,033 7,080 1,950 8,433 2,401 9,034 2,304 2,695 0,650 2,673 0,755

Pression gaz en sortie chaudière Pa 125,0 35,0 125,0 35,0 126,0 33,0 126,0 33,0 130,0 30,0 130,0 30,0

Température ambiante °C 24,0 26,3 24,2 22,6 24,0 25,3 25,0 23,0 25,2 24,9 24,1 26,2

Humidité relative de l‘air % 45,3 44,7 38,6 37,2 45,0 44,5 40,0 39,0 42,3 41,1 41,0 40,0

Pression barométrique kPa 99,23 99,24 99,10 99,20 99,00 99,25 99,00 99,22 98,92 98,95 99,07 99,07

Analyse des fumées

Oxygène O2 % 8,12 12,66 8,08 11,40 7,92 12,39 7,89 11,46 8,02 12,71 8,02 12,71

Dioxyde de carbone  CO2 % 11,37 7,28 11,61 8,70 11,43 7,65 11,73 8,65 11,79 7,53 11,79 7,53

Monoxyde de carbone CO ppm 46 175 100 146 49 171 93 153 58 181 58 181

Hydrocarbones OGC ppm 4 2 3 5 4 3 3 5 7 4 7 4

Dioxydes Nitrogénés NOX ppm 81 47 83 55 81 49 84 54 65 38 65 38

Dust mg/m3 28 17 52 41 29 44 47 41 29 18 51 44

O2 = 10%

Monoxyde de carbone CO mg/m3 49 289 106 209 51 275 97 220 62 301 112 244

Hydrocarbones OGC mg/m3 2 1 1 3 2 2 1 3 10 8 2 4

Dioxydes Nitrogénés NOX mg/m3 143 126 144 130 140 127 144 127 113 102 151 120

Poussières mg/m3 24 23 44 47 25 25 39 47 25 25 44 51

Valeurs auxilières de combustion (combustibles solides)  

Débit massique des gaz kg/s 0,109 0,044 0,099 0,033 0,126 0,047 0,117 0,040 0,155 0,053 0,148 0,066

Valeur stoéchiométrique d‘oxygène m3/kg 0,957 0,957 0,832 0,832 0,957 0,957 0,832 0,832 0,949 0,948 0,848 0,848

Valeur stoéchiométrique d‘air m3/kg 4,559 4,556 3,963 3,960 4,559 4,556 3,963 3,958 4,520 4,512 4,037 4,036

Volume stoéchiométrique de produit de combustion séche m3/kg 4,448 4,445 3,884 3,881 4,448 4,445 3,884 3,879 4,445 4,438 3,949 3,948

Air stoéchiométrique multiple 1,61 2,48 1,61 2,16 1,59 2,41 1,59 2,19 1,61 2,51 1,60 2,50

Volume de produit de combustion sèche m3/kg 7,436 11,573 6,474 8,622 7,400 11,107 6,397 8,669 7,411 11,553 6,435 10,048

Volume d’eau H2O dans l’air de combustion m3/kg 0,102 0,177 0,076 0,089 0,100 0,164 0,081 0,114 0,101 0,150 0,081 0,140

Volume d’eau H2O dans le combustible m3/kg 0,956 1,032 0,922 0,935 0,954 1,019 0,927 0,942 0,867 0,916 0,956 1,015

Volume maximum de CO2 % 19,01 19,01 19,37 19,37 19,01 19,01 19,40 19,40 19,60 19,66 19,22 19,22

Valeurs calculées – Aperçu énergétique

Pertes de chaleur sensible du combustible % 6,4 4,7 4,8 3,5 6,0 4,5 4,8 3,5 4,5 4,5 5,3 4,5

Pertes en imbrûlés dans les fumées % 0,0 0,2 0,1 0,1 0,0 0,2 0,1 3,5 0,0 0,2 0,0 0,2

Pertes en imbrûlés autres (méchanique) % 0,1 0,1 0,3 0,3 0,1 0,1 0,3 0,1 0,1 0,2 0,0 0,1

Pertes en chaleur dissipée à l‘environnement % 0,8 1,1 0,8 2,1 0,8 1,2 0,8 0,4 0,6 0,9 0,6 0,7

Pertes Totales % 7,3 6,1 6,0 6,0 6,9 6,0 5,9 5,9 5,2 5,8 6,0 5,4

Rendement – méthode indirecte % 92,7 93,9 94,0 94,0 93,1 94,0 94,1 94,1 94,8 94,2 94,0 94,6

Energie fournie à l‘entrée kW 167,0 45,0 158,9 40,4 195,4 51,1 191,7 48,3 203,3 59,5 216,8 62,1

Capacité énergétique kW 159,2 43,0 152,0 38,4 186,1 48,8 183,0 46,0 193,7 56,6 206,2 59,3

Incertitude de détermination énergétique %+/- 6,7 1,8 6,4 1,6 7,8 2,0 7,7 1,9 8,1 2,4 8,7 2,5

Rendement – méthode directe % 95,3 95,6 95,6 95,1 95,0 95,0 95,5 95,2 95,3 95,1 95,1 95,5

Capacité / puissance nominale % 106,1 28,7 101,3 25,6 103,4 27,1 101,5 25,6 97,3 28,4 103,6 29,8

CHAUDIERES BIOMASSE AUTOMATIQUES

SMART 150–200 kW

 Mesures  Interpolées suivant norme EN303.5 coll 5.3.1

CHAUDIÈRES BIOMASSE AUTOMATIQUES

SMART 150–200 kW

VALEURS DE FONCTIONNEMENT CERTIFIÉES
150–200 kW

ČSN-EN 303.5/2013

ISO 9001:2009

 Solution écologique  Facilité pour le client
  Confort d’utilisation

CHAUDIÈRE ÉCOLOGIQUE COMPLÉTEMENT AUTOMATIQUE AVEC 
D’EXCELLENTES CARACTÉRISTIQUES.

Belgium
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SMART 250 SMART 300 SMART 350

Pellets de bois Copeaux de bois Pellets de bois Copeaux de bois Pellets de bois Copeaux de bois

Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum

Valeurs mesurées

Capacité calorifique nominale kW 250 250 250 250 300 300 300 300 350 350 350 350

Température de combustion °C 100,4 66,9 98,6 63,1 92,5 64,2 99,6 63,1 93,8 63,1 99,3 62,9

Consommation de combustible kg/h 56,90 14,20 62,70 15,60 67,15 16,42 75,50 18,70 78,90 18,50 86,90 20,80

Température de retour d‘eau °C 57,9 62,4 59,4 59,1 56,7 60,0 59,0 57,4 58,4 60,6 59,3 57,7

Température de départ d‘eau °C 75,7 78,9 76,1 76,4 73,3 75,8 74,7 75,0 75,5 76,1 75,0 74,5

Température d’eau froide °C 9,6 11,0 9,6 11,0 9,6 11 9,6 11,0 9,5 10,7 9,6 11,0

Débit d‘eau m3/h 12,400 3,300 13,600 3,130 15,234 3,873 16,850 3,720 17,272 4,492 19,438 4,428

Pression gaz en sortie chaudière Pa 128,0 28,0 128,0 28,0 130,0 25,0 130,0 25,0 151,0 25,0 150,0 25,0

Température ambiante °C 24,3 23,1 25,7 23,3 24,4 21,5 26,4 23,6 26,0 23,0 27,0 24,0

Humidité relative de l‘air % 43,7 44,0 44,1 43,9 42,9 43,7 46,9 47,2 37,0 38,0 41,0 41,0

Pression barométrique kPa 99,21 99,30 99,10 99,30 99,20 99,30 99,10 99,30 99,20 99,30 99,07 99,22

Analyse des fumées

Oxygène O2 % 7,45 11,77 7,43 11,59 7,12 11,32 7,11 11,68 7,59 10,37 7,17 11,20

Dioxyde de carbone CO2 % 11,56 8,51 12,10 8,53 11,66 9,13 12,35 8,44 11,46 9,61 12,15 8,88

Monoxyde de carbone CO ppm 55 162 75 169 59 155 63 180 82 133 101 173

Hydrocarbones OGC ppm 3 5 4 6 2 6 4 7 6 5 3 6

Dioxydes Nitrogénés NOX ppm 80 52 86 50 80 55 87 48 74 61 93 56

Poussières mg/m3 33 26 34 41 35 31 25 41 30 30 45 54

O2 = 10%

Monoxyde de carbone CO mg/m3 55 243 77 246 58 220 63 265 87 182 101 246

Hydrocarbones OGC mg/m3 1 3 2 4 1 4 2 4 3 3 2 4

Dioxydes Nitrogénés NOX mg/m3 134 128 143 121 130 129 142 116 124 129 153 128

Poussières mg/m3 26 31 28 48 27 35 20 48 24 32 25 48

Valeurs auxilières de combustion (combustibles solides)  

Débit massique des gaz kg/s 0,167 0,055 0,160 0,055 0,196 0,060 0,191 0,066 0,236 0,064 0,224 0,070

Valeur stoéchiométrique d‘oxygène m3/kg 0,958 0,957 0,832 0,831 0,958 0,957 0,832 0,830 0,958 0,957 0,832 0,830

Valeur stoéchiométrique d‘air m3/kg 4,560 4,557 3,963 3,953 4,560 4,558 3,963 3,950 4,560 4,558 3,962 3,951

Volume stoéchiométrique de produit de combustion séche m3/kg 4,449 4,446 3,883 3,874 4,449 4,446 3,883 3,871 4,449 4,447 3,882 3,872

Air stoéchiométrique multiple 1,54 2,25 1,54 2,25 1,50 2,14 1,50 2,23 1,56 1,99 1,51 2,19

Volume de produit de combustion sèche m3/kg 7,315 10,021 6,217 8,779 7,254 9,245 6,088 8,857 7,388 8,843 6,191 8,481

Volume d’eau H2O dans l’air de combustion m3/kg 0,095 0,133 0,091 0,172 0,091 0,111 0,099 0,124 0,087 0,098 0,089 0,174

Volume d’eau H2O dans le combustible m3/kg 0,949 0,988 0,937 0,959 0,946 0,966 0,945 0,971 0,942 0,953 0,935 0,953

Volume maximum de CO2 % 19,01 19,00 19,37 19,40 19,01 19,01 19,37 19,36 19,01 19,01 19,40 19,40

Valeurs calculées – Aperçu énergétique

Pertes de chaleur sensible du combustible % 5,2 4,0 4,7 3,5 4,6 3,6 4,7 3,5 4,7 3,3 4,7 3,3

Pertes en imbrûlés dans les fumées % 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1

Pertes en imbrûlés autres (méchanique) % 0,0 0,1 0,3 0,5 0,0 0,1 0,3 0,6 0,0 0,1 0,3 0,6

Pertes en chaleur dissipée à l‘environnement % 0,7 1,6 0,7 1,6 0,7 1,8 0,6 1,4 0,6 1,4 0,5 1,2

Pertes Totales % 6,0 5,8 5,7 5,7 5,4 5,6 5,5 5,5 5,3 4,9 5,4 5,1

Rendement – méthode indirecte % 94,0 94,2 94,3 94,3 94,6 94,4 94,5 94,5 94,7 95,1 94,6 95,0

Energie fournie à l‘entrée kW 261,5 65,3 268,1 66,8 308,8 75,5 322,7 80,0 363,0 85,2 371,4 89,0

Capacité énergétique kW 248,8 62,2 255,4 63,7 293,6 71,8 307,1 76,4 345,8 81,4 354,5 85,2

Incertitude de détermination énergétique %+/- 10,4 2,6 10,7 2,7 12,3 3,0 12,9 3,2 14,5 3,4 14,9 3,6

Rendement – méthode directe % 95,0 95,0 95,3 95,4 95,1 95,0 95,2 95,5 95,3 95,5 95,4 95,7

Capacité / puissance nominale % 99,5 24,9 102,0 25,5 97,9 23,9 102,4 25,5 98,8 23,3 101,6 24,7

CHAUDIERES BIOMASSE AUTOMATIQUES

SMART 250–350 kW

 Mesures  Interpolées suivant norme EN303.5 coll 5.3.1

CHAUDIÈRES BIOMASSE AUTOMATIQUES

SMART 250–350 kW

VALEURS DE FONCTIONNEMENT CERTIFIÉES
250–350 kW

ČSN-EN 303.5/2013

ISO 9001:2009

 Solution écologique  Facilité pour le client
  Confort d’utilisation

CHAUDIÈRE ÉCOLOGIQUE COMPLÉTEMENT AUTOMATIQUE AVEC 
D’EXCELLENTES CARACTÉRISTIQUES.

Belgium
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SMART 400 SMART 450 SMART 500

Pellets de bois Copeaux de bois Pellets de bois Copeaux de bois Pellets de bois Copeaux de bois

Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum Capacité Minimum

Valeurs mesurées

Capacité calorifique nominale kW 400 400 400 400 450 450 450 450 500 500 500 500

Température de combustion °C 95,1 62,0 98,9 62,7 96,3 60,9 98,6 62,4 97,6 59,8 98,2 62,2

Consommation de combustible kg/h 90,70 20,60 98,30 22,90 102,48 22,74 109,60 25,00 114,26 24,85 121,00 27,12

Température de retour d‘eau °C 60,2 61,1 59,7 57,9 61,9 61,7 60,0 58,2 63,6 62,2 60,3 58,4

Température de départ d‘eau °C 77,8 76,5 75,4 74,1 80,0 76,8 75,7 73,6 82,2 77,1 76,0 73,1

Température d’eau froide °C 9,4 10,4 9,6 11,0 9,3 10,0 9,6 11,0 9,2 9,7 9,6 11,0

Débit d‘eau m3/h 19,311 5,110 22,025 5,135 21,349 5,729 24,613 5,843 23,387 6,347 27,200 6,550

Pression gaz en sortie chaudière Pa 173,0 25,0 170,0 26,0 194,0 25,0 190,0 26,0 215,0 25,0 210,0 26,0

Température ambiante °C 27,0 24,0 28,0 24,0 29,0 25,7 28,5 24,6 30,2 27,1 29,2 24,9

Humidité relative de l‘air % 32,0 33,0 35,0 35,0 27,0 28,0 29,5 28,6 21,1 22,8 23,7 22,4

Pression barométrique kPa 99,10 99,30 99,05 99,15 99,20 99,30 99,02 99,07 99,20 99,30 98,99 98,99

Analyse des fumées

Oxygène O2 % 8,06 9,43 7,24 10,73 8,52 8,48 7,30 10,25 8,99 7,53 7,36 9,77

Dioxyde de carbone CO2 % 11,26 10,10 11,95 9,31 11,05 10,58 11,74 9,75 10,85 11,06 11,54 10,18

Monoxyde de carbone CO ppm 105 111 139 167 128 89 176 160 151 67 214 153

Hydrocarbones OGC ppm 9 3 2 6 13 2 1 5 16 0 0 4

Dioxydes Nitrogénés NOX ppm 68 67 100 65 62 72 106 73 56 78 112 81

Poussières mg/m3 25 29 66 67 19 28 86 79 14 27 106 92

O2 = 10%

Monoxyde de carbone CO mg/m3 116 144 140 227 144 106 178 207 173 68 216 188

Hydrocarbones OGC mg/m3 5 2 1 3 6 1 1 3 8 0 0 2

Dioxydes Nitrogénés NOX mg/m3 118 130 164 139 111 130 174 151 105 130 185 162

Poussières mg/m3 20 29 30 48 17 25 34 48 13 22 39 48

Valeurs auxilières de combustion (combustibles solides)  

Débit massique des gaz kg/s 0,276 0,068 0,257 0,074 0,316 0,072 0,290 0,077 0,356 0,076 0,323 0,081

Valeur stoéchiométrique d‘oxygène m3/kg 0,958 0,957 0,832 0,830 0,958 0,957 0,831 0,830 0,958 0,957 0,831 0,830

Valeur stoéchiométrique d‘air m3/kg 4,560 4,559 3,961 3,951 4,560 4,559 3,960 3,952 4,560 4,559 3,959 3,952

Volume stoéchiométrique de produit de combustion séche m3/kg 4,449 4,447 3,882 3,872 4,448 4,448 3,881 3,873 4,448 4,448 3,880 3,873

Stoichiometric air multiple 1,62 1,85 1,52 2,08 1,67 1,70 1,52 1,96 1,73 1,55 1,53 1,85

Volume of dry combustion products, actual m3/kg 7,521 8,442 6,294 8,106 7,655 8,040 6,396 7,730 7,788 7,638 6,499 7,354

Volume d’eau H2O dans l’air de combustion m3/kg 0,082 0,085 0,080 0,134 0,078 0,072 0,070 0,093 0,073 0,059 0,060 0,053

Volume d’eau H2O dans le combustible m3/kg 0,937 0,940 0,926 0,935 0,933 0,927 0,916 0,917 0,928 0,914 0,906 0,899

Volume maximum de CO2 % 19,01 19,01 19,37 19,36 19,00 19,01 19,37 19,36 19,01 19,01 19,37 19,36

Valeurs calculées – Aperçu énergétique

Pertes de chaleur sensible du combustible % 4,8 3,0 4,7 3,2 4,8 2,6 4,6 3,0 4,9 2,3 4,6 2,8

Pertes en imbrûlés dans les fumées % 0,1 0,1 0,1 0,1 0,1 0,0 0,1 0,1 0,1 0,0 0,1 0,1

Pertes en imbrûlés autres (méchanique) % 0,0 0,1 0,4 0,6 0,0 0,1 0,4 0,5 0,0 0,1 0,4 0,5

Pertes en chaleur dissipée à l‘environnement % 0,5 1,1 0,5 0,9 0,3 0,7 0,3 0,7 0,2 0,3 0,2 0,4

Pertes Totales % 5,3 4,2 5,4 4,6 5,2 3,4 5,3 4,2 5,2 2,7 5,2 3,7

Rendement – méthode indirecte % 94,8 95,9 94,7 95,4 94,8 96,6 94,7 95,9 94,8 97,3 94,8 96,3

Energie fournie à l‘entrée kW 417,2 94,9 420,1 98,1 471,3 104,6 468,7 107,1 525,5 114,3 517,4 116,1

Capacité énergétique kW 398,0 91,0 401,8 94,0 450,2 100,6 449,2 102,7 502,4 110,2 496,5 111,5

Incertitude de détermination énergétique %+/- 16,7 3,8 16,9 4,0 18,9 4,2 18,9 4,3 21,1 4,6 20,9 4,7

Rendement – méthode directe % 95,4 95,9 95,6 95,8 95,5 96,2 95,8 96,0 95,6 96,4 96,0 96,1

Capacité / puissance nominale % 99,5 22,8 100,9 23,9 100,0 22,4 100,1 23,1 100,5 22,0 99,3 22,3

CHAUDIERES BIOMASSE AUTOMATIQUES

SMART 400–500 kW

CHAUDIÈRES BIOMASSE AUTOMATIQUES

SMART 400–500 kW

VALEURS DE FONCTIONNEMENT CERTIFIÉES
400–500 kW

ČSN-EN 303.5/2013

ISO 9001:2009

 Solution écologique  Facilité pour le client
  Confort d’utilisation

CHAUDIÈRE ÉCOLOGIQUE COMPLÉTEMENT AUTOMATIQUE AVEC 
D’EXCELLENTES CARACTÉRISTIQUES.

 Mesures  Interpolées suivant norme EN303.5 coll 5.3.1
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Solution écologique
Facilité pour le client
Confort d’utilisation

Chaudières biomasse automatiques

SMART 60–100 kW

   Entièrement automatiques, chaudières très écologiques  Solution technique très flexible multi 
combustibles  Fonctionnement très économique et écologique  9 chaudières pour couvrir la gamme 

de puissance  Haut rendement 96 %  Plage de modulation de 30 à 100 %  Sonde lambda  
 Brûleur en céramique avec plaque vibrante (option)  Maintenance simple et rapide  Régulation des 
circuits de chauffage  Possible solutions d‘installation en cascade  Contrôle à distance par téléphone 
mobile  Contrôle à distance via internet  Possibilité de solutions en conteneurs mobiles  Possibilités 

de nombreux accessoires spécifiques à votre besoin

Belgium



CHAUDIÈRES BIOMASSE AUTOMATIQUES  

SMART 60–100 kW

Nouveau design de la chaudière 

Option disponible sur les chaudières SMART 

ČSN-EN 303.5/2013

ISO 9001:2009

Public cible:

 Bulding à appartement
 Immeuble multi-fonction
 Shopping Center
 Hall de production, hall de stockage, atelier
 Fermes horticoles, bâtiments agricoles…
 Hotels / Motels / Centre wellness, piscine…

 Hall Omnisports
 Bâtiments communaux
 Ecoles, collège, centre de police, complexe militaire
 Quartiers urbains

Pellets Bois 

déchiqueté Sciure
AgroPellets* Pellets en 

MDF* Coquilles 

d'amandeNoyaux 

d'olives Noyaux 

de cerises Noyaux

de pêche
Résidus de 

production de Riz

Pellets Bois 

déchiqueté Sciure
AgroPellets* Pellets en 

MDF* Coquilles 

d'amandeNoyaux 

d'olives Noyaux 

de cerises Noyaux

de pêche
Résidus de 

production de Riz

* Sous réserve de composition et de test du carburant!



Désignation 60 80 100
Puissance nominal kW 60 80 100
Puissance minimale kW 17 23 29
Rendement à Pn % 90 89,4 88,2
Rendement à Pmin % 89,1 88,5 87,7
Classe de chaudière 5 5 5
Niveau sonore dB < 65 < 65 < 65
Poids kg 783 997 1042
Eau
Volume d’eau l 129 105 105
Diamètre de connexion en eau “ 2 2 2
Diamètre de connexion en eau DN 50 50 50
Pertes de temperature à gradient 10° mbar 17 29,9 47
Pertes de temperature à gradient 20° mbar 4,3 7,5 11,9
Température d’eau de la chaudière °C 65-90 65-90 65-90
Température minimale de retour d’eau °C 55 55 55
Pression maximum de fonctionnement bar 3,5 3,5 3,5
Pression de test bar 6 6 6
Température de service °C
Pression de service mbar -0,01 -0,01 -0,01
Tirrage nécessaire pour la cheminée mbar 0,2 0,2 0,2
Besoin de tirrage artificel yes yes yes
Température des fumées à Pn °C 185 195 205
Débit des fumées à Pn °C 90 95 105
Température des fumées à Pmin kg/h 180 240 300
Débit des fumées à Pmin kg/h 60 81 99
Volume de fumée à Pn m3/h 141 188 235
Volume de fumée à Pmin m3/h 47 63,5 77,6
Diamètre du conduit de sortie des fumées mm 200 200 200
Diamètre de la cheminée mm 200 200 200
Type de cheminée en acier inox Moisture – resistant
Combustible
Taille maximum cm 3 3 3
% maximum d’humidité % 30 30 30
Equipement électrique
Connexion
Total W 3131 3131 3131
Niveau de protection (IP) 41 41 41

SMART 60–100 kW – Vue en coupe – Face & Côté 

Contrôle par téléphone mobile
Contrôle à distance via internet
Solution intégrée en conteneur

 Hall Omnisports
 Bâtiments communaux
 Ecoles, collège, centre de police, complexe militaire
 Quartiers urbains

Description: 

1.	 Brûleur primaire avec grille mobile 
2.	 Couronne d’air secondaire pour   

combustion totale 
3.	 Déflecteur 
4.	 Bac à cendre 
5.	 Echangeur de chaleur avec turbulateurs 
6.	 Entrainement des turbulateurs 
7.	 Unité de contrôle Siemens avec pannel
8.	 Vis d’alimentation 
9.	 Méchanisme anti-voutage 
10.	 Auge intermédiaire 
11.	 Clapet anti-feu entre silo et auge 
12.	 Vis d’évacuation des cendres 
13.	 Motorisation de la grille mobile 
14.	 Trappe de service 
15.	 Motorisation des turbulateurs 
16.	 Sortie vers cheminée 
17.	 Ventilateur d’extraction 
18.	 Motorisation vis à cendre et vis d’alimentation 
19.	 Accessoires 
	 - Ventilateurs primaire et secondaire
 	 - Ventilateur d’allumage
 	 - Dispositif d’extinction d’urgence 
20. Conduit d’exteinction avec sonde de niveau 

de secutité 
21.	 Conduit de nettoyage par air 
22.	 Double isolation de la chaudière 
 

CONVERSION D’UNITÉ

1 GJ = 1000 MJ

1 GJ = 277, 778 kWh 1 GJ = 0,278 MWh

1 GJ = 238 846 kcal

COMBUSTIBLE – VALEUR CALORIFIQUE

1 kg – Pellets de bois = 16,5–18,5 MJ = 4,6–5,1 kWh

1 kg – Charbon = 10,5–17,2 MJ = 2,9–4,8 kWh

1 kg – Copeaux de bois avec taux d’humidité 10 % = 16,4 MJ = 4,6 kWh

1 kg – Copeaux de bois avec taux d’humidité 20 % = 14,3 MJ = 4,0 kWh

1 kg – Copeaux de bois avec taux d’humidité 30 % = 12,2 MJ = 3,4 kWh

1 kg – Copeaux de bois avec taux d’humidité 40 % = 10,1 MJ = 2,8 kWh

1 m3 – Gaz naturel = 37,82 MJ = 10,5 kWh
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GENERATEUR D‘AIR SMART 30–50 kW
Unité de chauffage biomasse aux pellets

 Habillage et châssis de transport metallique  Nettoyage et décendrage
automatique du brûleur  Rendement supérieur à 90 %  Modulation en 30 et 100 %

de la puissance  Réservoir combustible de 400 L  Aérotherme orientable
de 0 à 270°  Fourni avec cheminée complète  Livré monté et prêt

à l‘utilisation  Contrôle et régulation à distance.

Belgium



Générateur d‘air chaud
SMART 30–50 kW

Espace d‘encombrement:

Dimensions:
1 900 x 1 130 x 2 885 mm

1900

1130

2885

Description technique de la
fourniture: 

	 Châssis de transport métallique facilitant la manutention 
	 Puissance de 30 ou 50 kW
	 Réserve de combustible de 250 kg (400 L)
	 2 mètres de cheminée
	 Aérotherme pivotant de 0 à 270°
	 Pompe de circulation
	 Vannes
	 Pressostat
	 Vase d‘expansion
	 Soupape de sécurité
	 Régulation automatique
	 Compteur d‘énergie (Option)

Caractéristiques techniques de la
chaudière 30 et 50 kW:

	 Habillage extérieur métallique – Finition par poudrage
	 haute résistance
	 Multiples possibilités de remplissage de la réserve de
	 pellets
	 Régulation centrale automatique
	 Rendement supérieur à 90 %
	 Modulation de la puissance entre 30 et 100 %
	 Brûleur de la chaudière en fonte
	 Allumage automatique
	 Nettoyage automatique des échangeurs
	 Thermostat d‘ambiance intégré
	 Décendrage automatique
	 Contrôle et régulation à distance par GSM ou Internet

Visualisation du pannel de contrôle:

Données thermiques Unités AirFlow 30 kW AirFlow 50 kW
Puissance kW 29 49,5
Plage de fonctionnement kW 8,6–29 14,6–49,5
Consommation kg x hrs-1 1,9–6,6 3,44–11,63
Rendement % 90,9 90,4
Temp. fumées °C 94–148 110–153
Classe de la chaudière 5 5
Autonomie Heures 147–42 80–24
Données techniques
Poids kg 815 920
Contenace en eau litres 140 190
Diamètre cheminée mm 150 160
Encombrement  mm 1130 x 1900 1130 x 1900
Pression d‘utilisation bar up to 3 up to 3
Tirage minimum mbar 0,1–0,2 0,1–0,3
Plage de tempérture d‘eau °C 60–80 60–80
Température de retour min °C 55 55
Niveau sonore chaudière dB 57 57
Puissance de sortie kW 32,48 53,91
Distance de pulsion m 22,5 17,5
Niveau sonore aérotherme dB 64,5 67,2
Caractéristiques électriques
Raccordement électrique 230VAC ±10 %, 50Hz ± 2Hz 230VAC ±10 %, 50Hz ± 2Hz
Puissance au démarrage (Watt) V 1200 1200
Indice de protection de l‘unité de contrôle IP54 IP54
Indice de protection de la chaudière IP20 IP20
Paramètres du combustibles
Diamètre du pellet mm 6,0–8,5 6,0–8,5
Pouvoir calorofi que MJ/kg approximately 16–18 approximately 16–18
Taux d‘humidité Up to 10 % Up to 10 %
Taux de cendre Up to 1 % (0,8–1,0 %) Up to 1 % (0,8–1,0 %)

1,5 m

0,8 m

Poids:
815 kg / 920 kg

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
République Tchèque
www.SmartHeating.cz

Tél.:	 +420 777 960 560
		  +420 734 751 655
		  +420 777 258 481
Mail:	 Sales@SmartHeating.czBelgium



CHAUDIERE MOBILE 
SMART 100 á 1 500 kW

 Installation hydraulique complète pré-montée d’usine  Possibilité d’intégrer au �container une  
chaudière mazout ou gaz en back-up  Solution compacte, entièrement mobile et flexible  Silo multi 

combustible prévu pour travailler aux pellets ou au bois déchiqueté  Cheminée complètement intégrée au 
container  Système de comptage énergétique et régulation SIEMENS  Finition externe du 

 container modulable et �exécution spéciale sur demande  Ne réduit pas votre espace de travail 
  Idéal pour collectivités, halls industriels, maisons de repos, hotels, centres Welness…

CHAUFFERIE BIOMASSE COMPACTE EN CONTAINER 

Belgium



CHAUDIÈRE EN CONTAINER MOBILE 

SMART 150–500–1 500 KW

Spécifications et finitions 

Hydraulique, cheminée et silo 

Finition Finition nature (bardage bois) Finition de base

Options du container:

	Configuration gauche / droite

	Trappe hydraulique pour chargement  

de copeaux de bois

	Porte et châssis vitrés (espace didactique)

	Dispositif de sécurité intégré

	Finition du container en fonction  

des exigences du client

Encombrements et poids:

150–250 kW: 3 x 3 x 12,6 m ~ 12 tonnes*

300–500 kW: 3,2 x 3 x 12,6 m ~ 15 tonnes*

*En cas d’intégration d’un back-up mazout / gaz,  

	 le container doit être allongé de 1,5 m

5 ANS
GARANTIE* 
5 ANS
GARANTIE* 

Garantie de 5 ans sur la Chaudière* et le container 

*2 ans sur la régulation et les périphériques



CHAUDIÈRE  
AUTOMATIQUE BIOMASSE 
SMART 150–500–1500 kW

CARACTÉRISTIQUES TECHNIQUES
Type  150 180 220 250 300 350 400 450 500
Puissance nominale Pn kW 150 180 220 250 300 350 400 450 500
Puissance minimale Pp kW 40 45 55 65 75 90 100 115 140
rendement à Pn % 95 95 95 95 95 95 95 95 95
rendement à Pp % 96 96 96 96 96 96 96 96 96
Classe de chaudière  5 5 5 5 5 5 5 5 5

Rendement 96 %
Gestion à distance (GSM)
Contrôle Internet (adresse IP)

ISO 9001:2009

Pellets Bois 

déchiqueté Sciure
AgroPellets* Pellets en 

MDF* Coquilles 

d'amandeNoyaux 

d'olives Noyaux 

de cerises Noyaux

de pêche
Résidus 

de production 

de Riz

Pellets Bois 

déchiqueté Sciure
AgroPellets* Pellets en 

MDF* Coquilles 

d'amandeNoyaux 

d'olives Noyaux 

de cerises Noyaux

de pêche
Résidus 

de production 

de Riz

* Sous réserve de composition et de test du carburant!

Belgium



 Fourniture complète de la chaufferie conteneurisée technologie Smart Boiler 150–500 kW  Ventilati-
on d’air haute et basse requise intégrée  Installation hydraulique complète et régulation pour plusieurs 

circuits de chauffage possible  Capteurs de température pour distribution optimalisée de l’énergie  
 Mesure complète et intégration de la technologie de commande et de régulation de chaque départ 
 Contrôle et surveillance à distance via Internet / GSM  Historique et disponibilité d’information pour 

suivi après-vente

SOLUTION DE 
CHAUFFAGE INDUSTRIEL SMART

Solution biomasse complète pour industrie, incluant les  
radiateurs, les aérothermes, la régulation et le  

monitoring en ligne.

Belgium



5 ANS
GARANTIE* 
5 ANS
GARANTIE* 

Garantie de 5 ans sur la Chaudière* et le container 
* 2 ans sur la régulation et les périphériques

CHAUFFERIE INTÉGRÉE EN 
CONTENEUR SMART 150–500–1 500 KW

Rendement 96 %
Gestion à distance (GSM)
Contrôle Internet (adresse IP)

Applications possibles de notre conteneur chaufferie:

ISO 9001:2009

	 Les bâtiments résidentiels et habitat groupé
	 Immeuble à usage multiple, bureaux, salle de sémi-

naire
	 Centres commerciaux
	 Halls de production, les ateliers industrielles, 

halls de stockage
	 Exploitation agricoles, horticoles

	 Hôtels, gîtes, centre wellness, piscines, 
	 centre sportif
	 Les bâtiments communaux, centre administratif
	 Ecoles, hôpitaux, police, complexes militaires
	 Quartiers, zone urbaine



SOLUTION DE 
CHAUFFAGE ÉCOLOGIQUE

Solution biomasse écologique complète incluant les 
aérothermes, la régulation et le monitoring en ligne

   Fourniture d’une solution complétement pré-montée en conteneur ou bien en simple installation in-
dividuelle intégrée à votre site  Système de chauffage pour l’eau ou pour l’air écologique  Solution 
complète hydraulique et électrique pour alimenter par exemple plusieurs serres  Plusieurs circuits de 

chauffage régulés différemment par thermostats pour chaque utilisateur  surveillance et contrôle  
à distance via Internet / GSM  Alarme et notification instantanée des conditions de fonctionnement

Belgium



Fabrication sur mesure d’aérothermes spécifiques à vos besoins 

CHAUFFERIE INTÉGRÉE EN 
CONTENEUR SMART 150–500–1 500 KW

Rendement 96 %
Gestion à distance (GSM)
Contrôle Internet (adresse IP)

	 Chauffage de serres avec fourniture d’eau 
chaude

	 Fermes de poulet – ventilation spécifique  
adaptée

	 Ranch – hall d’élevages
	 Fermes porcines 

	 Piscicultures
	 Zoo – Préparation de l’eau chaude, air chaud 

spécifique aux espèces
	 Solutions adaptée pour le séchage des maté-

riaux et des substrats

Exemples d’utilisation de la version Nature:

5 ANS
GARANTIE* 
5 ANS
GARANTIE* 

Garantie de 5 ans sur la Chaudière* et le container 
* 2 ans sur la régulation et les périphériques

ISO 9001:2009
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Nous analysons 
vos besoins

Nous réalisons 
sur mesure

Nous garantissons 
un SAV

COMMENT NOUS TRAVAILLONS AVEC NOS CLIENTS
Smart Heating Technology s.r.o.
	
 	      Évaluation de votre situation actuelle 
	
	 Mise en œuvre et dimensionnement des solutions 

techniques
 

Calcul du coût et du retour d’investissement 

	 Mise en fabrication 
	
	 Livraison et installation 
	
	 Surveillance par monitoring possible 24/7 
	
	 Maintenance et entretien périodique 
	
	 Fourniture du combustible le cas échéant
	

2

Revendeur:
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Chaufferie en module  

PRÉFABRIQUÉ 150–500–1 500 kW

 Structure en acier galvanisé à chaud avec bardage en panneaux PUR selon les exigences du client 
 Intégration de la chaudière et de tout son hydraulique / silo modulable  Technologie SMART chau-

dière biomasse automatique 150–500–1500 kW  Back-up fioul / gaz possible  Multi-combustibles, 
copeaux de bois, plaquettes, pellets…  Flexibilité du positionnement de la cheminée  Système de 

mesure et de régulation  Rendement de combustion 96 %  Solution technique extérieure et compacte  
 Possibilité de fabrication sur mesure et adaptations spécifiques client

Belgium



CHAUFFERIE EN MODULE 

PRÉFABRIQUÉ Smart 150 – 500  
– 1 500 kW

Spécifications et finitions 

Hydraulique, cheminée et silo 

Design module / maison

Design module / maison Designs spécifiques sur demande

Intégration ou non du silo

Intégration ou non du silo

Options des structures chaufferie 
pré-fabriquées:

	 Avec / Sans Silo intégré 

	 Gauche / Droite conception

	 Toiture manuelle ou hydraulique pour introducti-

on du bois déchiquetté

	 Porte vitrée ou bien pleine

	 Dispositifs de sécurité spéciaux sur demande

	 Adaptation du design à la demande du client – 

bardage

Dimensions minimum et maximum 
de la chaufferie: 
3 x 3 m – 9 x 9 m 

Public cible:

RAL 3011 RAL 9002 RAL 5010 RAL 9006 RAL 6021 RAL 7016

Couleur au choix suivant RAL:

5 ANS
GARANTIE* 
5 ANS
GARANTIE* 

Pour une solution technique complète.

*5 ans de garantie totale.



CHAUDIÈRE  
AUTOMATIQUE BIOMASSE 
SMART 150–500–1500 kW

Rendement 96 %
Gestion à distance (GSM)
Contrôle Internet (adresse IP)

CARACTÉRISTIQUES TECHNIQUES
Type  150 180 220 250 300 350 400 450 500
Puissance nominale Pn kW 150 180 220 250 300 350 400 450 500
Puissance minimale Pp kW 40 45 55 65 75 90 100 115 140
rendement à Pn % 95 95 95 95 95 95 95 95 95
rendement à Pp % 96 96 96 96 96 96 96 96 96
Classe de chaudière  5 5 5 5 5 5 5 5 5

UNE-EN 303-5:2013
ISO 9001:2009

Pellets Bois 

déchiqueté Sciure
AgroPellets* Pellets en 

MDF* Coquilles 

d'amandeNoyaux 

d'olives Noyaux 

de cerises Noyaux

de pêche
Résidus de 

production de Riz

Pellets Bois 

déchiqueté Sciure
AgroPellets* Pellets en 

MDF* Coquilles 

d'amandeNoyaux 

d'olives Noyaux 

de cerises Noyaux

de pêche
Résidus de 

production de Riz

* Sous réserve de composition et de test du carburant!

Belgium
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Solution écologique
Facilité pour le client
Confort d’utilisation

SMART BALLONS D’ACCUMULATION
500–5000 l

    Acier / Acier inoxydable en option  Traitement de peinture anticorrosion  Variation de l’épai-
sseur de l’isolation sur demande  Variation de la couleur sur demande  Customisation des 

 dimensions et spécifications  Option d’élément de chauffage pour la protection antigel

Nous garantissons 
un SAV

Belgium



BALLONS D’ACCUMULATION 

FE AKU

ISO 9001:2009

DN80/DN100

DN80/
DN100

B

D1

C
E

A

D2

G1/2"

G1/2"

G1/2"

M48x2

G1/2"

G1/2"

D3

D3DN80/DN100

DN100
DN80/

G1/2"

Spécifications techniques:

	 Matériaux 	 Acier ČSN 11 321

	 Fini de protection extérieur	 Peinture anticorrosion

	 Fini de protection à l’intérieur 	 Sans traitement

	 Pression max de fonctionnement 	 0,6 MPa (6 bar)

	 T° max de fonctionnement 	 100 °C

	 Garantie	 36 Mois

Schémas de réservoir:

Volume (l) A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 Poids (kg) Isolation (mm) PT-I (kWh/jour)

500 1910 1565 270 40 600 700 G1/2“ 98

Isolation 
amovible

 en mousse 
souple

 de PUR épai-
sseur 100 mm

2,45

750 1730 1345 300 55 790 990 G1/2“ 130 2,97

800 1830 1445 300 55 790 990 G1/2“ 135 3,12

900 1980 1595 300 55 790 990 G1/2“ 142 3,35

1000 2230 1845 300 55 790 990 G1/2“ 154 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 190 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 218 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 320 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 432 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 578 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 676 10,22

FE AKU – Ballon tampon d’accumulation avec brides DN80/PN6

Poids – Poids du ballon tampon sans son isolation, PT-I Pertes thermiques par jour du ballon avec une eau à 80 °C

Volume (l) A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 Poids (kg) Isolation  (mm) PT-I (kWh/jour)

500 1910 1565 270 40 600 700 G1/2“ 100

Isolation 
amovible

 en mousse 
souple

 de PUR épai-
sseur 100 mm

2,45

750 1730 1345 300 55 790 990 G1/2“ 132 2,97

800 1830 1445 300 55 790 990 G1/2“ 137 3,12

900 1980 1595 300 55 790 990 G1/2“ 144 3,35

1000 2230 1845 300 55 790 990 G1/2“ 156 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 192 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 220 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 322 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 434 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 580 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 678 10,22

FE AKU – Ballon tampon d’accumulation avec brides DN100/PN6

Poids – Poids du ballon tampon sans son isolation, PT-I Pertes thermiques par jour du ballon avec une eau à 80 °C

Belgium



Volume (l) A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 Poids (kg) Isolation  (mm) PT-I (kWh/jour)

500 1910 1565 270 40 600 700 G1/2“ 82

Isolation 
amovible

 en mousse 
souple
 de PUR 

épaisseur 100 
mm

2,45

750 1730 1345 300 55 790 990 G1/2“ 114 2,97

800 1830 1445 300 55 790 990 G1/2“ 119 3,12

900 1980 1595 300 55 790 990 G1/2“ 126 3,35

1000 2230 1845 300 55 790 990 G1/2“ 138 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 174 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 202 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 304 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 416 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 562 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 660 10,22

FE AKU ST – Ballon d’accumulation avec connexions filetées G 6/4

Poids – Poids du ballon tampon sans son isolation, PT-I Pertes thermiques par jour du ballon avec une eau à 80 °C

BALLONS D’ACCUMULATION

FE AKU ST

ISO 9001:2009

Spécifications techniques:

	 Matériaux 	 Acier ČSN 11 321

	 Fini de protection extérieur	 Peinture anticorrosion

	 Fini de protection à l’intérieur 	 Sans traitement

	 Pression max de fonctionnement 	 0,6 MPa (6 bar)

	 T° max de fonctionnement 	 100 °C

	 Garantie	 36 Mois

Schémas de réservoir:

Galerie Photos 

Belgium
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TOITURE HYDRAULIQUE
 SUR MESURE SMART

 Simple battant / double-battants pour le remplissage et le stockage de votre combustible biomasse  
 Ensemble complet de pistons hydrauliques, groupe hydraulique et conduites  Conception résistante  

et étanche aux précipitations atmosphériques  Variante avec conception de rampes d’appui  
et barrières de protection  Télécommande  Lumière automatique – indication de mouvement et alerte 

à l’ouverture  Suivi et indication du niveau de combustible dans le silo  Protection contre les chutes 
par grille à l’ouverture du silo  Trappe de visite et d’urgence pour entrer dans le silo

Belgium



ISO 9001:2009

Galerie Photos 

Spécifications et design:

Solution écologique
Facilité pour le client
Confort d’utilisation

TOITURE  HYDRAULIQUE
SMART POUR SILO 
SPÉCIAUX 

Utilisations:
Silo externe, Silo enterré,

Silo conteneur

Dimensions:
Minimum – Maximum dimensions pour la trappe de visiste: 1 x 1 m – 6 x 6 m

6068

26
44

4783

541

Exemple de Dimensions

SMART HEATING TECHNOLOGY s.r.o.
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SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
WITH SILENCERS FOR 35DB, FIRE-PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING

DARUVAR, CROATIA 
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 UPE 160-OBVODOVÝ 
DÍLEC-1_SESTAVA 1

2 UPE 160-OBVODOVÝ 
DÍLEC-2_SESTAVA 1

3 UPE 160-OBVODOVÝ 
DÍLEC-3_SESTAVA 2

4 IPE 120-PŘÍČNÍK-
1_SESTAVA 8

5 IPE 120-PŘÍČNÍK-
2_SESTAVA 2

6 UPE 160-STOJINA-1-
SESTAVA 2

7 UPE 160-STOJINA-2-
SESTAVA 2

8 UPE 160-STOJINA-3-
SESTAVA 1

9 UPE 160-STOJINA-4-
SESTAVA 1

10 ROŠT P440-33-4 (1) 1001x1500 12
11 ROŠT P440-33-4 (2) ROŠT P 550-33/33-5 3
12 ROŠT P440-33-4 (3) ROŠT P 550-33/33-5 4
13 ROŠT P440-33-4 (4) ROŠT P 550-33/33-5 1
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Číslo výkresu.
Název dílu.
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pátek 26. ledna 2018
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PLOŠINA POD VZT_DARUVAR

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:25
Materiál <není určen>
2765,02 kg
142,99 m2
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 TRKR 42,4x3,2 
(1)_I_60_2017 TRUBKA ŽEBŘÍKU-1 2

2 TRKR 42,4x3,2 
(2)_I_60_2017 TRUBKA ŽEBŘÍKU-2 2

3 PLO 50x5 (1)_I_60_2017 PÁS KLECE-1 5
4 PLO 50x5 (2)_I_60_2017 PÁS KLECE-2 2
5 TŘMEN_I_60_2017 RÁM KLECE 4
6 KONZOLA_I_60_2017 KONZOLA ŽEBŘÍKU 4
7 PŘÍČLE_I_60_2017 ŽEBŘÍKOVÁ PŘÍČLE BZP 550T (35x35) 14
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Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
pátek 26. ledna 2018
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Povrch.úprava.

ŽEBŘÍK PLOŠINY-DARUVAR

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:10
Materiál <není určen>
87,11 kg
6,34 m2
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 UPE 160-OBVODOVÝ 
DÍLEC-1_SESTAVA 1

2 UPE 160-OBVODOVÝ 
DÍLEC-2_SESTAVA 1

3 UPE 160-OBVODOVÝ 
DÍLEC-3_SESTAVA 2

4 IPE 120-PŘÍČNÍK-
1_SESTAVA 8

5 IPE 120-PŘÍČNÍK-
2_SESTAVA 2

6 UPE 160-STOJINA-1-
SESTAVA 2

7 UPE 160-STOJINA-2-
SESTAVA 2

8 UPE 160-STOJINA-3-
SESTAVA 1

9 UPE 160-STOJINA-4-
SESTAVA 1

10 ROŠT P440-33-4 (1) 1001x1500 12
11 ROŠT P440-33-4 (2) ROŠT P 550-33/33-5 3
12 ROŠT P440-33-4 (3) ROŠT P 550-33/33-5 4
13 ROŠT P440-33-4 (4) ROŠT P 550-33/33-5 1
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PLOŠINA POD VZT_DARUVAR

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:25
Materiál <není určen>
2765,02 kg
142,99 m2
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART WOOD CHIPS DRYER 560 KW

SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
WITH SILENCERS FOR 35DB, FIRE-PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING

DARUVAR, CROATIA 



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART WOOD CHIPS DRYER 560 KW

SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
WITH SILENCERS FOR 35DB, FIRE-PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING

DARUVAR, CROATIA 
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -1.1- PŘECHODOVÝ DÍL_1 1
2 -1.2- PŘECHODOVÝ DÍL_2 1
3 -1.3- ROZVOD_1 1
4 -1.4- ROZVOD_2 1
5 -1.5- ROZVOD_3 1
6 -1.6- ROZVOD_4 1
7 -1.7- SÁNÍ_1 1
8 -1.8- SÁNÍ_2 1
9 Regulační klapa 500x1500 -ovládání levé 1

10 Regulační klapa 500x1500 -ovládání pravé 1

11 Regulační klapa 1800x1800 -ovládání pravé 1
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Číslo výkresu.
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středa 26. července 2017
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Povrch.úprava.

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:32
Materiál <není určen>
31363,29 kg
190,89 m2
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 DOP.401.001.000_00 ČELO 1
2 DOP.401.002.000_00 STOJINA STŘEDOVÁ-ZADNÍ 7
3 DOP.401.003.000_00 STOJINA STŘEDOVÁ-PŘEDNÍ 7
4 DOP.401.004.000_00 STOJINA BOČNÍ-P-ZADNÍ 1
5 DOP.401.005.000_00 STOJINA BOČNÍ-PŘEDNÍ 1
6 DOP.401.006.000_00 STOJINA BOČNÍ-L-ZADNÍ 1
7 DOP.401.007.000_00 STOJINA BOČNÍ-L-PŘEDNÍ 1
8 DOP.401.008.000_00 ULOŽENÍ PANELU-STŘEDOVÉ 2
9 DOP.401.009.000_00 ULOŽENÍ PANELU-BOČNÍ 2
10 DOP.401.010.000_00 SPOJOVACÍ PROFIL-STŘEDOVÝ 24
11 DOP.401.011.000_00 SPOJOVACÍ PROFIL-BOČNÍ 8
12 DOP.401.012.000_00 KONZOLA H.V. 3
13 DOP.401.013.000_00 ZAJIŠTĚNÍ VRAT 28
14 DOP.401.015.000_00 PODLAHOVÝ ROŠT-1 24
15 DOP.401.016.000_00 PODLAHOVÝ ROŠT-2 24
16 DOP.401.017.000_00 PODLAHOVÝ ROŠT-3 2
17 DOP.401.018.000_00 PODLAHOVÝ ROŠT-4 2
18 DOP.401.021.000_00 PERFOROVANÝ PLECH-1 24
19 DOP.401.022.000_00 PERFOROVANÝ PLECH-2 24
20 DOP.401.023.000_00 PERFOROVANÝ PLECH-3 2
21 DOP.401.024.000_00 PERFOROVANÝ PLECH-4 2
22 DOP.255.014.000_00 ČEP 3

DOP.401.000.000_00
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Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
26.07.2017
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PODLAHA SUŠKY 6x13

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:25
Materiál <není určen>
16202,87 kg
700,57 m2
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -4.1- PŘECHODOVÝ DÍL 1
2 -4.2- SÁNÍ_1 1
3 -4.3- SÁNÍ_2 1
4 -4.4- Kovová mřížka, 500 x 500 mm, pozink 14

DOP.403.004.000_00
A1 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
čtvrtek 27. července 2017
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Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:35
Materiál <není určen>
41785,83 kg
209,35 m2

B

2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

21 3 4 5 6 7 8 9 10 11 12 13 14 15 16

A

C

D

E

F

G

H

I

J

K

L

B

C

D

E

F

G

H

I

J

K

A

B

C

D

E

F

G

H

I

J

K

A

1

K:\Konstrukce\DOP.403.000.000_00_Sestavy_VZT_( I_40_2017 )\DOP.403.004.000_00_VZT_500kW\

SMART HEATING TECHNOLOGY
Smart Reference List | SMART WOOD CHIPS DRYER 560 KW

SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
WITH SILENCERS FOR 35DB, FIRE-PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING

DARUVAR, CROATIA 



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART WOOD CHIPS DRYER 560 KW

SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
WITH SILENCERS FOR 35DB, FIRE-PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING

DARUVAR, CROATIA 

SMART HEATING TECHNOLOGY
Smart Reference List | SMART WOOD CHIPS DRYER 560 KW

SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
WITH SILENCERS FOR 35DB, FIRE-PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING

DARUVAR, CROATIA 
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -1.1- PŘECHODOVÝ DÍL_1 1
2 -1.2- PŘECHODOVÝ DÍL_2 1
3 -1.3- ROZVOD_1 1
4 -1.4- ROZVOD_2 1
5 -1.5- ROZVOD_3 1
6 -1.6- ROZVOD_4 1
7 -1.7- SÁNÍ_1 1
8 -1.8- SÁNÍ_2 1
9 Regulační klapa 500x1500 -ovládání levé 1

10 Regulační klapa 500x1500 -ovládání pravé 1

11 Regulační klapa 1800x1800 -ovládání pravé 1

DOP.403.001.000_00
A0 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
středa 26. července 2017

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Povrch.úprava.

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:32
Materiál <není určen>
31363,29 kg
190,89 m2

12

J

K

L

M

N

O

P

1110987654321 212019181716151413 2322 24

10987654321 212019181716151413 2322 241211

I

E

F

G

H

B

C

D

A

O

P

I

E

F

G

H

B

C

D

A

J

K

L

M

N

K:\Konstrukce\DOP.403.000.000_00_Sestavy_VZT_( I_40_2017 )(I_45_2017)\DOP.403.001.000_00_VZT_600kW\

 4
00

 

 5
00

 

13265

A

13120

59
95

 5
63

,5
 

 5
63

 
 5

63
 

 5
63

 
 5

63
 

 5
63

 
 5

63
 

 5
63

,5
 

 115 

12891

 6010  6995 

 1
51

1 
 1

48
6 

 1
48

6 
 1

51
1 

6 7

54 112 310

1

9

8

8

9

 2180  2180  817,5  817,5 

POHLED A
MĚŘÍTKO 1 : 15

12

13

22

POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 DOP.401.001.000_00 ČELO 1
2 DOP.401.002.000_00 STOJINA STŘEDOVÁ-ZADNÍ 7
3 DOP.401.003.000_00 STOJINA STŘEDOVÁ-PŘEDNÍ 7
4 DOP.401.004.000_00 STOJINA BOČNÍ-P-ZADNÍ 1
5 DOP.401.005.000_00 STOJINA BOČNÍ-PŘEDNÍ 1
6 DOP.401.006.000_00 STOJINA BOČNÍ-L-ZADNÍ 1
7 DOP.401.007.000_00 STOJINA BOČNÍ-L-PŘEDNÍ 1
8 DOP.401.008.000_00 ULOŽENÍ PANELU-STŘEDOVÉ 2
9 DOP.401.009.000_00 ULOŽENÍ PANELU-BOČNÍ 2
10 DOP.401.010.000_00 SPOJOVACÍ PROFIL-STŘEDOVÝ 24
11 DOP.401.011.000_00 SPOJOVACÍ PROFIL-BOČNÍ 8
12 DOP.401.012.000_00 KONZOLA H.V. 3
13 DOP.401.013.000_00 ZAJIŠTĚNÍ VRAT 28
14 DOP.401.015.000_00 PODLAHOVÝ ROŠT-1 24
15 DOP.401.016.000_00 PODLAHOVÝ ROŠT-2 24
16 DOP.401.017.000_00 PODLAHOVÝ ROŠT-3 2
17 DOP.401.018.000_00 PODLAHOVÝ ROŠT-4 2
18 DOP.401.021.000_00 PERFOROVANÝ PLECH-1 24
19 DOP.401.022.000_00 PERFOROVANÝ PLECH-2 24
20 DOP.401.023.000_00 PERFOROVANÝ PLECH-3 2
21 DOP.401.024.000_00 PERFOROVANÝ PLECH-4 2
22 DOP.255.014.000_00 ČEP 3
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -4.1- PŘECHODOVÝ DÍL 1
2 -4.2- SÁNÍ_1 1
3 -4.3- SÁNÍ_2 1
4 -4.4- Kovová mřížka, 500 x 500 mm, pozink 14
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Smart Reference List | SMART WOOD CHIPS DRYER 560 KW

SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%,13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 
10 TONS / M2 WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, FIRE-

PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING 
 VIROVITICA, CROATIA
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Galvanized Structure supported with Static Calculation, Insulated Panels 40 mm, Corners 
Covering Plates, Gutters, Air Ventilation Grids, Big and Small Entry Doors, Hydraulic Installation, 

Chimney Installation, Measuring and Regulation Box
Chicken Farm, Sommeren, Netherlands
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Bio-House Solution 500 kW with Multi-Fuel Silo 

with Moving Roof + 3 x 10 000 l Accumulation Tanks

Smart Bio-House Boiler Room and Silo Galvanized Structure supported with Static Calculation, Chemical Anchors, 
Insulated Kingspan Panels 80/100 mm, Corners Covering Plates, Gutters, Air Ventilation Grids, Entry Doors, Complete 

Hydraulic Installation incl. Manifold, 2 Heating Circuits, Complete Chimney Installation, Siemens Measuring 
and Regulation Box, Green Houses Heating, Kenley, Victoria, Australia
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 K13.001.000.000_00 SVAŘENEC KONTEJNERU 1
2 K13.002.000.000_00 SERVISNÍ VÍKO 1
3 K13.004.000.000_00 DVEŘE DO SILA 1
4 K13.006.001.000_00 SERVISNÍ VÍKO POSUVNÉ PODLAHY 4
5 K13.006.002.000_00 KRYT PROSTUPU HYDRAULIKY 1
6 K13.006.003.000_00 KRYCÍ PLECH ZADNÍ 1
7 K13.006.004.000_00 VÍKO SERVISNÍHO OTVORU PÍSTNICE 2
8 K05.003.000.000_00 SERVISNÍ VÍKO SILA 2
9 K01.001.025.000_00 ŽEBŘÍK KONTEJNERU-VNĚJŠÍ 1
10 DOP.228.000.000_00 VĚTRACÍ MŘÍŽKA 490x490x50 1

POZ. Č. DÍLU POPIS MNOŽSTVÍ

11 K13.015.001.000_00 Plnící potrubí 1000 kontejner 1
12 K13.015.002.000_00 Plnící potrubí 1000 kontejner 1
13 Posuvná podlaha_K13 POSUVNÁ PODLAHA SILA 3,2x3,2 1
14 DOP.199.056.000_04 DRŽÁK ČERPADLA 8 1
15 Catfire 100kW_P 1
16 Koleno_90_200 1
17 Přechod_200 1
18 Prodloužení_1000_200 1
19 Aku_FE_1000l_DN100_P

N6 1
20 Cyklona 200_L_100kW 1
21 Klapa_komplet_01_PA

RT 1

22 Dveře_LAPIŠ_2595x279
0 1

23 Příruba_ložisková_sesta
va_K13 1

24 Šnekovnice_K13 ŠNEK DOPRAVNÍKU 2
25 Dopravník_K13 1
26 MAR 800x1200 1
27 Prodloužení_500_200 1

28
Expanzní 
nádoba_RefixDE600_1
0bar-7306950

1

29 OSB_1_K13 6
30 OSB_2_K13 2
31 OSB_3_K13 2
32 OSB_4_K13 1
33 OSB_5_K13 2
34 OSB_6_K13 1
35 OSB_7_K13 2
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MĚŘÍTKO 1 : 10
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Позн .:

Рохове првки, прички и вызтухи под котлем приварит 1/2 V сварем•

Pozn.:

Rohové prvky ,příčky a výztuhy pod kotlem přivařit 1/2 V svarem•

Pozn.:
Profily umístit tak, aby svar profilu
směřoval k středu kontejneru (svar nesmí být viditelný) !!!

Позн .:
Профили умистит так, аби свар профилу
смеровал к стреду контејнеру (свар несми быт видителны) !!!

 

POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 K13.001.001.000_00 PODLAHA KONTEJNERU 1
2 K13.001.002.000_00 STROP KONTEJNERU 1
3 K13.001.003.001_00 TROBD 200x100x6-2760 4
4 K13.001.003.002_00 TROBD 200x100x6-2595 2
5 K13.001.003.003_00 TR4HR 100x6-2790 3
6 K13.001.003.004_00 TR4HR 100x6-670 2
7 K13.001.003.005_00 TR4HR 100x6-360 2
8 K13.001.003.006_00 TR4HR 100x6-260 2
9 K13.001.003.007_00 TR4HR 100x6-1250 2
10 K13.001.003.008_00 TR4HR 100x6-1090 1
11 K13.001.003.009_00 TROBD 100x40x4-2595 1
12 K13.001.003.010_00 TROBD 100x40x4-2015 1
13 K13.001.003.011_00 TR4HR 80x5-1620 2
14 K13.001.003.012_00 TR4HR 80x5-580 2
15 K13.001.003.013_00 TR4HR 50x5-520 2
16 K13.001.003.014_00 TR4HR 50x5-900 1
17 K13.001.003.015_00 TR4HR 50x5-470 1
18 K13.001.003.016_00 TR4HR 50x5-868 1
19 K13.001.003.017_00 TR4HR 50x5-686 1
20 K13.001.003.018_00 TR4HR 50x5-636 1
21 K13.001.003.019_00 TROBD 80x40x3-580 4
22 K13.001.004.001_00 U PROFIL SERVISNÍHO OTVORU 4
23 K13.001.004.002_00 LEM PROSTUPU DOPRAVNÍKU 1
24 K13.001.005.001_00 DESKA POD AKU 1
25 K13.001.005.003_00 PŘÍRUBA 2
26 K13.001.005.004_00 PLO 20x5-1620 1
27 K13.001.005.005_00 PLO 20x5-2790 1
28 K13.001.005.006_00 PLO 20x5-1090 1
29 K13.001.005.007_00 PLO 20x5-580 1
30 K13.001.006.001_00 KAZETA_1 4
31 K13.001.006.002_00 KAZETA_2 1
32 K13.001.006.003_00 KAZETA_3 2
33 K13.001.006.004_00 KAZETA_4 2
34 K13.001.006.005_00 KAZETA_5 1
35 K13.001.006.006_00 KAZETA_6 1
36 K13.001.006.007_00 KAZETA_7 12
37 K13.001.006.008_00 KAZETA_8 2
38 K13.001.006.009_00 KAZETA_9 2
39 K13.001.006.010_00 KAZETA_10 2
40 K13.001.006.011_00 KAZETA_11 2
41 K13.001.006.012_00 KAZETA_12 2
42 K13.001.006.013_00 KAZETA_13 2
43 K13.001.006.014_00 KAZETA_14 3
44 K13.001.006.015_00 KAZETA_15 3
45 K13.001.006.018_00 KAZETA_18 4
46 K13.001.006.019_00 KAZETA_19 1
47 K13.001.006.020_00 KAZETA_20 1
48 K13.001.006.021_00 KAZETA_21 1
49 K05.001.008.000_00 KAPSA NAFOUKÁVÁNÍ 2
50 Matice M10 Navařovací 40
51 K13.001.005.002_00 DESKA KOMÍNU 2
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS
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DETAIL B
MĚŘÍTKO 1 : 5

3 48

Profil umístit tak, aby svar profilu
směřoval k středu kontejneru
(svar nesmí být viditelný) !!!

Профил умистит так, аби профил
смеровал к стреду контејнеру
(свар несми быт видителны) !!!

zde nesvařovat
-platí pro všechny kazety
зде несвароват
-плати про вшецхни казети

 24 

 5
 

 3
2 

 20 

 5
 

 3
2 

DETAIL C
MĚŘÍTKO 1 : 5
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směřoval k středu kontejneru
(svar nesmí být viditelný) !!!
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Bio-House Solution 500 kW with Multi-Fuel Silo 

with Moving Roof + 3 x 10 000 l Accumulation Tanks

Smart Bio-House Boiler Room and Silo Galvanized Structure supported with Static Calculation, Chemical Anchors, 
Insulated Kingspan Panels 80/100 mm, Corners Covering Plates, Gutters, Air Ventilation Grids, Entry Doors, Complete 

Hydraulic Installation incl. Manifold, 2 Heating Circuits, Complete Chimney Installation, Siemens Measuring 
and Regulation Box, Green Houses Heating, Kenley, Victoria, Australia
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Total Cabin 200 kW

Silos za pelet, sa pneumatskim cevima za snabdevanje i visokofrekventnim sonarom
1 grejni krug sa kompletnom regulacijom  i daljinskom iCloud vizualizacijom

TOTAL Benzinska stanica, Lichtenbusch, Raeren, Belgija
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Total Cabin 200 kW

Silos za pelet, sa pneumatskim cevima za snabdevanje i visokofrekventnim sonarom
1 grejni krug sa kompletnom regulacijom  i daljinskom iCloud vizualizacijom

TOTAL Benzinska stanica, Lichtenbusch, Raeren, Belgija

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 200 kW 

Multi–Fuel Silo Design with Wood Chips/Pellets Filling Outlets
1 Heating Circuit – Fully Monitored and Controlled Heavy Machinery Shop

Bristol, UK
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Smart Reference List | Smart Cabin 200 kW 

Multi–Fuel Silo Design with Wood Chips/Pellets Filling Outlets
1 Heating Circuit – Fully Monitored and Controlled Heavy Machinery Shop

Bristol, UK
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Multi–Fuel Silo Design with Wood Chips/Pellets Filling Outlets
1 Heating Circuit – Fully Monitored and Controlled Heavy Machinery Shop

Bristol, UK
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 2 X 4000 L OF ACCUMULATION TANK STORAGE, 1 HEATING CIRCUIT 
WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALIZATION,

THORNTON-KEMSLEY CASTLE, LAURENCEKIRK, SCOTLAND
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 1 HEATING CIRCUIT, COMPLETE  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 LUNDIE CASTLE, EDZELL, SCOTLAND
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MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 1 HEATING CIRCUIT, COMPLETE  
REGULATION AND REMOTE ICLOUD VISUALIZATION
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 1 HEATING CIRCUIT, COMPLETE  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 LUNDIE CASTLE, EDZELL, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 220 kW

Multi-Fuel Silo Design with Hydraulic Roof
1 Heating Circuit with Complete Regulation and Remote iCloud Visualization

CS Tractor Plant, Kirriemuir, Scotland
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 220 kW

Multi-Fuel Silo Design with Hydraulic Roof
1 Heating Circuit with Complete Regulation and Remote iCloud Visualization

CS Tractor Plant, Kirriemuir, Scotland

SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus
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SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus
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with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus
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Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization
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SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 250 kW

Multi-Fuel Silo Design with Hydraulic Roof, 1 Heating Circuit with Complete  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 Olipel, ESCO Concept, Liege, Belgium
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Multi-Fuel Silo Design with Hydraulic Roof, 1 Heating Circuit with Complete  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 Olipel, ESCO Concept, Liege, Belgium
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REGULATION AND REMOTE ICLOUD VISUALIZATION
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Double–Decker Cabin

Smart Micro Panels Cabin Set – 2 x 8,5 m x 3,2 m x 3 m, 350 kW Biomass Boiler + 300 kW Oil Back-Up Boiler + 4000 l Accumulation Tank + 1000 l 

Expansion  Vessel + 1 Export Circuit + MaR Unit + iCloud Monitoring, Only Pellets Silo with Capacity 15 tons + Pneumatic Filling Pipes + Level 

Sensors, 1000 l Double-Wall Oil Tank, Internal Interconnecting Ladder, Lights, Ventilation, Safety Lights, Safety Sensors, CCTV

Nursing House, Ponferrada, Spain

350kW

Biomass

Boiler 

MaR

8500

32
00

243011332430 6491858

Exp
1000lt

30
00

60
00

4000 L

600

2810

O
il Boiler 

Viadrus G
350 

50
0 200

90
0

60
0

800x800

32
00

37114539

800x800

KOTELNA

SILO

Servisný otvor
nad vĚmřnýkem

1200

11
00

Servisný otvor do sila

Otvor
pro hydrauliku

80
0

900

RL70

600

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Double–Decker Cabin

Smart Micro Panels Cabin Set – 2 x 8,5 m x 3,2 m x 3 m, 350 kW Biomass Boiler + 300 kW Oil Back-Up Boiler + 4000 l Accumulation Tank + 1000 l 

Expansion  Vessel + 1 Export Circuit + MaR Unit + iCloud Monitoring, Only Pellets Silo with Capacity 15 tons + Pneumatic Filling Pipes + Level 

Sensors, 1000 l Double-Wall Oil Tank, Internal Interconnecting Ladder, Lights, Ventilation, Safety Lights, Safety Sensors, CCTV

Nursing House, Ponferrada, Spain
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Smart Reference List | Smart Double–Decker Cabin

Smart Micro Panels Cabin Set – 2 x 8,5 m x 3,2 m x 3 m, 350 kW Biomass Boiler + 300 kW Oil Back-Up Boiler + 4000 l Accumulation Tank + 1000 l 

Expansion  Vessel + 1 Export Circuit + MaR Unit + iCloud Monitoring, Only Pellets Silo with Capacity 15 tons + Pneumatic Filling Pipes + Level 

Sensors, 1000 l Double-Wall Oil Tank, Internal Interconnecting Ladder, Lights, Ventilation, Safety Lights, Safety Sensors, CCTV

Nursing House, Ponferrada, Spain

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 500 KW WITH 

SMART WOODCHIP/GRAIN DRYER

SPECIAL CONTAINERISED 500KW BOILER ROOM, DIMENSIONS 3,2 X 3 X 10,5 M, WOODCHIP FUEL SILO LOCATED INSIDE  
THE ADJACENT DRYER SHED, 200 KW WOODCHIP DRYING FLOOR WITH HYDRAULIC LOADING RAMP, 4 HEATING CIRCUITS; POULTRY 

SHED, WOODCHIP/GRAIN DRYER, WORKSHOP and FARMHOUSE, COMPLETE WITH AUTOMATIC CONTROLS  AND REMOTE WEB/
ICLOUD MONITORING, LOCATED, SCONE, PERTH, SCOTLAND
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 500 KW WITH 

SMART WOODCHIP/GRAIN DRYER

SPECIAL CONTAINERISED 500KW BOILER ROOM, DIMENSIONS 3,2 X 3 X 10,5 M, WOODCHIP FUEL SILO LOCATED INSIDE  
THE ADJACENT DRYER SHED, 200 KW WOODCHIP DRYING FLOOR WITH HYDRAULIC LOADING RAMP, 4 HEATING CIRCUITS; POULTRY 

SHED, WOODCHIP/GRAIN DRYER, WORKSHOP and FARMHOUSE, COMPLETE WITH AUTOMATIC CONTROLS  AND REMOTE WEB/
ICLOUD MONITORING, LOCATED, SCONE, PERTH, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Micro Cabin 500 kW

with Vertical Silo 90 m3

Walhamn, Sweden
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Super Cabin Set

Smart Micro Cabin 500 kW with Vertical Silo 100 m3 
and Cogeneration 100 kWe + 200 kW

Werson Containerized Nursing House, Crisnée, Belgium

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Super Cabin Set

Smart Micro Cabin 500 kW with Vertical Silo 100 m3 
and Cogeneration 100 kWe + 200 kW

Werson Containerized Nursing House, Crisnée, Belgium
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INTEGRATOR.

Legend

Pressure Reducing Valve                     
Double Check Valve                                
Drain Cock                                   
Stop Cock                 
Isolating Valve           
Lockshield Valve  
Safety Valve (High Lift Type)
Motorised Control Valve
Double Regulating Valve
Temperature Gauge
Test Point
Pressure Gauge
Commissioning Station
Strainer ("Y" Type)
Automatic Air Vent
Motorised Mixing Valve

 

PRV
DCV
DC
SC
IV
LSV
SV
MCV
DRV
TG
TP
PG
CS
STR
AAV
MMV

Legenda

Tlakovy redukňný ventil
Dvojitě kontrolný Ventil

Uzavýracý kohout
Oddšlovacý ventil

Pojistně ventil (typ s vysokěm zdvihem)

Dvojitě regulaňný ventil
Teplomšr orientaňný
Kontrolný bod
Tlakomšr 

Filtr ("Y" Type)

DN100

HEAT
METER
UH50-A74

T1

FT

T2

-HM1

PG
0-6Bar

GRUNDFOS 
Magna 3 D 100-120
97924510

IV IV

IV
DN15

IV
DN15

IV
DN15

DN100

DN100 DN80

DN100

IV

DN100

IV

DN100

AAV
PG

0-6Bar

PG
0-6Bar

TG

0-120°C

TG

0-120°C

DN15

DC
DN15

DC

DPT-E91.1

-Y1 -Q2

DN80/15

DN15/100

DN80/100DN100/80
2xDN100 PN16

2xDN100 PN16

-B1
T

500kW HC1
Preinsulating Pipe
Working on 
85°C FLOW
65°C RETURN.

DN100

IV

DN100

IV

4000 lt

T

T

-B4

-B41

TK

THERMAL
STORE

DC

TG

0-120°C

TG

0-120°C

AAV

SV

BIOMASS 
BOILER
500kW

-B2 T

-B7 T

-E9

-K32

DN15DN15

+BB1

EXPANSION
VESSEL 1000lt

IV
DC

AAV

DN100

IV

DN100

IV

TG

0-120°C
PG

0-6Bar
PG

0-6Bar

-Q1
-Y7

TG

0-120°C
PG

0-6Bar

60°C

83°C

MMV

VBF21.100
SAL61.03T10

GRUNDFOS 
MAGNA 3 80-120F
11,9l/s @ 120kPa
97924310

DC

DN15

SV

DN35/100

PG
0-6Bar

LSV

DN35

3bar

PT

DN25DN25DN25

CVSTR

DN25
-WM1

WM

MCV

-EV1
DN15

-EV2
DN15

MCV

DN100/25

DCV DCVSCSC

SC

DN15

DN25DN25 DN25DN25

QUICK FILL

EV250B 
18D 3/4"

EV250B 
18D 3/4"

-B9.1
T

-G01.1

CO
sensor

-FS.1

-A6.1
T

-FM1

Fire
alarm
sensor

VBF21.100
SAL61.03T10

B

B

A A

C C

E

E

G

G

ŘEZ B-B

A

C

D

B

D D

FF

ŘEZ A-A

ŘEZ C-C

POHLED X

DETAIL A 
MĚŘÍTKO 1 : 5

DETAIL C 
MĚŘÍTKO 1 : 5

ŘEZ E-E 
MĚŘÍTKO 1 : 5

DETAIL D 
MĚŘÍTKO 1 : 5

DETAIL B 
MĚŘÍTKO 1 : 5 ŘEZ D-D

ŘEZ F-F
MĚŘÍTKO 1 : 5

ŘEZ G-G
MĚŘÍTKO 1 : 5



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALL PANELS, COVERING PLATES, GLASS ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK STORAGE,  

1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION,
CARNBOOTH HOUSE HOTEL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

B

B

A A

C

C
DD

EE

POHLED X

DETAIL A
MĚŘÍTKO 1 : 5

DETAIL B
MĚŘÍTKO 1 : 5

DETAIL C
MĚŘÍTKO 1 : 5

ŘEZ C-C
MĚŘÍTKO 1 : 5

DETAIL D
MĚŘÍTKO 1 : 5

ŘEZ D-D
MĚŘÍTKO 1 : 8

ŘEZ E-E
MĚŘÍTKO 1 : 5

ŘEZ B-B

ŘEZ B-B

G

G

ŘEZ G-G

DETAIL G 
MĚŘÍTKO 1 : 2

F

F

POHLED Y

ŘEZ F-F

ALL PLANT, COMPONENTS, CONNECTIONS, 
PIPEWORK, VALVES ETC. ALL TO BE FULLY 
INSULATED TO PREVENT HEAT TRANSFER TO 
PLANTROOM.

HEAT METER TO MEET CLASS 2 ACCURACY AND 
COMPRISE OF FLOW SENSOR, MATCHED PAIR OF 
TEMPERATURE SENSORS, CALCULATOR/DIGITAL 
INTEGRATOR.

Legend

Pressure Reducing Valve                     
Double Check Valve                                
Drain Cock                                   
Stop Cock                 
Isolating Valve           
Lockshield Valve  
Safety Valve (High Lift Type)
Motorised Control Valve
Double Regulating Valve
Temperature Gauge
Test Point
Pressure Gauge
Commissioning Station
Strainer ("Y" Type)
Automatic Air Vent
Motorised Mixing Valve
Mixing Valve
Heat Meter

 

PRV
DCV
DC
SC
IV
LSV
SV
MCV
DRV
TG
TP
PG
CS
STR
AAV
MMV
MV
HM

Legenda

Tlakovy redukňný ventil
Dvojitě kontrolný Ventil

Uzavýracý kohout
Oddšlovacý ventil

Pojistně ventil (typ s vysokěm zdvihem)

Dvojitě regulaňný ventil
Teplomšr orientaňný
Kontrolný bod
Tlakomšr 

Filtr ("Y" Type)

DN100

HEAT
METER
UH50-A74

T1

FT

T2

-HM1

PG
0-6Bar

GRUNDFOS 
Magna 3 D 100-120
97924510

IV IV

IV
DN15

IV
DN15

IV
DN15

DN100

DN100 DN80

DN100

IV

DN100

IV

DN100

AAV
PG

0-6Bar

PG
0-6Bar

TG

0-120°C

TG

0-120°C

DN15

DC
DN15

DC

DPT-E91.1

-Y1 -Q2

DN80/15

DN15/100

DN80/100DN100/80
2xDN100 PN16

2xDN100 PN16

-B1
T

500kW HC1
Preinsulating Pipe
Working on 
85°C FLOW
65°C RETURN.

DN100

IV

DN100

IV

4000 lt

T

T

-B4

-B41

TK

THERMAL
STORE

DC

TG

0-120°C

TG

0-120°C

AAV

SV

BIOMASS 
BOILER
500kW

-B2 T

-B7 T

-E9

-K32

DN15DN15

+BB1

EXPANSION
VESSEL 1000lt

IV
DC

AAV

DN100

IV

DN100

IV

TG

0-120°C
PG

0-6Bar
PG

0-6Bar

-Q1
-Y7

TG

0-120°C
PG

0-6Bar

60°C

83°C

MMV

VBF21.100
SAL61.03T10

GRUNDFOS 
MAGNA 3 80-120F
11,9l/s @ 120kPa
97924310

DC

DN15

SV

DN35/100

PG
0-6Bar

LSV

DN35

3bar

PT

DN25DN25DN25

CVSTR

DN25
-WM1

WM

MCV

-EV1
DN15

-EV2
DN15

MCV

DN100/25

DCV DCVSCSC

SC

DN15

DN25DN25 DN25DN25

QUICK FILL

EV250B 
18D 3/4"

EV250B 
18D 3/4"

-B9.1
T

-G01.1

CO
sensor

-FS.1

-A6.1
T

-FM1

Fire
alarm
sensor

VBF21.100
SAL61.03T10

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND

12
60

0

3200
3000

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
SCHOOL HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

B

B

A A

C

C
DD

EE

POHLED X

DETAIL A
MĚŘÍTKO 1 : 5

DETAIL B
MĚŘÍTKO 1 : 5

DETAIL C
MĚŘÍTKO 1 : 5

ŘEZ C-C
MĚŘÍTKO 1 : 5

DETAIL D
MĚŘÍTKO 1 : 5

ŘEZ D-D
MĚŘÍTKO 1 : 8

ŘEZ E-E
MĚŘÍTKO 1 : 5

ŘEZ B-B

ŘEZ B-B

G

G

ŘEZ G-G

DETAIL G 
MĚŘÍTKO 1 : 2

F

F

POHLED Y

ŘEZ F-F

ALL PLANT, COMPONENTS, CONNECTIONS, 
PIPEWORK, VALVES ETC. ALL TO BE FULLY 
INSULATED TO PREVENT HEAT TRANSFER TO 
PLANTROOM.

HEAT METER TO MEET CLASS 2 ACCURACY AND 
COMPRISE OF FLOW SENSOR, MATCHED PAIR OF 
TEMPERATURE SENSORS, CALCULATOR/DIGITAL 
INTEGRATOR.

Legend

Pressure Reducing Valve                     
Double Check Valve                                
Drain Cock                                   
Stop Cock                 
Isolating Valve           
Lockshield Valve  
Safety Valve (High Lift Type)
Motorised Control Valve
Double Regulating Valve
Temperature Gauge
Test Point
Pressure Gauge
Commissioning Station
Strainer ("Y" Type)
Automatic Air Vent
Motorised Mixing Valve
Mixing Valve
Heat Meter

 

PRV
DCV
DC
SC
IV
LSV
SV
MCV
DRV
TG
TP
PG
CS
STR
AAV
MMV
MV
HM

Legenda

Tlakovy redukňný ventil
Dvojitě kontrolný Ventil

Uzavýracý kohout
Oddšlovacý ventil

Pojistně ventil (typ s vysokěm zdvihem)

Dvojitě regulaňný ventil
Teplomšr orientaňný
Kontrolný bod
Tlakomšr 

Filtr ("Y" Type)

DN100

HEAT
METER
UH50-A74

T1

FT

T2

-HM1

PG
0-6Bar

GRUNDFOS 
Magna 3 D 100-120
97924510

IV IV

IV
DN15

IV
DN15

IV
DN15

DN100

DN100 DN80

DN100

IV

DN100

IV

DN100

AAV
PG

0-6Bar

PG
0-6Bar

TG

0-120°C

TG

0-120°C

DN15

DC
DN15

DC

DPT-E91.1

-Y1 -Q2

DN80/15

DN15/100

DN80/100DN100/80
2xDN100 PN16

2xDN100 PN16

-B1
T

500kW HC1
Preinsulating Pipe
Working on 
85°C FLOW
65°C RETURN.

DN100

IV

DN100

IV

4000 lt

T

T

-B4

-B41

TK

THERMAL
STORE

DC

TG

0-120°C

TG

0-120°C

AAV

SV

BIOMASS 
BOILER
500kW

-B2 T

-B7 T

-E9

-K32

DN15DN15

+BB1

EXPANSION
VESSEL 1000lt

IV
DC

AAV

DN100

IV

DN100

IV

TG

0-120°C
PG

0-6Bar
PG

0-6Bar

-Q1
-Y7

TG

0-120°C
PG

0-6Bar

60°C

83°C

MMV

VBF21.100
SAL61.03T10

GRUNDFOS 
MAGNA 3 80-120F
11,9l/s @ 120kPa
97924310

DC

DN15

SV

DN35/100

PG
0-6Bar

LSV

DN35

3bar

PT

DN25DN25DN25

CVSTR

DN25
-WM1

WM

MCV

-EV1
DN15

-EV2
DN15

MCV

DN100/25

DCV DCVSCSC

SC

DN15

DN25DN25 DN25DN25

QUICK FILL

EV250B 
18D 3/4"

EV250B 
18D 3/4"

-B9.1
T

-G01.1

CO
sensor

-FS.1

-A6.1
T

-FM1

Fire
alarm
sensor

VBF21.100
SAL61.03T10

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND

12
60

0

3200
3000

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART-ETHX PANEL CABIN 500 KW

SPECIAL STEEL STRUCTURE WITH KINGSPAN WALLS PANELS, COVERING PLATES, ENTRY DOORS, MULTI-FUEL SILO DESIGN WITH 
WOOD CHIPS BLOWING PIPES DN150 AND ROOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STORAGE, 1 HEATING CIRCUIT WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALISATION, 
FOOD STORAGE COMPANY HEATING, GLASGOW, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | Smart GD Environmental Panel Cabin 500 kW  
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Smart Self-Drying KingsPan Panel Cabin 500 kW 2017

Multi–Fuel Silo Design with Hydraulic Roof With Automatic Drying Silo Floor with Complete Regulation

Drying Facility, Ammandford, Wales
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Magnum Cabin with Biomass-Oil Combination 350 kW + 550 kW

3,2 x 3 x 13,8 m Smart Magnum Cabin with 2 x 4000 l of Accumulation Tank Storage, 1+1 Heating Circuit, 2 x 12 m 

Chimney + Chimney Structure, Multi-Fuel Conveyor Connected to an Existing Silo with Moving Floor

 School Heating + Apartment Building Heating, Lillehammer, Norway
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART SUPER MAGNUM CABIN

SMART SUPER MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILER SMART, HORIZONTAL PELLETS SILO 
WITH MOVING FLOOR, 8000 L OF ACCUMULATION TANKS STORAGE, SET OF EXTERNAL CONVEYORS,

CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 2 X 500 KW WITH 

SMART WOODCHIP/GRAIN DRYER

SPECIAL CONTAINERISED 2X 500KW BOILER ROOM, DIMENSIONS 3,2 X 3 X 15,5 M, WOODCHIP FUEL SILO LOCATED INSIDE THE ADJACENT DRYER 
SHED, 300 KW WOODCHIP DRYING FLOOR WITH HYDRAULIC LOADING RAMP, 200KW DRYING CONTAINER, 6 HEATING CIRCUITS; WOODCHIP/GRA-

IN DRYER, DRYING CONTAINER, WORKSHOP, FARMHOUSE, HOUSE and COTTAGE, COMPLETE WITH AUTOMATIC CONTROLS AND REMOTE WEB/
ICLOUD MONITORING, LOCATED, GLENFARG, PERTH, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 2 X 500 KW WITH 

SMART WOODCHIP/GRAIN DRYER

SPECIAL CONTAINERISED 2X 500KW BOILER ROOM, DIMENSIONS 3,2 X 3 X 15,5 M, WOODCHIP FUEL SILO LOCATED INSIDE THE ADJACENT DRYER 
SHED, 300 KW WOODCHIP DRYING FLOOR WITH HYDRAULIC LOADING RAMP, 200KW DRYING CONTAINER, 6 HEATING CIRCUITS; WOODCHIP/GRA-

IN DRYER, DRYING CONTAINER, WORKSHOP, FARMHOUSE, HOUSE and COTTAGE, COMPLETE WITH AUTOMATIC CONTROLS AND REMOTE WEB/
ICLOUD MONITORING, LOCATED, GLENFARG, PERTH, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 2 X 500 KW WITH 

SMART WOODCHIP/GRAIN DRYER

SPECIAL CONTAINERISED 2X 500KW BOILER ROOM, DIMENSIONS 3,2 X 3 X 15,5 M, WOODCHIP FUEL SILO LOCATED INSIDE THE ADJACENT DRYER 
SHED, 300 KW WOODCHIP DRYING FLOOR WITH HYDRAULIC LOADING RAMP, 200KW DRYING CONTAINER, 6 HEATING CIRCUITS; WOODCHIP/GRA-

IN DRYER, DRYING CONTAINER, WORKSHOP, FARMHOUSE, HOUSE and COTTAGE, COMPLETE WITH AUTOMATIC CONTROLS AND REMOTE WEB/
ICLOUD MONITORING, LOCATED, GLENFARG, PERTH, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 2 X 500 KW WITH 

SMART WOODCHIP/GRAIN DRYER

SPECIAL CONTAINERISED 2X 500KW BOILER ROOM, DIMENSIONS 3,2 X 3 X 15,5 M, WOODCHIP FUEL SILO LOCATED INSIDE THE ADJACENT DRYER 
SHED, 300 KW WOODCHIP DRYING FLOOR WITH HYDRAULIC LOADING RAMP, 200KW DRYING CONTAINER, 6 HEATING CIRCUITS; WOODCHIP/GRA-

IN DRYER, DRYING CONTAINER, WORKSHOP, FARMHOUSE, HOUSE and COTTAGE, COMPLETE WITH AUTOMATIC CONTROLS AND REMOTE WEB/
ICLOUD MONITORING, LOCATED, GLENFARG, PERTH, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 2 X 500 KW WITH 

SMART WOODCHIP/GRAIN DRYER

SPECIAL CONTAINERISED 2X 500KW BOILER ROOM, DIMENSIONS 3,2 X 3 X 15,5 M, WOODCHIP FUEL SILO LOCATED INSIDE THE ADJACENT DRYER 
SHED, 300 KW WOODCHIP DRYING FLOOR WITH HYDRAULIC LOADING RAMP, 200KW DRYING CONTAINER, 6 HEATING CIRCUITS; WOODCHIP/GRA-

IN DRYER, DRYING CONTAINER, WORKSHOP, FARMHOUSE, HOUSE and COTTAGE, COMPLETE WITH AUTOMATIC CONTROLS AND REMOTE WEB/
ICLOUD MONITORING, LOCATED, GLENFARG, PERTH, SCOTLAND



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Magnum Cabin 1 000 kW

Multi-Fuel Silo Design with 2 x Hydraulic Roofs
2 x 500 kW Cascade Installation, 2 x 4000 l Accumulation Tanks

Grain Drying Plant, Laurencekirk, Scotland
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Multi-Fuel Silo Design with 2 x Hydraulic Roofs
2 x 500 kW Cascade Installation, 2 x 4000 l Accumulation Tanks

Grain Drying Plant, Laurencekirk, Scotland
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Smart Reference List | Smart Magnum Cabin 1 250 kW

with Containerized Multi–Fuel Silo with Hydraulic Roof and Moving Floor
Stora Segerstad College, Sweden
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with Horizontal Wood Pellets Silo 100 m3
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Nous analysons 
vos besoins

Nous réalisons 
sur mesure

Nous garantissons 
un SAV

COMMENT NOUS TRAVAILLONS AVEC NOS CLIENTS
Smart Heating Technology s.r.o.
	
 	      Évaluation de votre situation actuelle 
	
	 Mise en œuvre et dimensionnement des solutions 

techniques
 

Calcul du coût et du retour d’investissement 

	 Mise en fabrication 
	
	 Livraison et installation 
	
	 Surveillance par monitoring possible 24/7 
	
	 Maintenance et entretien périodique 
	
	 Fourniture du combustible le cas échéant
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Revendeur:

Belgium




