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Caldeiras Automáticas a Biomassa

SMART 150–500–1 500 kW

   Caldeiras completamente automáticas de elevada qualidade e robustez Solução técnica  
flexível Vários combustíveis Económica e ecológica 9 potências disponíveis 96 % de  

rendimento Modulação de potência de 30 % – 100 % Sonda Lambda Queimador cerâmico  
opcional Queimador com prato vibratório Baixas necessidades de manutenção Regulação dos 

circuitos de aquecimento Instalação em cascata Controlo por telemóvel Controlo por internet
Soluções em contentor móvel Acessórios especiais

Portugal

Respeito pelo ambiente
Poupança para os clientes
Conforto para o utilizador



CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 150–500– 1500 kW

Caldeira com novo design 

Caldeiras SMART – exemplos de aplicação 
Queimador com prato vibratório

Novo design 

Queimador cerâmico

ČSN-EN 303.5/2013

ISO 9001:2009

Em cooperação com:

 Edifícios Habitacionais
 Edifícios Multifuncionais
 Centros Comerciais
 Unidades de Produção e Naves Industriais 
 Explorações Agrícolas e Hortícolas
 Hotéis, Motéis, Centros de SPA, Piscinas e Complexos 
 Desportivos
 Edifícios Municipais
 Escolas, Hospitais e Quartéis
 Bairros
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* Subject to a Fuel Composition, and Testing!
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CONVERSÃO DE UNIDADES

1 GJ = 1000 MJ

1 GJ = 277, 778 kWh 1 GJ = 0,278 MWh

1 GJ = 238 846 kcal

COMBUSTÍVEL – PODER CALORÍFICO 

1 kg – Pellets  = 16,5–18,5 MJ = 4,6–5,1 kWh

1 kg – Lignite = 10,5–17,2 MJ = 2,9–4,8 kWh

1 kg – Estilha húmida10 % = 16,4 MJ = 4,6 kWh

1 kg – Estilha húmida 20 % = 14,3 MJ = 4,0 kWh

1 kg – Estilha húmida 30 % = 12,2 MJ = 3,4 kWh

1 kg – Estilha húmida 40 % = 10,1 MJ = 2,8 kWh

1 m3 – Gás Natural = 37,82 MJ = 10,5 kWh

1. Válvula de separação canal de alimentação/reservatório intermédio
2. Reservatório intermédio de combustível 
3. Sensor de nível do combustível
4. Base móvel
5. Parafuso sem-fim de alimentação
6. Ventilador do ar primário
7. Ventilador do ar secundário
8. Anel primário do queimador (ar primário)
9. Prato vibratório
10. Anel superior e inferior do queimador (ar secundário)
11. Cerâmico refratário
12. Unidade de controlo Siemens
13. Compartimento da unidade de controlo com display
14. Acessórios:
 - Dispositivo de acendimento
 - Mecanismo de extinção de emergência
 - Sensores de temperatura de segurança
15. Servomotor da válvula do permutador
16. Permutador de calor com turbuladores
17. Reservatório de cinzas da câmara 
 de combustão
18. Reservatório de cinzas do permutador 
 (opcional)
19. Caixa da chaminé

SMART 300–500 kW – Interior – Vista Frontal 

SMART 300–500 kW – Interior – Vista Lateral 

20. Fusíveis
21. Interruptor principal
22. Porta pequena de acesso
23. Porta grande de acesso
24. Mecanismo do prato vibratório
25. Canal do ar primário
26. Parafusos de extração da cinza
27. Isolamento inferior
28. Isolamento inferior de alta temperatura 

(permutador)
29. Mecanismo de extração de cinzas do 

permutador (opcional)
30. Turbuladores
31. Sonda Lambda
32. Duplo Isolamento da caldeira
33. Motor de acionamento dos turbu-

ladores

Controlo por telemóvel
Controlo por internet
Soluções em contentor móvel

DADOS DE FUNCIONAMENTO DAS CALDEIRAS SMART

Informação técnica da caldeira

Modelo 150 180 200 220 250 300 350 400 450 500

Potência nominal Pn kW 150 180 199 220 250 300 350 400 450 500

Potência à carga parcial Pp kW 40 45 50 55 65 75 90 100 115 140

Rendimento à Pn % >95 >95 >95 >95 >95 >95 >95 >95 >95 >95

Classe 5 5 5 5 5 5 5 5 5 5

Água

Volume de água l 380 420 460 460 500 690 740 790 850 900

Diâmetro de conexão " 3 3 3 3 3 4 4 4 4 4

Diâmetro de conexão DN 80 80 80 80 80 100 100 100 100 100

Perda de carga hidráulica (DT=20ºC) mbar 65 73 80 80 87 95 102 110 122 130

Temperatura da caldeira °C
60-
90*

60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90*

Temperatura mínima de retorno °C 55 55 55 55 55 55 55 55 55 55

Pressão máxima de funcionamento bar 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5

Pressão de ensaio bar 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

Temperatura da fornalha °C 900-1100

Pressão da fornalha mbar -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04

Tiragem necessária na chaminé mbar 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2

Necessidade de exaustão forçada Sim Sim Sim Sim Sim Sim Sim Sim Sim Sim

Temperatura dos gases de combustão à Pn °C 96,6 97,2 104,9 98 96,6 99,6 99,3 98,9 98,2 97,2

Temperatura dos gases de combustão à Pp °C 63,1 63,1 72,4 63,1 63,1 63,1 62,9 62,7 62,4 62,2

Diâmetro de saída dos gases de combustão mm 220 220 220 220 220 300 300 300 300 300

Diâmetro da chaminé mm 250 250 250 250 250 350 350 350 350 350

Classe do combustível de acordo com a norma  EN 14961

Pellets – C1 Com-
bustível  
testado

D6, M10, A1,5, DU90,0

Estilha – B1 P45, M30, A3.0
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*As caldeiras podem funcionar a 90ºC apenas em condições especiais
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Caldeiras Automáticas a Biomassa

SMART 150–500 kW
Especificações técnicas

 Dimensões e peso gama 150–250 kW  Dimensões e peso 
gama 300–500 kW  Espaço para operação e manutenção 

150–500 kW  Especificações técnicas 150–500 kW 
  Valores de funcionamento certificados 150–500 kW 
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44
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5*

Conexão hidráulica saída DN80/PN6

Conexão hidráulica entrada DN80/PN6

Válvula enchimento/descarga

3/4’’(câmara de combustão)

Válvula enchimento/descarga 

3/4’’(permutador)

Saída de fumos 220 mm

Opção para espaços limitados

150 180 200 250

A 2825 2825 2825 2825

B 1750 1870 1990 2110

C 2160 2280 2400 2520

D 580 700 820 940

E 1820 1820 1820 1820

F 1345 1345 1345 1345

G 1570 1570 1570 1570

H 715 715 715 715

CH 600 600 600 600

PESO

Câmara de Com-
bustão 150 – 250 kW 1 210 kg Peso total

Permutador 150 1 050 kg 2 260 kg

Permutador 180 1 150 kg 2 360 kg

Permutador 200 1 200 kg 2 410 kg

Permutador 250 1 300 kg 2 510 kg

1

2

3

4

5

*

Caldeira esquerda

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 150–250 kW

DIMENSÕES E PESO 
GAMA 150–250 kW

CALDEIRAS COMPLETAMENTE AUTOMÁTICAS DE ELEVADA 
QUALIDADE E ROBUSTEZ!

 Respeito pelo ambiente  Poupança para os clientes
 Conforto para o utilizador

ČSN-EN 303.5/2013

ISO 9001:2009

Caldeira direita

Portugal
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ČSN-EN 303.5/2013

ISO 9001:2009

300 350 400 450 500

A 2940 2940 2940 2940 2940

B 2080 2200 2320 2440 2560

C 2480 2600 2720 2840 2960

D 820 940 1060 1180 1300

E 1995 1995 1995 1995 1995

F 1560 1560 1560 1560 1560

G 1790 1790 1790 1790 1790

H 750 750 750 750 750

CH 655 655 655 655 655

PESO

Câmara de Com-
bustão 300 – 500 kW 1 550 kg Peso total

Permutador 300 1 500 kg 3 050 kg

Permutador 350 1 600 kg 3 150 kg

Permutador 400 1 700 kg 3 250 kg

Permutador 450 1 800 kg 3 350 kg

Permutador 500 1 950 kg 3 500 kg

Caldeira esquerda Caldeira direita

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 300–500 kW

DIMENSÕES E PESO 
GAMA 300–500 kW
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CALDEIRAS COMPLETAMENTE AUTOMÁTICAS DE ELEVADA 
QUALIDADE E ROBUSTEZ!

 Respeito pelo ambiente  Poupança para os clientes
 Conforto para o utilizador

Conexão hidráulica saída DN100/PN6

Conexão hidráulica entrada DN100/PN6

Válvula enchimento/descarga 

3/4’’(câmara de combustão)

Válvula enchimento/descarga 

3/4’’(permutador)

Saída de fumos 300 mm

Opção para espaços limitados

1

2

3

4

5

*

Portugal
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SMART 150–250 kW

SMART 300–500 kW

600

600

500

1200

1200

700

600

1600

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 150–500 kW

ESPAÇO PARA OPERAÇÃO E MANUTENÇÃO   
150–500 kW

CALDEIRAS COMPLETAMENTE AUTOMÁTICAS DE ELEVADA 
QUALIDADE E ROBUSTEZ!

 Respeito pelo ambiente  Poupança para os clientes
 Conforto para o utilizador

ČSN-EN 303.5/2013

ISO 9001:2009

600

600

500

950

1200

700

600

1450

Portugal
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DADOS DE FUNCIONAMENTO DAS CALDEIRAS SMART

Informação técnica da caldeira

Modelo 150 180 200 220 250 300 350 400 450 500

Potência nominal Pn kW 150 180 199 220 250 300 350 400 450 500

Potência à carga parcial Pp kW 40 45 50 55 65 75 90 100 115 140

Rendimento à Pn % >95 >95 >95 >95 >95 >95 >95 >95 >95 >95

Classe 5 5 5 5 5 5 5 5 5 5

Água

Volume de água l 380 420 460 460 500 690 740 790 850 900

Diâmetro de conexão " 3 3 3 3 3 4 4 4 4 4

Diâmetro de conexão DN 80 80 80 80 80 100 100 100 100 100

Perda de carga hidráulica (DT=20ºC) mbar 65 73 80 80 87 95 102 110 122 130

Temperatura da caldeira °C 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90*

Temperatura mínima de retorno °C 55 55 55 55 55 55 55 55 55 55

Pressão máxima de funcionamento bar 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5

Pressão de ensaio bar 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

Temperatura da fornalha °C 900-1100

Pressão da fornalha mbar -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04

Tiragem necessária na chaminé mbar 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2

Necessidade de exaustão forçada Sim Sim Sim Sim Sim Sim Sim Sim Sim Sim

Temperatura dos gases de combustão à Pn °C 96,6 97,2 104,9 98 96,6 99,6 99,3 98,9 98,2 97,2

Temperatura dos gases de combustão à Pp °C 63,1 63,1 72,4 63,1 63,1 63,1 62,9 62,7 62,4 62,2

Diâmetro de saída dos gases de combustão mm 220 220 220 220 220 300 300 300 300 300

Diâmetro da chaminé mm 250 250 250 250 250 350 350 350 350 350

Classe do combustível de acordo com a norma  EN 14961

Pellets – C1 Combus-
tível 

testado

D6, M10, A1,5, DU90,0

Estilha – B1 P45, M30, A3.0

Instalação elétrica

Conexão elétrica  3+N+PE  50Hz  230/400V TN-C-S

Motor do sem-fim de transporte W 550 550 550 550 550 550 550 550 550 550

Motor do sistema de alimentação W 550 550 550 550 550 550 550 550 550 550

Motor do sistema de limpeza do permutador (s) W 550 550 550 550 550 2 x 550 2 x 550 2 x 550 2 x 550 2 x 550

Motor do sistema de remoção das cinzas W 550 550 550 550 550 550 550 550 550 550

Ventilador do ar primário W 66 66 66 66 66 66 66 66 66 66

Ventilador do ar secundário 1 W 66 66 66 66 66 170 170 170 170 170

Ventilador do ar secundário 2 W 66 66 66 66 66 170 170 170 170 170

Ventilador de exaustão da chaminé W 300 300 300 300 300 1100 1100 1100 1100 1100

Ignição elétrica W 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600

Válvula de separação W 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

Total W 4304,5 4304,5 4304,5 4304,5 4304,5 4762,5 4762,5 4762,5 4762,5 4762,5

*As caldeiras podem funcionar a 90ºC apenas em condições especiais

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 150–500 kW

ESPECIFICAÇÕES TÉCNICAS 
150–500 kW

ČSN-EN 303.5/2013

ISO 9001:2009

CALDEIRAS COMPLETAMENTE AUTOMÁTICAS DE ELEVADA 
QUALIDADE E ROBUSTEZ!

 Respeito pelo ambiente  Poupança para os clientes
 Conforto para o utilizador

Portugal
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SMART 150 SMART 180 SMART 200

Pellets Estilha Pellets Estilha Pellets Estilha

Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo

Dados medidos

Potência nominal kW 150 150 150 150 180 180 180 180 199 199 199 199

Temperatura dos produtos de combustão °C 116,1 72,4 96,6 63,1 111,4 70,8 97,2 63,1 96,1 73,1 104,9 72,4

Consumo de combustível kg/hour 36,30 9,78 37,18 9,45 42,50 11,10 44,80 11,30 42,60 12,48 50,60 14,50

Temperatura de entrada da água °C 60,2 67,1 60,3 62,4 59,5 65,7 60,0 61,4 57,8 67,2 55,0 71,3

Temperatura de saída da água °C 80,5 85,2 78,8 79,2 79,1 83,3 78,0 78,4 73,0 82,6 77,1 79,0

Temperatura da água de arrefecimento °C 9,6 11,1 9,6 11,0 9,6 11,1 9,6 11,0 11,1 7,8 10,6 11,5

Caudal da água de arrefecimento m3/hod 6,733 2,033 7,080 1,950 8,433 2,401 9,034 2,304 2,695 0,650 2,673 0,755

Tiragem da caldeira (posterior) Pa 125,0 35,0 125,0 35,0 126,0 33,0 126,0 33,0 130,0 30,0 130,0 30,0

Temperatura ambiente °C 24,0 26,3 24,2 22,6 24,0 25,3 25,0 23,0 25,2 24,9 24,1 26,2

Humidade relativa do ar % 45,3 44,7 38,6 37,2 45,0 44,5 40,0 39,0 42,3 41,1 41,0 40,0

Pressão barométrica kPa 99,23 99,24 99,10 99,20 99,00 99,25 99,00 99,22 98,92 98,95 99,07 99,07

Análise dos gases de combustão

Oxigénio O2 % 8,12 12,66 8,08 11,40 7,92 12,39 7,89 11,46 8,02 12,71 8,02 12,71

Dióxido de Carbono CO2 % 11,37 7,28 11,61 8,70 11,43 7,65 11,73 8,65 11,79 7,53 11,79 7,53

Monóxido de Carbono CO ppm 46 175 100 146 49 171 93 153 58 181 58 181

Hidrocarbonetos OGC ppm 4 2 3 5 4 3 3 5 7 4 7 4

Óxido de azoto Nox ppm 81 47 83 55 81 49 84 54 65 38 65 38

Partículas mg/m3 28 17 52 41 29 44 47 41 29 18 51 44

O2 = 10 %

Monóxido de Carbono CO mg/m3 49 289 106 209 51 275 97 220 62 301 112 244

Hidrocarbonetos OGC mg/m3 2 1 1 3 2 2 1 3 10 8 2 4

Óxido de azoto Nox mg/m3 143 126 144 130 140 127 144 127 113 102 151 120

Partículas mg/m3 24 23 44 47 25 25 39 47 25 25 44 51

Valores adicionais de combustão (combustíveis sólidos)

Caudal mássico dos gases kg/sec 0,109 0,044 0,099 0,033 0,126 0,047 0,117 0,040 0,155 0,053 0,148 0,066

Valor estequiométrico de oxigénio m3/kg 0,957 0,957 0,832 0,832 0,957 0,957 0,832 0,832 0,949 0,948 0,848 0,848

Valor estequiométrico de ar m3/kg 4,559 4,556 3,963 3,960 4,559 4,556 3,963 3,958 4,520 4,512 4,037 4,036

Volume estequiométrico dos produtos secos de combustão m3/kg 4,448 4,445 3,884 3,881 4,448 4,445 3,884 3,879 4,445 4,438 3,949 3,948

Estequiometria ar 1,61 2,48 1,61 2,16 1,59 2,41 1,59 2,19 1,61 2,51 1,60 2,50

Volume dos produtos secos de combustão m3/kg 7,436 11,573 6,474 8,622 7,400 11,107 6,397 8,669 7,411 11,553 6,435 10,048

Volume de H2O no ar de combustão m3/kg 0,102 0,177 0,076 0,089 0,100 0,164 0,081 0,114 0,101 0,150 0,081 0,140

Volume de H2O nos produtos de combustão m3/kg 0,956 1,032 0,922 0,935 0,954 1,019 0,927 0,942 0,867 0,916 0,956 1,015

Valor máximo de CO2 % 19,01 19,01 19,37 19,37 19,01 19,01 19,40 19,40 19,60 19,66 19,22 19,22

Valores calculados 

Perda de calor sensível dos produtos de combustão (chaminé) % 6,4 4,7 4,8 3,5 6,0 4,5 4,8 3,5 4,5 4,5 5,3 4,5

Perda de gases % 0,0 0,2 0,1 0,1 0,0 0,2 0,1 3,5 0,0 0,2 0,0 0,2

Perda mecânica % 0,1 0,1 0,3 0,3 0,1 0,1 0,3 0,1 0,1 0,2 0,0 0,1

Perdas de calor para o ambiente % 0,8 1,1 0,8 2,1 0,8 1,2 0,8 0,4 0,6 0,9 0,6 0,7

Perdas totais % 7,3 6,1 6,0 6,0 6,9 6,0 5,9 5,9 5,2 5,8 6,0 5,4

Rendimento – método indireto % 92,7 93,9 94,0 94,0 93,1 94,0 94,1 94,1 94,8 94,2 94,0 94,6

Potência de entrada kW 167,0 45,0 158,9 40,4 195,4 51,1 191,7 48,3 203,3 59,5 216,8 62,1

Potência calorífica kW 159,2 43,0 152,0 38,4 186,1 48,8 183,0 46,0 193,7 56,6 206,2 59,3

Incerteza na determinação da potência %+/- 6,7 1,8 6,4 1,6 7,8 2,0 7,7 1,9 8,1 2,4 8,7 2,5

Rendimento – método direto % 95,3 95,6 95,6 95,1 95,0 95,0 95,5 95,2 95,3 95,1 95,1 95,5

Capacidade/valor de saída % 106,1 28,7 101,3 25,6 103,4 27,1 101,5 25,6 97,3 28,4 103,6 29,8

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 150–200 kW

 Medidos  Interpolados de acordo com  EN303.5 - 5.3.1

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 150–200 kW

VALORES DE FUNCIONAMENTO CERTIFICADOS 
150–200 kW

 Respeito pelo ambiente  Poupança para os clientes
 Conforto para o utilizador

ČSN-EN 303.5/2013

ISO 9001:2009

CALDEIRAS COMPLETAMENTE AUTOMÁTICAS DE ELEVADA 
QUALIDADE E ROBUSTEZ!

Portugal
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SMART 250 SMART 300 SMART 350

Pellets Estilha Pellets Estilha Pellets Estilha

Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo

Dados medidos

Potência nominal kW 250 250 250 250 300 300 300 300 350 350 350 350

Temperatura dos produtos de combustão °C 100,4 66,9 98,6 63,1 92,5 64,2 99,6 63,1 93,8 63,1 99,3 62,9

Consumo de combustível kg/hour 56,90 14,20 62,70 15,60 67,15 16,42 75,50 18,70 78,90 18,50 86,90 20,80

Temperatura de entrada da água °C 57,9 62,4 59,4 59,1 56,7 60,0 59,0 57,4 58,4 60,6 59,3 57,7

Temperatura de saída da água °C 75,7 78,9 76,1 76,4 73,3 75,8 74,7 75,0 75,5 76,1 75,0 74,5

Temperatura da água de arrefecimento °C 9,6 11,0 9,6 11,0 9,6 11 9,6 11,0 9,5 10,7 9,6 11,0

Caudal da água de arrefecimento m3/hod 12,400 3,300 13,600 3,130 15,234 3,873 16,850 3,720 17,272 4,492 19,438 4,428

Tiragem da caldeira (posterior) Pa 128,0 28,0 128,0 28,0 130,0 25,0 130,0 25,0 151,0 25,0 150,0 25,0

Temperatura ambiente °C 24,3 23,1 25,7 23,3 24,4 21,5 26,4 23,6 26,0 23,0 27,0 24,0

Humidade relativa do ar % 43,7 44,0 44,1 43,9 42,9 43,7 46,9 47,2 37,0 38,0 41,0 41,0

Pressão barométrica kPa 99,21 99,30 99,10 99,30 99,20 99,30 99,10 99,30 99,20 99,30 99,07 99,22

Análise dos gases de combustão

Oxigénio O2 % 7,45 11,77 7,43 11,59 7,12 11,32 7,11 11,68 7,59 10,37 7,17 11,20

Dióxido de Carbono CO2 % 11,56 8,51 12,10 8,53 11,66 9,13 12,35 8,44 11,46 9,61 12,15 8,88

Monóxido de Carbono CO ppm 55 162 75 169 59 155 63 180 82 133 101 173

Hidrocarbonetos OGC ppm 3 5 4 6 2 6 4 7 6 5 3 6

Óxido de azoto Nox ppm 80 52 86 50 80 55 87 48 74 61 93 56

Partículas mg/m3 33 26 34 41 35 31 25 41 30 30 45 54

O2 = 10 %

Monóxido de Carbono CO mg/m3 55 243 77 246 58 220 63 265 87 182 101 246

Hidrocarbonetos OGC mg/m3 1 3 2 4 1 4 2 4 3 3 2 4

Óxido de azoto Nox mg/m3 134 128 143 121 130 129 142 116 124 129 153 128

Partículas mg/m3 26 31 28 48 27 35 20 48 24 32 25 48

Valores adicionais de combustão (combustíveis sólidos)

Caudal mássico dos gases kg/sec 0,167 0,055 0,160 0,055 0,196 0,060 0,191 0,066 0,236 0,064 0,224 0,070

Valor estequiométrico de oxigénio m3/kg 0,958 0,957 0,832 0,831 0,958 0,957 0,832 0,830 0,958 0,957 0,832 0,830

Valor estequiométrico de ar m3/kg 4,560 4,557 3,963 3,953 4,560 4,558 3,963 3,950 4,560 4,558 3,962 3,951

Volume estequiométrico dos produtos secos de combustão m3/kg 4,449 4,446 3,883 3,874 4,449 4,446 3,883 3,871 4,449 4,447 3,882 3,872

Estequiometria ar 1,54 2,25 1,54 2,25 1,50 2,14 1,50 2,23 1,56 1,99 1,51 2,19

Volume dos produtos secos de combustão m3/kg 7,315 10,021 6,217 8,779 7,254 9,245 6,088 8,857 7,388 8,843 6,191 8,481

Volume de H2O no ar de combustão m3/kg 0,095 0,133 0,091 0,172 0,091 0,111 0,099 0,124 0,087 0,098 0,089 0,174

Volume de H2O nos produtos de combustão m3/kg 0,949 0,988 0,937 0,959 0,946 0,966 0,945 0,971 0,942 0,953 0,935 0,953

Valor máximo de CO2 % 19,01 19,00 19,37 19,40 19,01 19,01 19,37 19,36 19,01 19,01 19,40 19,40

Valores calculados 

Perda de calor sensível dos produtos de combustão (chaminé) % 5,2 4,0 4,7 3,5 4,6 3,6 4,7 3,5 4,7 3,3 4,7 3,3

Perda de gases % 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1

Perda mecânica % 0,0 0,1 0,3 0,5 0,0 0,1 0,3 0,6 0,0 0,1 0,3 0,6

Perdas de calor para o ambiente % 0,7 1,6 0,7 1,6 0,7 1,8 0,6 1,4 0,6 1,4 0,5 1,2

Perdas totais % 6,0 5,8 5,7 5,7 5,4 5,6 5,5 5,5 5,3 4,9 5,4 5,1

Rendimento – método indireto % 94,0 94,2 94,3 94,3 94,6 94,4 94,5 94,5 94,7 95,1 94,6 95,0

Potência de entrada kW 261,5 65,3 268,1 66,8 308,8 75,5 322,7 80,0 363,0 85,2 371,4 89,0

Potência calorífica kW 248,8 62,2 255,4 63,7 293,6 71,8 307,1 76,4 345,8 81,4 354,5 85,2

Incerteza na determinação da potência %+/- 10,4 2,6 10,7 2,7 12,3 3,0 12,9 3,2 14,5 3,4 14,9 3,6

Rendimento – método direto % 95,0 95,0 95,3 95,4 95,1 95,0 95,2 95,5 95,3 95,5 95,4 95,7

Capacidade/valor de saída % 99,5 24,9 102,0 25,5 97,9 23,9 102,4 25,5 98,8 23,3 101,6 24,7

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 250–350 kW

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 250–350 kW

VALORES DE FUNCIONAMENTO CERTIFICADOS 
250–350 kW

ČSN-EN 303.5/2013

ISO 9001:2009

CALDEIRAS COMPLETAMENTE AUTOMÁTICAS DE ELEVADA 
QUALIDADE E ROBUSTEZ!

 Medidos  Interpolados de acordo com  EN303.5 - 5.3.1

 Respeito pelo ambiente  Poupança para os clientes
 Conforto para o utilizador

Portugal
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SMART 400 SMART 450 SMART 500

Pellets Estilha Pellets Estilha Pellets Estilha

Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo Nominal Mínimo

Dados medidos

Potência nominal kW 400 400 400 400 450 450 450 450 500 500 500 500

Temperatura dos produtos de combustão °C 95,1 62,0 98,9 62,7 96,3 60,9 98,6 62,4 97,6 59,8 98,2 62,2

Consumo de combustível kg/hour 90,70 20,60 98,30 22,90 102,48 22,74 109,60 25,00 114,26 24,85 121,00 27,12

Temperatura de entrada da água °C 60,2 61,1 59,7 57,9 61,9 61,7 60,0 58,2 63,6 62,2 60,3 58,4

Temperatura de saída da água °C 77,8 76,5 75,4 74,1 80,0 76,8 75,7 73,6 82,2 77,1 76,0 73,1

Temperatura da água de arrefecimento °C 9,4 10,4 9,6 11,0 9,3 10,0 9,6 11,0 9,2 9,7 9,6 11,0

Caudal da água de arrefecimento m3/hod 19,311 5,110 22,025 5,135 21,349 5,729 24,613 5,843 23,387 6,347 27,200 6,550

Tiragem da caldeira (posterior) Pa 173,0 25,0 170,0 26,0 194,0 25,0 190,0 26,0 215,0 25,0 210,0 26,0

Temperatura ambiente °C 27,0 24,0 28,0 24,0 29,0 25,7 28,5 24,6 30,2 27,1 29,2 24,9

Humidade relativa do ar % 32,0 33,0 35,0 35,0 27,0 28,0 29,5 28,6 21,1 22,8 23,7 22,4

Pressão barométrica kPa 99,10 99,30 99,05 99,15 99,20 99,30 99,02 99,07 99,20 99,30 98,99 98,99

Análise dos gases de combustão

Oxigénio O2 % 8,06 9,43 7,24 10,73 8,52 8,48 7,30 10,25 8,99 7,53 7,36 9,77

Dióxido de Carbono CO2 % 11,26 10,10 11,95 9,31 11,05 10,58 11,74 9,75 10,85 11,06 11,54 10,18

Monóxido de Carbono CO ppm 105 111 139 167 128 89 176 160 151 67 214 153

Hidrocarbonetos OGC ppm 9 3 2 6 13 2 1 5 16 0 0 4

Óxido de azoto Nox ppm 68 67 100 65 62 72 106 73 56 78 112 81

Partículas mg/m3 25 29 66 67 19 28 86 79 14 27 106 92

O2 = 10 %

Monóxido de Carbono CO mg/m3 116 144 140 227 144 106 178 207 173 68 216 188

Hidrocarbonetos OGC mg/m3 5 2 1 3 6 1 1 3 8 0 0 2

Óxido de azoto Nox mg/m3 118 130 164 139 111 130 174 151 105 130 185 162

Partículas mg/m3 20 29 30 48 17 25 34 48 13 22 39 48

Valores adicionais de combustão (combustíveis sólidos)

Caudal mássico dos gases kg/sec 0,276 0,068 0,257 0,074 0,316 0,072 0,290 0,077 0,356 0,076 0,323 0,081

Valor estequiométrico de oxigénio m3/kg 0,958 0,957 0,832 0,830 0,958 0,957 0,831 0,830 0,958 0,957 0,831 0,830

Valor estequiométrico de ar m3/kg 4,560 4,559 3,961 3,951 4,560 4,559 3,960 3,952 4,560 4,559 3,959 3,952

Volume estequiométrico dos produtos secos de combustão m3/kg 4,449 4,447 3,882 3,872 4,448 4,448 3,881 3,873 4,448 4,448 3,880 3,873

Estequiometria ar 1,62 1,85 1,52 2,08 1,67 1,70 1,52 1,96 1,73 1,55 1,53 1,85

Volume dos produtos secos de combustão m3/kg 7,521 8,442 6,294 8,106 7,655 8,040 6,396 7,730 7,788 7,638 6,499 7,354

Volume de H2O no ar de combustão m3/kg 0,082 0,085 0,080 0,134 0,078 0,072 0,070 0,093 0,073 0,059 0,060 0,053

Volume de H2O nos produtos de combustão m3/kg 0,937 0,940 0,926 0,935 0,933 0,927 0,916 0,917 0,928 0,914 0,906 0,899

Valor máximo de CO2 % 19,01 19,01 19,37 19,36 19,00 19,01 19,37 19,36 19,01 19,01 19,37 19,36

Valores calculados 

Perda de calor sensível dos produtos de combustão (chaminé) % 4,8 3,0 4,7 3,2 4,8 2,6 4,6 3,0 4,9 2,3 4,6 2,8

Perda de gases % 0,1 0,1 0,1 0,1 0,1 0,0 0,1 0,1 0,1 0,0 0,1 0,1

Perda mecânica % 0,0 0,1 0,4 0,6 0,0 0,1 0,4 0,5 0,0 0,1 0,4 0,5

Perdas de calor para o ambiente % 0,5 1,1 0,5 0,9 0,3 0,7 0,3 0,7 0,2 0,3 0,2 0,4

Perdas totais % 5,3 4,2 5,4 4,6 5,2 3,4 5,3 4,2 5,2 2,7 5,2 3,7

Rendimento – método indireto % 94,8 95,9 94,7 95,4 94,8 96,6 94,7 95,9 94,8 97,3 94,8 96,3

Potência de entrada kW 417,2 94,9 420,1 98,1 471,3 104,6 468,7 107,1 525,5 114,3 517,4 116,1

Potência calorífica kW 398,0 91,0 401,8 94,0 450,2 100,6 449,2 102,7 502,4 110,2 496,5 111,5

Incerteza na determinação da potência %+/- 16,7 3,8 16,9 4,0 18,9 4,2 18,9 4,3 21,1 4,6 20,9 4,7

Rendimento – método direto % 95,4 95,9 95,6 95,8 95,5 96,2 95,8 96,0 95,6 96,4 96,0 96,1

Capacidade/valor de saída % 99,5 22,8 100,9 23,9 100,0 22,4 100,1 23,1 100,5 22,0 99,3 22,3

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 400–500 kW

CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 400–500 kW

VALORES DE FUNCIONAMENTO CERTIFICADOS
400–500 kW

ČSN-EN 303.5/2013

ISO 9001:2009

CALDEIRAS COMPLETAMENTE AUTOMÁTICAS DE ELEVADA 
QUALIDADE E ROBUSTEZ!

 Medidos  Interpolados de acordo com  EN303.5 - 5.3.1

 Respeito pelo ambiente  Poupança para os clientes
 Conforto para o utilizador

Portugal
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A NOSSA FORMA DE ATUAR
Smart Heating Technology s.r.o.
 
 Avaliamos a situação existente 
 
 Desenvolvemos as soluções técnicas    
 
 Elaboramos o estudo de viabilidade económica  

 Fabricamos por medida  
 
 Fornecemos e instalamos 
 
 Monitorizamos a instalação 24/7 
 
 Disponibilizamos assistência e manutenção 
 
 Fornecemos combustível
 

1

2

3

4

5

6

7

8

Analisamos com rigor 
as necessidades

Fabricamos por 
medida 

Preocupamo-nos com os 
nossos clientes

Parceiro:

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

For more technical information and prices, 
please contact our Sales Department:
Phone: +420 777 960 560
  +420 734 751 655
  +420 777 258 481
Email: Sales@SmartHeating.cz
  Info@SmartHeating.cz

Portugal



Respeito pelo ambiente
Poupança para os clientes
Conforto para o utilizador

Caldeiras Automáticas a Biomassa

SMART 60–100 kW

   Caldeiras completamente automáticas de elevada qualidade e robustez  Solução técnica
 flexível  Vários combustíveis  Económica e ecológica  3 potências disponíveis  90 % de  

rendimento  Modulação de potência de 30 %–100 %  Sonda Lambda  Queimador em  
aço inox com sistema de limpeza  Baixas necessidades de manutenção  Regulação dos
 circuitos de aquecimento  Instalação em cascata  Controlo por telemóvel  Controlo por 

 internet  Soluções em contentor móvel  Acessórios especiais

Portugal



CALDEIRAS AUTOMÁTICAS A BIOMASSA

SMART 60–100 kW

Design da caldeira 

Caldeiras SMART – exemplos de aplicação 

ČSN-EN 303.5/2013

ISO 9001:2009

Em cooperação com:

 Moradias em pequena escala:

 Edifícios Habitacionais
 Edifícios Multifuncionais
 Centros Comerciais Unidades de Produção e Naves 

Industrias 
 Explorações Agrícolas e Hortícolas

 Hotéis, Motéis, Centros de SPA, Piscinas e Complexos 
Desportivos 
 Edifícios Municipais
 Edifícios Municipais
 Bairros

Wood
pellets Wood

chips Saw dust
AgroPellets* MDF

Pellets* Almond 

ShellsOlive
Pits Cherry

Pits Peach
Pits

Rice
Husks

Wood
pellets Wood

chips Saw dust
AgroPellets* MDF

Pellets* Almond 

ShellsOlive
Pits Cherry

Pits Peach
Pits

Rice
Husks

* Subject to a Fuel Composition, and Testing!



Designation 60 80 100
Potência nominal Pn kW 60 80 100
Potência à carga parcial Pmin kW 17 23 29
Rendimento à Pn % 90 89,4 88,2
Rendimento à Pmin % 89,1 88,5 87,7
Classe 5 5 5
Nível de ruído dB < 65 < 65 < 65
Peso kg 783 997 1042
Água
Volume de água l 129 105 105
Diâmetro de conexão “ 2 2 2
Diâmetro de conexão DN 50 50 50
Perda de carga hidráulica (DT=10°) mbar 17 29,9 47
Perda de carga hidráulica (DT=20°) mbar 4,3 7,5 11,9
Temperatura água °C 65-90 65-90 65-90
Temperatura mínima de retorno °C 55 55 55
Pressão máxima de funcionamento bar 3,5 3,5 3,5
Pressão de ensaio bar 6 6 6
Temperatura da fornalha °C
Pressão da fornalha mbar -0,01 -0,01 -0,01
Tiragem necessária mbar 0,2 0,2 0,2
Necessidade de exaustão forçada Sim Sim Sim
Temperatura dos gases  à Pn °C 185 195 205
Caudal mássico dos gases à Pn °C 90 95 105
Temperatura dos gases  à Pmin kg/h 180 240 300
Caudal mássico dos gases à Pmin kg/h 60 81 99
Volume de gases de combustão à Pn m3/h 141 188 235
Volume de gases de combustão à Pmin m3/h 47 63,5 77,6
Diâmetro de saída dos gases de combustão mm 200 200 200
Diâmetro da chaminé mm 200 200 200
Tipo de chaminé Resistência à condensação
Combustível
Tamanho máximo cm 3 3 3
Humidade máxima % 30 30 30
Equipamento eléctrico
Conexão
Total W 3131 3131 3131
Proteção IP 41 41 41

SMART 60–100 kW – Interior – Vista Lateral 

Controlo por telemóvel
Controlo por internet
Soluções em contentores móveis

 Hotéis, Motéis, Centros de SPA, Piscinas e Complexos 
Desportivos 
 Edifícios Municipais
 Edifícios Municipais
 Bairros

Descrição:

1. Queimador primário com grelha móvel 
2. Anel secundário (combustão secundária) 
3. Defletor 
4. Reservatório de cinzas 
5. Permutador de calor com turbuladores 
6. Permutador de calor com turbuladores 
7. Unidade de controlo Siemens com display
8. Parafuso sem-fim de alimentação 
9. Base móvel 
10. Reservatório intermédio 
11. Válvula de separação canal de  

alimentação / reservatório intermédio 
12. Parafusos sem-fim de extração das cinzas 
13. Motor da grelha 
14. Porta de acesso 
15. Motor do sistema de limpeza do permutador 
16. Caixa da chaminé 
17. Ventilador de exaustão  
18. Motor do sistema de alimentação e extração das 

cinzas 
19. Acessórios: 
 - Ventilador do ar primário e secundário
  - Ventilador de ignição
  - Mecanismo de extinção de emergência  
20. Recipiente de extinção com sensor de nível 
21. Recipiente de extinção com sensor de nível 
22. Isolamento duplo 
 

CONVERSÃO DE UNIDADES

1 GJ = 1000 MJ

1 GJ = 277, 778 kWh 1 GJ = 0,278 MWh

1 GJ = 238 846 kcal

 

1 kg – Pellets  = 16,5–18,5 MJ = 4,6–5,1 kWh

1 kg – Lignite = 10,5–17,2 MJ = 2,9–4,8 kWh

1 kg – Estilha húmida 10 % = 16,4 MJ = 4,6 kWh

1 kg – Estilha húmida  20 % = 14,3 MJ = 4,0 kWh

1 kg – Estilha húmida  30 % = 12,2 MJ = 3,4 kWh

1 kg – Estilha húmida  40 % = 10,1 MJ = 2,8 kWh

1 m3 – Gás Natural = 37,82 MJ = 10,5 kWh



A NOSSA FORMA DE ATUAR
Smart Heating Technology s.r.o.
 
 Avaliamos a situação existente  
 
 Desenvolvemos as soluções técnicas   
 
 Elaboramos o estudo de viabilidade económica  

 Fabricamos por medida  
 
 Fornecemos e instalamos 
 
 Monitorizamos a instalação 24/7 
 
 Disponibilizamos assistência e manutenção 
 
 Fornecemos combustível
 

1

2

3

4

5

6

7

8

Analisamos com rigor 
as necessidades

Fabricamos por 
medida 

Preocupamo-nos com 
os nossos clientes

Parceiro:

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

For more technical information and prices, 
please contact our Sales Department:
Phone: +420 777 960 560
  +420 734 751 655
  +420 777 258 481
Email: Sales@SmartHeating.cz
  Info@SmartHeating.cz

Portugal



Respeito pelo ambiente
Poupança para os clientes
 Conforto para o utilizador

Gerador de Ar Quente 30–50 kW

   Palete de suporte com estrutura em aço  Caldeiras automáticas a pellets com sistema  
automático de limpeza  Rendimento >90 %  Modulação de potência de 30–100 %  Reservatório  

para combustível de 400 l  Ventilador de ar quente com controlo eletrónico e movimento  
de 0–270º  Fornecimento completo da conduta de fumos  Fornecimento completo da parte  

hidráulica  Display especial de funcionamento  Controlo por telemóvel  Controlo por Internet 

Portugal



Gerador de Ar Quente 
30–50 kW

Espaço necessário para 
instalação:

Dimensões do Gerador de Ar Quente:
1 900 x 1 130 x 2 885 mm

Forma de fornecimento do  
Gerador de Ar Quente SMART:

 Estrutura de suporte compacta, em aço, para um  
posicionamento mais fácil
 Caldeira a pellets Smart 30/50 kW
 Reservatório de combustível com capacidade para  

250 kg incluindo sistema de alimentação
 2000 mm de chaminé de parede dupla
 Ventilador de ar quente com movimento de 0-270º
 Bomba de circulação
 Válvula de drenagem
 Controlo de pressão
 Vaso de expansão
 Válvula de segurança 
 Tiragem com controlo automático
 Contador de entalpia opcional

Características técnicas da Caldeira 
a Pellets Smart 30/50 kW:

 Construção em chapa de aço de elevada qualidade
 Múltiplas opções de alimentação: parafuso sem-fim, 

pneumático ou manual
 Unidade de controlo avançado para funcionamento 

automático
 Elevado rendimento – superior a 90 %
 Modulação de potência de 30 – 100 % em função das 

necessidades de aquecimento
 Queimador em ferro fundido 
 Acendimento automático
 Permutador de calor com auto-limpeza
 Termóstato de segurança com corte automático
 Sistema automático de limpeza das cinzas com  

reservatório
 Controlo remoto via Internet ou GSM
 Ventilador de exaustão integrado – Opcional

Display de visualização:

Características técnicas Unit Smart Hot-Air Unit 30 kW Smart Hot-Air Unit 50 kW
Potência de saída kW 29 49,5
Intervalo de Potência kW 8,6 - 29 14,6 - 49,5
Consumo de combustível kg x hrs-1 1,9 - 6,6 3,44 - 11,63
Rendimento % 90,9 90,4
Temperatura dos gases de combustão °C 94 - 148 110 - 153
Classe da caldeira 5 5
Autonomia (para um carregamento de 250 kg de combustível) Horas 147 - 42 80 - 24
Outras Características
Peso kg 815 920
Volume de água Litros 140 190

Diâmetro da saída dos gases mm 150 160

Dimensões (larg.xprof.) sem reservatório de cinzas mm 1130 x 1900 1130 x 1900
Pressão máxima (água) bar Até 3 Até 3
Tiragem necessária mbar 0,1 - 0,2 0,1 - 0,3
Temperatura da água (recomendada) °C 60 - 80 60 - 80
Temperatura de retorno da água °C 55 55
Nível de ruido dB 57 57
Potência de saída 70/50 °C, 10 °C kW 32,48 53,91
Circulação de ar em espaço aberto m 22,5 17,5
Nível médio de pressão sonora dB 64,5 67,2
Parâmetros elétricos
Alimentação 230VAC ±10 %, 50Hz ± 2Hz 230VAC ±10 %, 50Hz ± 2Hz
Tensão máxima (acendimento) V 1200 1200
Proteção eléctrica da unidade de controlo IP54 IP54
Proteção eléctrica da cablagem IP20 IP20
Parâmetros do combustível
Diâmetro dos pellets mm 6,0 - 8,5 6,0 - 8,5
Poder calorífico MJ/kg aproximadamente 16 - 18 aproximadamente 16 - 18
Percentagem de água Até 10 % Até 10 %

Teor de cinzas Até 1 % (0,8 - 1,0 %) Até 1 % (0,8 - 1,0 %)

1,5 m

0,8 m

Peso do Gerador de Ar Quente:
815 kg / 920 kg

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

Phone: +420 777 960 560
  +420 734 751 655
  +420 777 258 481
Email: Sales@SmartHeating.cz

1900

1130

2885

Portugal



CENTRAIS DE AQUECIMENTO EM CONTENTOR

SMART CABIN 150–500–1500 kW

    Caldeiras a biomassa SMART 150–500–1500 kW  Possibilidade de apoio com caldeiras
 a gasóleo / gás  Solução completa com silo para pellets ou estilha  Instalação completa 

do sistema de exaustão dos gases de combustão  Instalação completa do circuito hidráulico
 Sistemas de controlo e contabilização de energia  96 % de rendimento

 Solução técnica flexível  Diferentes possibilidades de acabamento exterior

Portugal

Respeito pelo ambiente
Poupança para os clientes
Conforto para o utilizador



CENTRAIS DE AQUECIMENTO EM CONTENTOR

SMART CABIN 150–500–1500 kW

Especificações e Design 

Hidráulica, Chaminé e Silo 

City design Nature design Basic design

Contentor móvel. Variantes 
técnicas:

 Contentor Esquerdo/Direito

 Teto com abertura hidráulica para estilha

 Portas em vidro/metal

 Características especiais de segurança

 Acabamento exterior de acordo com 

 as indicações do cliente

Dimensão e peso:

150–250 kW: 3 x 3 x 12,6 m ~ 12 ton*

300–500 kW: 3,2 x 3 x 12,6 m ~ 15 ton*

*Em caso de necessidade de instalação de uma caldeira a 

gás/gasóleo de apoio é necessário aumentar o contentor 

em 1,2 m e aumentar o peso em 1,5 ton.

Em cooperação com:

5 ANOS
DE GARANTIA* 
5 ANOS
DE GARANTIA* 

Para toda a unidade 

* 5 anos de garantia completa. 
Condições sob consulta



Informação técnica das caldeiras SMART
Modelo  150 180 220 250 300 350 400 450 500
Potência nominal Pn kW 150 180 220 250 300 350 400 450 500
Potência à carga parcial Pp kW 40 45 55 65 75 90 100 115 140
Rendimento à Pn % 95 95 95 95 95 95 95 95 95
Rendimento à Pp % 96 96 96 96 96 96 96 96 96
Classe  5 5 5 5 5 5 5 5 5

96 % de rendimento
Controlo por telemóvel
Controlo por internet

ČSN-EN 303.5/2013
ISO 9001:2009

Portugal

Wood
pellets Wood

chips Saw dust
AgroPellets* MDF

Pellets* Almond 

ShellsOlive
Pits Cherry

Pits Peach
Pits

Rice
Husks

Wood
pellets Wood

chips Saw dust
AgroPellets* MDF

Pellets* Almond 

ShellsOlive
Pits Cherry

Pits Peach
Pits

Rice
Husks

* Subject to a Fuel Composition, and Testing!

CALDEIRAS AUTOMÁTICAS  
A BIOMASSA
SMART 150–500–1500 kW



SOLUÇÃO DE AQUECIMENTO
INDUSTRIAL SMART HEATING

Solução completa de aquecimento industrial através de  
radiadores, ventiloconvectores, etc. Controlo e 

monitorização on-line

   Solução completa em contentor ou solução apenas com caldeira a biomassa  Água  
quente / opção de aquecimento por ar quente  Solução hidráulica e elétrica completa para aqueci-

mento de múltiplos edifícios  Possibilidade de instalação de 2–10  termóstatos em cada edifício  
 Regulação e monitorização total de todos os circuitos de aquecimento  Possibilidade de instalação 

com contadores de entalpia para contabilização de energia  Controlo e monitorização remota  
através da Internet / GSM  Informação instantânea de alterações das condições de funcionamento

Portugal



CENTRAIS DE AQUECIMENTO EM CONTENTOR
SMART CABIN 150–500–1500 kW

96 % de rendimento
Controlo por telemóvel
Controlo por internet

5 ANOS
DE GARANTIA* 
5 ANOS
DE GARANTIA* 

Para toda a unidade 

* 5 anos de garantia completa. 
Condições sob consulta

 Edifícios Habitacionais
 Edifícios Multifuncionais
 Centros Comerciais
 Unidades de Produção e Naves Industriais 
 Explorações Agrícolas e Hortícolas

 Hotéis, Motéis, Centros de SPA, Piscinas
 e Complexos 
 Desportivos
 Edifícios Municipais
 Escolas, Hospitais e Quartéis
 Bairros

INDUSTRIAL SMART HEATING – exemplos de aplicação:

ČSN-EN 303.5/2013
ISO 9001:2009



SOLUÇÃO DE AQUECIMENTO
SMART GREENHOUSE 

Solução completa de aquecimento de estufas incluindo  
termoventiladores, regulação e monitorização on-line

   Solução completa em contentor ou solução apenas com caldeira a biomassa  Água  
quente / opção de aquecimento por ar quente  Solução hidráulica e elétrica completa para  

aquecimento de múltiplas estufas / naves  Possibilidade de instalação de 2–4  termóstatos em  
cada estufa/nave  Regulação e monitorização total de todos os circuitos de aquecimento  

 Controlo e monitorização remota através da Internet / GSM Informação  
instantânea de alterações das condições de funcionamento

Portugal



Modelos de Termoventiladores 

CENTRAIS DE AQUECIMENTO EM CONTENTOR 
SMART CABIN 150–500–1500 kW

5 ANOS
DE GARANTIA* 
5 ANOS
DE GARANTIA* 

 Aquecimento de estufas – água quente/ar 
quente/preparação de AQS

 Explorações avículas –  água quente/ar  
quente/preparação de AQS

 Criação de gado – água quente/ar  
quente/preparação de AQS

 Explorações de bovinos – água quente/ar 
quente/preparação de AQS

 Suinicultura – água quente/ar quente/prepa-
ração de AQS

 Aquacultura – água quente/ar quente/prepa-
ração de AQS

 ZOO – água quente/ar quente/preparação 
de AQS

 Soluções de secagem e preparação de AQS

GREENHOUSE SMART HEATING – exemplos de aplicação:

ČSN-EN 303.5/2013
ISO 9001:2009

Para toda a unidade 

* 5 anos de garantia completa. 
Condições sob consulta

96 % de rendimento
Controlo por telemóvel
Controlo por internet



A NOSSA FORMA DE ATUAR
Smart Heating Technology s.r.o.
 
 Avaliamos a situação existente 
 
 Desenvolvemos as soluções técnicas    
 
 Elaboramos o estudo de viabilidade económica  

 Fabricamos por medida  
 
 Fornecemos e instalamos 
 
 Monitorizamos a instalação 24/7 
 
 Disponibilizamos assistência e manutenção 
 
 Fornecemos combustível
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Analisamos com rigor 
as necessidades

Fabricamos por 
medida 

Preocupamo-nos com os 
nossos clientes

Parceiro:

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

For more technical information and prices, 
please contact our Sales Department:
Phone: +420 777 960 560
  +420 734 751 655
  +420 777 258 481
Email: Sales@SmartHeating.cz
  Info@SmartHeating.cz

Portugal



Centrais de Aquecimento Pré-fabricadas

BIO-HOUSE 150–500 KW

 Estrutura em aço galvanizado com paineis PUR com especificações de acordo com os requisitos 
dos clientes  porta de acesso ao silo de abertura hidráulica ou manual  caldeiras a biomassa Smart 

150-500 kW  Possibilidade de caldeira de apoio a gasóleo/gás  solução completa com silo para 
estilha e pellets  sistema de exaustão dos gases de combustão  

 sistema de controlo e de contabilização  
 96% de rendimento  solução técnica flexível  

 acabamento exterior personalizável e características especiais a pedido

Respeito pelo ambiente
Poupança para os clientes
Conforto para o utilizador



CENTRAIS DE AQUECIMENTO  
PRÉ-FABRICADAS

BIO-HOUSE 150–500 KW

Specification & Design 

Hidráulica, Chaminé e Silo 

Boiler House Design

Central pré-fabricada  Central pré-fabricada especial

Boiler House Design with Silo

Central pré-fabricada com silo

Centrais de Aquecimento  
Pré-fabricadas – opções:

 Silo com ou sem isolamento 

 Central pré-fabricada esquerda ou direita

 Abertura hidráulica ou manual para estilha

 Porta em metal ou em vidro

 Dispositivos de segurança

 Acabamento exterior personalizável

BIO-HOUSE – dimensões míni-
mas e máximas: 
3 x 3 m – 9 x 9 m 

Em cooperação com:

RAL 3011 RAL 9002 RAL 5010 RAL 9006 RAL 6021 RAL 7016

Cores Standard:

Para toda a unidade 

* 5 anos de garantia completa. 
Condições sob consulta

5 ANOS
DE GARANTIA* 
5 ANOS
DE GARANTIA* 



CALDEIRAS SMART – INFORMAÇÃO TÉCNICA
Referência  150 200 220 250 300 350 400 450 500
Potência nominal Pn kW 150 200 220 250 300 350 400 450 500
Potência à carga parcial Pp kW 40 45 55 65 75 90 100 115 140
Rendimento à Pn % 95 95 95 95 95 95 95 95 95
Rendimento à Pp % 96 96 96 96 96 96 96 96 96
Classe  5 5 5 5 5 5 5 5 5

ČSN-EN 303.5 / 2013
ISO 9001:2009

96 % de rendimento
Controlo por telemóvel
Controlo por internet

CALDEIRAS AUTOMÁTICAS  
A BIOMASSA
SMART 150–500 kW

Wood
pellets Wood

chips Saw dust
AgroPellets* MDF

Pellets* Almond 

ShellsOlive
Pits Cherry

Pits Peach
Pits

Rice
Husks

Wood
pellets Wood

chips Saw dust
AgroPellets* MDF

Pellets* Almond 

ShellsOlive
Pits Cherry

Pits Peach
Pits

Rice
Husks

* Subject to a Fuel Composition, and Testing!



Partner:

A NOSSA FORMA DE ATUAR
Smart Heating Technology s.r.o.
 
 Avaliamos a situação existente 
 
 Desenvolvemos as soluções técnicas    
 
 Elaboramos o estudo de viabilidade económica  

 Fabricamos por medida  
 
 Fornecemos e instalamos 
 
 Monitorizamos a instalação 24/7 
 
 Disponibilizamos assistência e manutenção 
 
 Fornecemos combustível
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Analisamos com rigor 
as necessidades

Fabricamos por 
medida 

Preocupamo-nos com os 
nossos clientes

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

For more technical information and prices, 
please contact our Sales Department:
Phone: +420 777 960 560
  +420 734 751 655
  +420 777 258 481
Email: Sales@SmartHeating.cz
  Info@SmartHeating.cz Parceiro:



 Respeito pelo ambiente 
Poupança para os clientes

 Conforto para o utilizador

DEPÓSITOS DE INÉRCIA
500–5000 l

    Aço (opção em aço inox)  Tratamento com pintura anti-corrosiva  espessura do isolamento 
variável  Personalização da cor do isolamento  Possibilidade de fabricação com características  

e dimensões à mediada  Opção de dispositivo de aquecimento para evitar congelamento



DEPÓSITOS DE INÉRCIA

FE AKU

ISO 9001:2009

DN80/DN100

DN80/
DN100

B

D1

C
E

A

D2

G1/2"

G1/2"

G1/2"

M48x2

G1/2"

G1/2"

D3

D3DN80/DN100

DN100
DN80/

G1/2"

Especificações técnicas:

 Material    Aço CSN 11 321 

Acabamento exterior   pintura anti-corrosiva 

Acabamento interior   sem tratamento

 Pressão máxima de funcionamento    0.6 MPa (6 bar)

 Temperatura máxima de funcionamento  100 °C

 Garantia   36 Meses

Esquema do Depósito:

Volume (l) A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 Peso (kg) Isolamento (mm) THL-I (kWh/dia)

500 1910 1565 270 40 600 700 G1/2“ 98

Isolamento 
removível 

em espuma 
de poliuretano

 CELLA PV 
de 100 mm

2,45

750 1730 1345 300 55 790 990 G1/2“ 130 2,97

800 1830 1445 300 55 790 990 G1/2“ 135 3,12

900 1980 1595 300 55 790 990 G1/2“ 142 3,35

1000 2230 1845 300 55 790 990 G1/2“ 154 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 190 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 218 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 320 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 432 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 578 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 676 10,22

FE AKU – Depósito de inércia com flanges DN80/PN6

Peso – peso do depósito de inércia sem isolamento, THL-I – Perda de calor com isolamento e com água a 80 ºC.

Volume (l) A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 Peso (kg) Isolamento (mm) THL-I (kWh/dia)

500 1910 1565 270 40 600 700 G1/2“ 100

Isolamento 
removível 

em espuma 
de poliuretano

 CELLA PV 
de 100 mm

2,45

750 1730 1345 300 55 790 990 G1/2“ 132 2,97

800 1830 1445 300 55 790 990 G1/2“ 137 3,12

900 1980 1595 300 55 790 990 G1/2“ 144 3,35

1000 2230 1845 300 55 790 990 G1/2“ 156 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 192 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 220 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 322 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 434 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 580 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 678 10,22

FE AKU – Depósito de inércia com flanges DN100/PN6

Peso – peso do depósito de inércia sem isolamento, THL-I – Perda de calor com isolamento e com água a 80 ºC.

Portugal



Volume (l) A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 Peso (kg) Isolamento (mm) THL-I (kWh/dia)

500 1910 1565 270 40 600 700 G1/2“ 82

Isolamento 
removível 

em espuma 
de poliuretano

 CELLA PV 
de 100 mm

2,45

750 1730 1345 300 55 790 990 G1/2“ 114 2,97

800 1830 1445 300 55 790 990 G1/2“ 119 3,12

900 1980 1595 300 55 790 990 G1/2“ 126 3,35

1000 2230 1845 300 55 790 990 G1/2“ 138 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 174 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 202 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 304 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 416 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 562 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 660 10,22

FE AKU ST – Depósito de inércia com ligações roscadas G 6/4

Peso – peso do depósito de inércia sem isolamento, THL-I – Perda de calor com isolamento e com água a 80 ºC.

DEPÓSITOS DE INÉRCIA

FE AKU ST

ISO 9001:2009

Esquema do Depósito:

Galeria de Fotos 

Especificações técnicas:

 Material    Aço CSN 11 321 

Acabamento exterior   pintura anti-corrosiva 

Acabamento interior   sem tratamento

 Pressão máxima de funcionamento    0.6 MPa (6 bar)

 Temperatura máxima de funcionamento  100 °C

 Garantia   36 Meses

Portugal



A NOSSA FORMA DE ATUAR
Smart Heating Technology s.r.o.
 
 Avaliamos a situação existente 
 
 Desenvolvemos as soluções técnicas    
 
 Elaboramos o estudo de viabilidade económica  

 Fabricamos por medida  
 
 Fornecemos e instalamos 
 
 Monitorizamos a instalação 24/7 
 
 Disponibilizamos assistência e manutenção 
 
 Fornecemos combustível
 

1

2

3

4

5

6

7

8

Analisamos com rigor 
as necessidades

Fabricamos por 
medida 

Preocupamo-nos com os 
nossos clientes

Parceiro:

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

For more technical information and prices, 
please contact our Sales Department:
Phone: +420 777 960 560
  +420 734 751 655
  +420 777 258 481
Email: Sales@SmartHeating.cz
  Info@SmartHeating.cz

Portugal



ALÇAPÃO HIDRÁULICO SMART
 Design simples/dupla folha para abastecimento e armazenamento de biomassa  Kit hidráulico  

completo (cilindros e sistema de acionamento)  Resistente à intempérie com sistema anti-humidade  
 Plataforma de inspeção e barreiras de proteção opcionais  Controlo remoto  Luz e som  
indicadores de movimento e aviso de abertura total  Monitorização e indicação do nível de  

enchimento do silo  Rede de proteção anti-queda  Entrada de emergência para  
o serviço de assistência técnica

Portugal



ISO 9001:2009

Galeria de fotos 

Especificações e design:

 Respeito pelo ambiente 
Poupança para os clientes

 Conforto para o utilizador

ALÇAPÃO HIDRÁULICO
SMART

Aplicação:
Silos exteriores, Silos enterrados,

Silos em contentor

Dimensões:
Mínimo – Dimensões mínimas da aberura: 1 x 1 m – 6 x 6 m

6068

26
44

4783

541

Example of Dimensions

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

Phone: +420 777 960 560
  +420 734 751 655
  +420 777 258 481
Email: Sales@SmartHeating.czPortugal



SMART REFERENCE BOOK 
2019/2020
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SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart inDiViDUaL inStaLLatiOn SOLUtiOn 150 KW 

BASIC SCHOOL, TOWN OF FAYETTE, MAINE, US

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart inDiViDUaL inStaLLatiOn SOLUtiOn 150 KW 

BASIC SCHOOL, TOWN OF FAYETTE, MAINE, US
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%, 13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 

10 TONS / M2 dYNAMIC WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, 
WITH SILENCErS FOr 35dB, FIrE-PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING

dArUVAr, CrOATIA 
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 UPE 160-OBVODOVÝ 
DÍLEC-1_SESTAVA 1

2 UPE 160-OBVODOVÝ 
DÍLEC-2_SESTAVA 1

3 UPE 160-OBVODOVÝ 
DÍLEC-3_SESTAVA 2

4 IPE 120-PŘÍČNÍK-
1_SESTAVA 8

5 IPE 120-PŘÍČNÍK-
2_SESTAVA 2

6 UPE 160-STOJINA-1-
SESTAVA 2

7 UPE 160-STOJINA-2-
SESTAVA 2

8 UPE 160-STOJINA-3-
SESTAVA 1

9 UPE 160-STOJINA-4-
SESTAVA 1

10 ROŠT P440-33-4 (1) 1001x1500 12
11 ROŠT P440-33-4 (2) ROŠT P 550-33/33-5 3
12 ROŠT P440-33-4 (3) ROŠT P 550-33/33-5 4
13 ROŠT P440-33-4 (4) ROŠT P 550-33/33-5 1

I_60_2017_PLOŠINA POD VZT_SESTAVA
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Číslo výkresu.
Název dílu.
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Plocha

Košica
pátek 26. ledna 2018
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PLOŠINA POD VZT_DARUVAR

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:25
Materiál <není určen>
2765,02 kg
142,99 m2

B

2 3 4 5 6 7 8 9 10 11 12 13 14 15 16

21 3 4 5 6 7 8 9 10 11 12 13 14 15 16

A

C

D

E

F

G

H

I

J

K

L

B

C

D

E

F

G

H

I

J

K

A

B

C

D

E

F

G

H

I

J

K

A

1

K:\Projekty\2017\I_60_2017_Daruvar\Plošina pod VZT 6,7x3,7\

Pol.1 (2x) M1:2

Pol.2 (1x) M1:2

Pol.3 (2x) M1:2

Pol.4 (1x) M1:2

Pol.5 (1x) M1:2

 2730 

 840  850  840 

 2000 

AA

X

6

4x

5

4x

3

5x

7

14x

1

2x

6

4x

 1
78

,8
 

 2
00

 

 0
 

 2
40

 

 4
80

 

 7
20

 

 9
60

 

 1
20

0 

 1
44

0 

 1
68

0 

 1
92

0 

 2
16

0 

 2
40

0 

 2
64

0 

 2
88

0 

 3
12

0 

 3
36

0 

 4
73

0 

 3
35

0 

ŘEZ A-A 3

5x

5

4x

4

2x

2

2x

1

2x

6

4x

7

14x

 5
44

 

 5
86

,4
 

 2
21

 

 245 

 221 

 245 

 7
24

 

 45° 

 4
5°

 

 45° 

 45° 

 905,5 

POHLED X

1
2x

6
4x

7
14x

5
4x

2
2x

3
5x

4
2x

6
4x

 4730 

Pol. 1 (2x) M1:5

 
42

,4 

 3,2 

 188,8 

 R21,2 

 11,2 

Pol. 2 (2x) M1:5

 
42

,4 

 3,2 
 2730 

Pol. 3 (5x) M1:5

 5
0 

 5 

 950 

Pol. 4 (2x) M1:5

 7
20

 

 6
7 

 5 

 6
7 

 348 

 R360 

 R4 

 708 

Pol. 5 (4x) M1:10

 50 

 5
0 

 5 

 3
0  6
0 

 
42

,9
 

 2
5 

 14 

 R10 

 0
 

 3
0 

 9
0 

 1
20

  8 

 550 

 509 
 35 

 3
0 

 2
 

Pol. 6 (4x) M1:5

Pol. 7 (14x) M1:5

POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 TRKR 42,4x3,2 
(1)_I_60_2017 TRUBKA ŽEBŘÍKU-1 2

2 TRKR 42,4x3,2 
(2)_I_60_2017 TRUBKA ŽEBŘÍKU-2 2

3 PLO 50x5 (1)_I_60_2017 PÁS KLECE-1 5
4 PLO 50x5 (2)_I_60_2017 PÁS KLECE-2 2
5 TŘMEN_I_60_2017 RÁM KLECE 4
6 KONZOLA_I_60_2017 KONZOLA ŽEBŘÍKU 4
7 PŘÍČLE_I_60_2017 ŽEBŘÍKOVÁ PŘÍČLE BZP 550T (35x35) 14

ŽEBŘÍK PLOŠINY_I_60_2017
A1 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
pátek 26. ledna 2018

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Povrch.úprava.

ŽEBŘÍK PLOŠINY-DARUVAR

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:10
Materiál <není určen>
87,11 kg
6,34 m2
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 UPE 160-OBVODOVÝ 
DÍLEC-1_SESTAVA 1

2 UPE 160-OBVODOVÝ 
DÍLEC-2_SESTAVA 1

3 UPE 160-OBVODOVÝ 
DÍLEC-3_SESTAVA 2

4 IPE 120-PŘÍČNÍK-
1_SESTAVA 8

5 IPE 120-PŘÍČNÍK-
2_SESTAVA 2

6 UPE 160-STOJINA-1-
SESTAVA 2

7 UPE 160-STOJINA-2-
SESTAVA 2

8 UPE 160-STOJINA-3-
SESTAVA 1

9 UPE 160-STOJINA-4-
SESTAVA 1

10 ROŠT P440-33-4 (1) 1001x1500 12
11 ROŠT P440-33-4 (2) ROŠT P 550-33/33-5 3
12 ROŠT P440-33-4 (3) ROŠT P 550-33/33-5 4
13 ROŠT P440-33-4 (4) ROŠT P 550-33/33-5 1

I_60_2017_PLOŠINA POD VZT_SESTAVA

A1 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
pátek 26. ledna 2018

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Povrch.úprava.

PLOŠINA POD VZT_DARUVAR

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:25
Materiál <není určen>
2765,02 kg
142,99 m2
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%, 13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 

10 TONS / M2 dYNAMIC WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, 
WITH SILENCErS FOr 35dB, FIrE-PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING

dArUVAr, CrOATIA 



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%, 13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 

10 TONS / M2 dYNAMIC WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, 
WITH SILENCErS FOr 35dB, FIrE-PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING

dArUVAr, CrOATIA 
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+ 4 ks příruby E30, délka 2000mm
+ 6 ks rohového dílu pro přírubu E30
POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -1.1- PŘECHODOVÝ DÍL_1 1
2 -1.2- PŘECHODOVÝ DÍL_2 1
3 -1.3- ROZVOD_1 1
4 -1.4- ROZVOD_2 1
5 -1.5- ROZVOD_3 1
6 -1.6- ROZVOD_4 1
7 -1.7- SÁNÍ_1 1
8 -1.8- SÁNÍ_2 1
9 Regulační klapa 500x1500 -ovládání levé 1

10 Regulační klapa 500x1500 -ovládání pravé 1

11 Regulační klapa 1800x1800 -ovládání pravé 1

DOP.403.001.000_00
A0 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
středa 26. července 2017

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Povrch.úprava.

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:32
Materiál <není určen>
31363,29 kg
190,89 m2
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 DOP.401.001.000_00 ČELO 1
2 DOP.401.002.000_00 STOJINA STŘEDOVÁ-ZADNÍ 7
3 DOP.401.003.000_00 STOJINA STŘEDOVÁ-PŘEDNÍ 7
4 DOP.401.004.000_00 STOJINA BOČNÍ-P-ZADNÍ 1
5 DOP.401.005.000_00 STOJINA BOČNÍ-PŘEDNÍ 1
6 DOP.401.006.000_00 STOJINA BOČNÍ-L-ZADNÍ 1
7 DOP.401.007.000_00 STOJINA BOČNÍ-L-PŘEDNÍ 1
8 DOP.401.008.000_00 ULOŽENÍ PANELU-STŘEDOVÉ 2
9 DOP.401.009.000_00 ULOŽENÍ PANELU-BOČNÍ 2
10 DOP.401.010.000_00 SPOJOVACÍ PROFIL-STŘEDOVÝ 24
11 DOP.401.011.000_00 SPOJOVACÍ PROFIL-BOČNÍ 8
12 DOP.401.012.000_00 KONZOLA H.V. 3
13 DOP.401.013.000_00 ZAJIŠTĚNÍ VRAT 28
14 DOP.401.015.000_00 PODLAHOVÝ ROŠT-1 24
15 DOP.401.016.000_00 PODLAHOVÝ ROŠT-2 24
16 DOP.401.017.000_00 PODLAHOVÝ ROŠT-3 2
17 DOP.401.018.000_00 PODLAHOVÝ ROŠT-4 2
18 DOP.401.021.000_00 PERFOROVANÝ PLECH-1 24
19 DOP.401.022.000_00 PERFOROVANÝ PLECH-2 24
20 DOP.401.023.000_00 PERFOROVANÝ PLECH-3 2
21 DOP.401.024.000_00 PERFOROVANÝ PLECH-4 2
22 DOP.255.014.000_00 ČEP 3

DOP.401.000.000_00
A1 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
26.07.2017
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.
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M
.
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IS
.

Povrch.úprava.

PODLAHA SUŠKY 6x13

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:25
Materiál <není určen>
16202,87 kg
700,57 m2
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -4.1- PŘECHODOVÝ DÍL 1
2 -4.2- SÁNÍ_1 1
3 -4.3- SÁNÍ_2 1
4 -4.4- Kovová mřížka, 500 x 500 mm, pozink 14

DOP.403.004.000_00
A1 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
čtvrtek 27. července 2017

IN
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X.
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A
.
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M
.
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DP

IS
.

Povrch.úprava.

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:35
Materiál <není určen>
41785,83 kg
209,35 m2
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%, 13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 

10 TONS / M2 dYNAMIC WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, 
WITH SILENCErS FOr 35dB, FIrE-PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING

dArUVAr, CrOATIA 



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%, 13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 

10 TONS / M2 dYNAMIC WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, 
WITH SILENCErS FOr 35dB, FIrE-PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING

dArUVAr, CrOATIA 

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%, 13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 

10 TONS / M2 dYNAMIC WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, 
WITH SILENCErS FOr 35dB, FIrE-PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING

dArUVAr, CrOATIA 



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%, 13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 

10 TONS / M2 dYNAMIC WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, 
WITH SILENCErS FOr 35dB, FIrE-PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING

dArUVAr, CrOATIA 

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%, 13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 

10 TONS / M2 dYNAMIC WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, 
WITH SILENCErS FOr 35dB, FIrE-PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING

dArUVAr, CrOATIA 
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%,13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 
10 TONS / M2 WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, FIrE-

PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING 
 VIrOVITICA, CrOATIA
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Příruba E30

+ 4 ks příruby E30, délka 2000mm
+ 6 ks rohového dílu pro přírubu E30
POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -1.1- PŘECHODOVÝ DÍL_1 1
2 -1.2- PŘECHODOVÝ DÍL_2 1
3 -1.3- ROZVOD_1 1
4 -1.4- ROZVOD_2 1
5 -1.5- ROZVOD_3 1
6 -1.6- ROZVOD_4 1
7 -1.7- SÁNÍ_1 1
8 -1.8- SÁNÍ_2 1
9 Regulační klapa 500x1500 -ovládání levé 1

10 Regulační klapa 500x1500 -ovládání pravé 1

11 Regulační klapa 1800x1800 -ovládání pravé 1
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31363,29 kg
190,89 m2
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 DOP.401.001.000_00 ČELO 1
2 DOP.401.002.000_00 STOJINA STŘEDOVÁ-ZADNÍ 7
3 DOP.401.003.000_00 STOJINA STŘEDOVÁ-PŘEDNÍ 7
4 DOP.401.004.000_00 STOJINA BOČNÍ-P-ZADNÍ 1
5 DOP.401.005.000_00 STOJINA BOČNÍ-PŘEDNÍ 1
6 DOP.401.006.000_00 STOJINA BOČNÍ-L-ZADNÍ 1
7 DOP.401.007.000_00 STOJINA BOČNÍ-L-PŘEDNÍ 1
8 DOP.401.008.000_00 ULOŽENÍ PANELU-STŘEDOVÉ 2
9 DOP.401.009.000_00 ULOŽENÍ PANELU-BOČNÍ 2
10 DOP.401.010.000_00 SPOJOVACÍ PROFIL-STŘEDOVÝ 24
11 DOP.401.011.000_00 SPOJOVACÍ PROFIL-BOČNÍ 8
12 DOP.401.012.000_00 KONZOLA H.V. 3
13 DOP.401.013.000_00 ZAJIŠTĚNÍ VRAT 28
14 DOP.401.015.000_00 PODLAHOVÝ ROŠT-1 24
15 DOP.401.016.000_00 PODLAHOVÝ ROŠT-2 24
16 DOP.401.017.000_00 PODLAHOVÝ ROŠT-3 2
17 DOP.401.018.000_00 PODLAHOVÝ ROŠT-4 2
18 DOP.401.021.000_00 PERFOROVANÝ PLECH-1 24
19 DOP.401.022.000_00 PERFOROVANÝ PLECH-2 24
20 DOP.401.023.000_00 PERFOROVANÝ PLECH-3 2
21 DOP.401.024.000_00 PERFOROVANÝ PLECH-4 2
22 DOP.255.014.000_00 ČEP 3
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -4.1- PŘECHODOVÝ DÍL 1
2 -4.2- SÁNÍ_1 1
3 -4.3- SÁNÍ_2 1
4 -4.4- Kovová mřížka, 500 x 500 mm, pozink 14
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart WOOD cHiPS Dryer 560 KW

SMArT HOT-WATEr – HOT-AIr AIr HANdLING UNIT 560 KW, AIr FLOW 32 000 M3/H, AIr TEMPErATUrE WOrKING rANGE 30/81,4°C, WATEr FLOW 
26,01 M3/H, WATEr TEMPErATUrE WOrKING rANGE 85/65°C, ETHYLENE-GLYCOL MIXTUrE 30%,13 120 MM X 5 995 MM GALVANIZEd STEEL STrUCTUrE, 
10 TONS / M2 WEIGHT CAPACITY, SPECIAL PErFOrATEd PLATES, COrNEr PLATES, WALL PrOTECTION BArrIErS, MOISTUrE-EXHAUSTING WALL FANS, FIrE-

PrOOF FLAPS, TEMPErATUrE SENSOrS, MOISTUrE SENSOrS, rEMOTE ICLOUd MONITOrING 
 VIrOVITICA, CrOATIA
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart BiO–HOUSe SOLUtiOn 500 KW

GALVANIZEd STrUCTUrE SUPPOrTEd WITH STATIC CALCULATION, INSULATEd PANELS 40 MM, COrNErS 
COVErING PLATES, GUTTErS, AIr VENTILATION GrIdS, BIG ANd SMALL ENTrY dOOrS, HYdrAULIC INSTALLATION, 

CHIMNEY INSTALLATION, MEASUrING ANd rEGULATION BOX
CHICKEN FArM, SOMMErEN, NETHErLANdS
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart BiO-HOUSe SOLUtiOn 500 KW WitH mULti-fUeL SiLO 

WitH mOVing rOOf + 3 x 10 000 L accUmULatiOn tanKS

SMArT BIO-HOUSE BOILEr rOOM ANd SILO GALVANIZEd STrUCTUrE SUPPOrTEd WITH STATIC CALCULATION, CHEMICAL ANCHOrS, 
INSULATEd KINGSPAN PANELS 80/100 MM, COrNErS COVErING PLATES, GUTTErS, AIr VENTILATION GrIdS, ENTrY dOOrS, COMPLETE 

HYdrAULIC INSTALLATION INCL. MANIFOLd, 2 HEATING CIrCUITS, COMPLETE CHIMNEY INSTALLATION, SIEMENS MEASUrING 
ANd rEGULATION BOX, GrEEN HOUSES HEATING, KENLEY, VICTOrIA, AUSTrALIA
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 K13.001.000.000_00 SVAŘENEC KONTEJNERU 1
2 K13.002.000.000_00 SERVISNÍ VÍKO 1
3 K13.004.000.000_00 DVEŘE DO SILA 1
4 K13.006.001.000_00 SERVISNÍ VÍKO POSUVNÉ PODLAHY 4
5 K13.006.002.000_00 KRYT PROSTUPU HYDRAULIKY 1
6 K13.006.003.000_00 KRYCÍ PLECH ZADNÍ 1
7 K13.006.004.000_00 VÍKO SERVISNÍHO OTVORU PÍSTNICE 2
8 K05.003.000.000_00 SERVISNÍ VÍKO SILA 2
9 K01.001.025.000_00 ŽEBŘÍK KONTEJNERU-VNĚJŠÍ 1
10 DOP.228.000.000_00 VĚTRACÍ MŘÍŽKA 490x490x50 1

POZ. Č. DÍLU POPIS MNOŽSTVÍ

11 K13.015.001.000_00 Plnící potrubí 1000 kontejner 1
12 K13.015.002.000_00 Plnící potrubí 1000 kontejner 1
13 Posuvná podlaha_K13 POSUVNÁ PODLAHA SILA 3,2x3,2 1
14 DOP.199.056.000_04 DRŽÁK ČERPADLA 8 1
15 Catfire 100kW_P 1
16 Koleno_90_200 1
17 Přechod_200 1
18 Prodloužení_1000_200 1
19 Aku_FE_1000l_DN100_P

N6 1
20 Cyklona 200_L_100kW 1
21 Klapa_komplet_01_PA

RT 1

22 Dveře_LAPIŠ_2595x279
0 1

23 Příruba_ložisková_sesta
va_K13 1

24 Šnekovnice_K13 ŠNEK DOPRAVNÍKU 2
25 Dopravník_K13 1
26 MAR 800x1200 1
27 Prodloužení_500_200 1

28
Expanzní 
nádoba_RefixDE600_1
0bar-7306950

1

29 OSB_1_K13 6
30 OSB_2_K13 2
31 OSB_3_K13 2
32 OSB_4_K13 1
33 OSB_5_K13 2
34 OSB_6_K13 1
35 OSB_7_K13 2
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Materiál.
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DETAIL A
MĚŘÍTKO 1 : 10
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Позн .:

Рохове првки, прички и вызтухи под котлем приварит 1/2 V сварем•

Pozn.:

Rohové prvky ,příčky a výztuhy pod kotlem přivařit 1/2 V svarem•

Pozn.:
Profily umístit tak, aby svar profilu
směřoval k středu kontejneru (svar nesmí být viditelný) !!!

Позн .:
Профили умистит так, аби свар профилу
смеровал к стреду контејнеру (свар несми быт видителны) !!!

 

POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 K13.001.001.000_00 PODLAHA KONTEJNERU 1
2 K13.001.002.000_00 STROP KONTEJNERU 1
3 K13.001.003.001_00 TROBD 200x100x6-2760 4
4 K13.001.003.002_00 TROBD 200x100x6-2595 2
5 K13.001.003.003_00 TR4HR 100x6-2790 3
6 K13.001.003.004_00 TR4HR 100x6-670 2
7 K13.001.003.005_00 TR4HR 100x6-360 2
8 K13.001.003.006_00 TR4HR 100x6-260 2
9 K13.001.003.007_00 TR4HR 100x6-1250 2
10 K13.001.003.008_00 TR4HR 100x6-1090 1
11 K13.001.003.009_00 TROBD 100x40x4-2595 1
12 K13.001.003.010_00 TROBD 100x40x4-2015 1
13 K13.001.003.011_00 TR4HR 80x5-1620 2
14 K13.001.003.012_00 TR4HR 80x5-580 2
15 K13.001.003.013_00 TR4HR 50x5-520 2
16 K13.001.003.014_00 TR4HR 50x5-900 1
17 K13.001.003.015_00 TR4HR 50x5-470 1
18 K13.001.003.016_00 TR4HR 50x5-868 1
19 K13.001.003.017_00 TR4HR 50x5-686 1
20 K13.001.003.018_00 TR4HR 50x5-636 1
21 K13.001.003.019_00 TROBD 80x40x3-580 4
22 K13.001.004.001_00 U PROFIL SERVISNÍHO OTVORU 4
23 K13.001.004.002_00 LEM PROSTUPU DOPRAVNÍKU 1
24 K13.001.005.001_00 DESKA POD AKU 1
25 K13.001.005.003_00 PŘÍRUBA 2
26 K13.001.005.004_00 PLO 20x5-1620 1
27 K13.001.005.005_00 PLO 20x5-2790 1
28 K13.001.005.006_00 PLO 20x5-1090 1
29 K13.001.005.007_00 PLO 20x5-580 1
30 K13.001.006.001_00 KAZETA_1 4
31 K13.001.006.002_00 KAZETA_2 1
32 K13.001.006.003_00 KAZETA_3 2
33 K13.001.006.004_00 KAZETA_4 2
34 K13.001.006.005_00 KAZETA_5 1
35 K13.001.006.006_00 KAZETA_6 1
36 K13.001.006.007_00 KAZETA_7 12
37 K13.001.006.008_00 KAZETA_8 2
38 K13.001.006.009_00 KAZETA_9 2
39 K13.001.006.010_00 KAZETA_10 2
40 K13.001.006.011_00 KAZETA_11 2
41 K13.001.006.012_00 KAZETA_12 2
42 K13.001.006.013_00 KAZETA_13 2
43 K13.001.006.014_00 KAZETA_14 3
44 K13.001.006.015_00 KAZETA_15 3
45 K13.001.006.018_00 KAZETA_18 4
46 K13.001.006.019_00 KAZETA_19 1
47 K13.001.006.020_00 KAZETA_20 1
48 K13.001.006.021_00 KAZETA_21 1
49 K05.001.008.000_00 KAPSA NAFOUKÁVÁNÍ 2
50 Matice M10 Navařovací 40
51 K13.001.005.002_00 DESKA KOMÍNU 2
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Materiál.
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Specifikace.
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ETolerance. ČSN ISO 2768-1 Medium
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Materiál <není určen>
6489,32 kg
374,27 m2
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39797,90 kg
565,26 m2
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WOOd PELLETS ONLY SILO dESIGN WITH FILLING PIPES, 1 HEATING CIrCUIT, COMPLETE rEGULATION ANd rEMOTE ICLOUd 
VISUALIZATION, FULLY MONITOrEd ANd rEGULATEd APArTMENT HOUSE, 

GrOdNO-dUBNITSA, BELArUS
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DETAIL B
MĚŘÍTKO 1 : 5

3 48

Profil umístit tak, aby svar profilu
směřoval k středu kontejneru
(svar nesmí být viditelný) !!!

Профил умистит так, аби профил
смеровал к стреду контејнеру
(свар несми быт видителны) !!!

zde nesvařovat
-platí pro všechny kazety
зде несвароват
-плати про вшецхни казети
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DETAIL C
MĚŘÍTKO 1 : 5
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Profil umístit tak, aby svar profilu

směřoval k středu kontejneru
(svar nesmí být viditelný) !!!

Профил умистит так, аби профил
смеровал к стреду контејнеру
(свар несми быт видителны) !!!

zde nesvařovat
-platí pro všechny kazety
зде несвароват
-плати про вшецхни казети

zde nesvařovat
-platí pro všechny kazety
зде несвароват
-плати про вшецхни казети

zde nesvařovat
-platí pro všechny kazety
зде несвароват
-плати про вшецхни казети

 20 

 5
80

 

ŘEZ D-D
MĚŘÍTKO 1 : 8

26

13

14

13

 3
30

 

 23  32 

 23 

DETAIL E
MĚŘÍTKO 1 : 5

9

5

22

50

50

22

zde nesvařovat
зде несвароват

 460 

 3
94

 

 4
94

 

 520 

 7
46

 

 150 

 5
46

  7
36

 

DETAIL F
MĚŘÍTKO 1 : 9

325 1524 19

23

5

50

 520 

 9
00

 
 3

75
 

 3
75

 

DETAIL G
MĚŘÍTKO 1 : 9

16

17

15

15

 20° 

DETAIL H
MĚŘÍTKO 1 : 5
28 10

9

 1
00

0 
 8

00
 

ŘEZ E-E

5151

DETAIL I
MĚŘÍTKO 1 : 5

2

27

 2
0°

 

ŘEZ F-F
MĚŘÍTKO 1 : 5

21
29

DETAIL J
MĚŘÍTKO 1 : 5

5151 45 45

zde nesvařovat
зде несвароват

K13.001.000.000_00
A0 LIST 2 / 2

Číslo výkresu.
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SVAŘENEC KONTEJNERU
СВАРЕНЕЦ КОНТЕЈНЕРУ

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart BiO-HOUSe SOLUtiOn 500 KW WitH mULti-fUeL SiLO 

WitH mOVing rOOf + 3 x 10 000 L accUmULatiOn tanKS

SMArT BIO-HOUSE BOILEr rOOM ANd SILO GALVANIZEd STrUCTUrE SUPPOrTEd WITH STATIC CALCULATION, CHEMICAL ANCHOrS, 
INSULATEd KINGSPAN PANELS 80/100 MM, COrNErS COVErING PLATES, GUTTErS, AIr VENTILATION GrIdS, ENTrY dOOrS, COMPLETE 

HYdrAULIC INSTALLATION INCL. MANIFOLd, 2 HEATING CIrCUITS, COMPLETE CHIMNEY INSTALLATION, SIEMENS MEASUrING 
ANd rEGULATION BOX, GrEEN HOUSES HEATING, KENLEY, VICTOrIA, AUSTrALIA
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart micrO caBin 100 KW

WOOd PELLETS ONLY SILO dESIGN WITH FILLING PIPES, 1 HEATING CIrCUIT, COMPLETE rEGULATION ANd rEMOTE ICLOUd 
VISUALIZATION, FULLY MONITOrEd ANd rEGULATEd APArTMENT HOUSE, 

GrOdNO-dUBNITSA, BELArUS

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart micrO caBin 100 KW

WOOd PELLETS ONLY SILO dESIGN WITH FILLING PIPES, 1 HEATING CIrCUIT, COMPLETE rEGULATION ANd rEMOTE ICLOUd 
VISUALIZATION, FULLY MONITOrEd ANd rEGULATEd APArTMENT HOUSE, 

GrOdNO-dUBNITSA, BELArUS
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart micrO caBin 100 KW

WOOd PELLETS ONLY SILO dESIGN WITH FILLING PIPES, 1 HEATING CIrCUIT, COMPLETE rEGULATION ANd rEMOTE ICLOUd 
VISUALIZATION, FULLY MONITOrEd ANd rEGULATEd APArTMENT HOUSE, 

GrOdNO-dUBNITSA, BELArUS

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart micrO caBin 100 KW

WOOd PELLETS ONLY SILO dESIGN WITH FILLING PIPES, 1 HEATING CIrCUIT, COMPLETE rEGULATION ANd rEMOTE ICLOUd 
VISUALIZATION, FULLY MONITOrEd ANd rEGULATEd APArTMENT HOUSE, 

GrOdNO-dUBNITSA, BELArUS
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart micrO caBin 100 KW

WOOd PELLETS ONLY SILO dESIGN WITH FILLING PIPES, 1 HEATING CIrCUIT, COMPLETE rEGULATION ANd rEMOTE ICLOUd 
VISUALIZATION, FULLY MONITOrEd ANd rEGULATEd APArTMENT HOUSE, 

GrOdNO-dUBNITSA, BELArUS

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart tOtaL caBin 200 KW

SILOS ZA PELET, SA PNEUMATSKIM CEVIMA ZA SNABdEVANjE I VISOKOFrEKVENTNIM SONArOM
1 GrEjNI KrUG SA KOMPLETNOM rEGULACIjOM  I dALjINSKOM ICLOUd VIZUALIZACIjOM

TOTAL BENZINSKA STANICA, LICHTENBUSCH, rAErEN, BELGIjA
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart tOtaL caBin 200 KW

SILOS ZA PELET, SA PNEUMATSKIM CEVIMA ZA SNABdEVANjE I VISOKOFrEKVENTNIM SONArOM
1 GrEjNI KrUG SA KOMPLETNOM rEGULACIjOM  I dALjINSKOM ICLOUd VIZUALIZACIjOM

TOTAL BENZINSKA STANICA, LICHTENBUSCH, rAErEN, BELGIjA

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 200 KW 

MULTI–FUEL SILO dESIGN WITH WOOd CHIPS/PELLETS FILLING OUTLETS
1 HEATING CIrCUIT – FULLY MONITOrEd ANd CONTrOLLEd HEAVY MACHINErY SHOP

BrISTOL, UK
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 200 KW 

MULTI–FUEL SILO dESIGN WITH WOOd CHIPS/PELLETS FILLING OUTLETS
1 HEATING CIrCUIT – FULLY MONITOrEd ANd CONTrOLLEd HEAVY MACHINErY SHOP

BrISTOL, UK

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 200 KW 

MULTI–FUEL SILO dESIGN WITH WOOd CHIPS/PELLETS FILLING OUTLETS
1 HEATING CIrCUIT – FULLY MONITOrEd ANd CONTrOLLEd HEAVY MACHINErY SHOP

BrISTOL, UK
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 200 KW

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF, 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION,

THOrNTON-KEMSLEY CASTLE, LAUrENCEKIrK, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 200 KW

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF, 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION,

THOrNTON-KEMSLEY CASTLE, LAUrENCEKIrK, SCOTLANd
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 200 KW

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF, 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION,

THOrNTON-KEMSLEY CASTLE, LAUrENCEKIrK, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 200 KW

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF, 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION,
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 200 KW

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF, 1 HEATING CIrCUIT, COMPLETE  
rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 LUNdIE CASTLE, EdZELL, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 200 KW

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF, 1 HEATING CIrCUIT, COMPLETE  
rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 LUNdIE CASTLE, EdZELL, SCOTLANd
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 200 KW

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF, 1 HEATING CIrCUIT, COMPLETE  
rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 LUNdIE CASTLE, EdZELL, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 220 KW

MULTI-FUEL SILO dESIGN WITH HYdrAULIC rOOF
1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

CS TrACTOr PLANT, KIrrIEMUIr, SCOTLANd
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 220 KW

MULTI-FUEL SILO dESIGN WITH HYdrAULIC rOOF
1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

CS TrACTOr PLANT, KIrrIEMUIr, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | 2 x Smart micrO caBin 250 KW

FUrNITUrE WASTE SILO SOLUTION WITH MANUAL rOOF, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 GOLdOPTIMA FUrNITUrE FACTOrY, GrOdNO, BELArUS
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SMART HEATING TECHNOLOGY
Smart reference LiSt | 2 x Smart micrO caBin 250 KW

FUrNITUrE WASTE SILO SOLUTION WITH MANUAL rOOF, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 GOLdOPTIMA FUrNITUrE FACTOrY, GrOdNO, BELArUS

SMART HEATING TECHNOLOGY
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FUrNITUrE WASTE SILO SOLUTION WITH MANUAL rOOF, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 GOLdOPTIMA FUrNITUrE FACTOrY, GrOdNO, BELArUS
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SMART HEATING TECHNOLOGY
Smart reference LiSt | 2 x Smart micrO caBin 250 KW

FUrNITUrE WASTE SILO SOLUTION WITH MANUAL rOOF, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 GOLdOPTIMA FUrNITUrE FACTOrY, GrOdNO, BELArUS

SMART HEATING TECHNOLOGY
Smart reference LiSt | 2 x Smart micrO caBin 250 KW

FUrNITUrE WASTE SILO SOLUTION WITH MANUAL rOOF, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 GOLdOPTIMA FUrNITUrE FACTOrY, GrOdNO, BELArUS
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SMART HEATING TECHNOLOGY
Smart reference LiSt | 2 x Smart micrO caBin 250 KW

FUrNITUrE WASTE SILO SOLUTION WITH MANUAL rOOF, 1 HEATING CIrCUIT 
WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 GOLdOPTIMA FUrNITUrE FACTOrY, GrOdNO, BELArUS

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 250 KW

MULTI-FUEL SILO dESIGN WITH HYdrAULIC rOOF, 1 HEATING CIrCUIT WITH COMPLETE  
rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 OLIPEL, ESCO CONCEPT, LIEGE, BELGIUM
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 250 KW

MULTI-FUEL SILO dESIGN WITH HYdrAULIC rOOF, 1 HEATING CIrCUIT WITH COMPLETE  
rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 OLIPEL, ESCO CONCEPT, LIEGE, BELGIUM

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 250 KW

MULTI-FUEL SILO dESIGN WITH HYdrAULIC rOOF, 1 HEATING CIrCUIT WITH COMPLETE  
rEGULATION ANd rEMOTE ICLOUd VISUALIZATION

 OLIPEL, ESCO CONCEPT, LIEGE, BELGIUM
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart DOUBLe–DecKer caBin

SMArT MICrO PANELS CABIN SET – 2 X 8,5 M X 3,2 M X 3 M, 350 KW BIOMASS BOILEr + 300 KW OIL BACK-UP BOILEr + 4000 L ACCUMULATION TANK + 1000 L 

EXPANSION  VESSEL + 1 EXPOrT CIrCUIT + MAr UNIT + ICLOUd MONITOrING, ONLY PELLETS SILO WITH CAPACITY 15 TONS + PNEUMATIC FILLING PIPES + LEVEL 

SENSOrS, 1000 L dOUBLE-WALL OIL TANK, INTErNAL INTErCONNECTING LAddEr, LIGHTS, VENTILATION, SAFETY LIGHTS, SAFETY SENSOrS, CCTV

NUrSING HOUSE, PONFErrAdA, SPAIN
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart DOUBLe–DecKer caBin

SMArT MICrO PANELS CABIN SET – 2 X 8,5 M X 3,2 M X 3 M, 350 KW BIOMASS BOILEr + 300 KW OIL BACK-UP BOILEr + 4000 L ACCUMULATION TANK + 1000 L 

EXPANSION  VESSEL + 1 EXPOrT CIrCUIT + MAr UNIT + ICLOUd MONITOrING, ONLY PELLETS SILO WITH CAPACITY 15 TONS + PNEUMATIC FILLING PIPES + LEVEL 

SENSOrS, 1000 L dOUBLE-WALL OIL TANK, INTErNAL INTErCONNECTING LAddEr, LIGHTS, VENTILATION, SAFETY LIGHTS, SAFETY SENSOrS, CCTV

NUrSING HOUSE, PONFErrAdA, SPAIN
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart DOUBLe–DecKer caBin
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EXPANSION  VESSEL + 1 EXPOrT CIrCUIT + MAr UNIT + ICLOUd MONITOrING, ONLY PELLETS SILO WITH CAPACITY 15 TONS + PNEUMATIC FILLING PIPES + LEVEL 

SENSOrS, 1000 L dOUBLE-WALL OIL TANK, INTErNAL INTErCONNECTING LAddEr, LIGHTS, VENTILATION, SAFETY LIGHTS, SAFETY SENSOrS, CCTV

NUrSING HOUSE, PONFErrAdA, SPAIN

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart DOUBLe–DecKer caBin

SMArT MICrO PANELS CABIN SET – 2 X 8,5 M X 3,2 M X 3 M, 350 KW BIOMASS BOILEr + 300 KW OIL BACK-UP BOILEr + 4000 L ACCUMULATION TANK + 1000 L 
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SENSOrS, 1000 L dOUBLE-WALL OIL TANK, INTErNAL INTErCONNECTING LAddEr, LIGHTS, VENTILATION, SAFETY LIGHTS, SAFETY SENSOrS, CCTV

NUrSING HOUSE, PONFErrAdA, SPAIN
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart DOUBLe–DecKer caBin
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EXPANSION  VESSEL + 1 EXPOrT CIrCUIT + MAr UNIT + ICLOUd MONITOrING, ONLY PELLETS SILO WITH CAPACITY 15 TONS + PNEUMATIC FILLING PIPES + LEVEL 

SENSOrS, 1000 L dOUBLE-WALL OIL TANK, INTErNAL INTErCONNECTING LAddEr, LIGHTS, VENTILATION, SAFETY LIGHTS, SAFETY SENSOrS, CCTV

NUrSING HOUSE, PONFErrAdA, SPAIN
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SENSOrS, 1000 L dOUBLE-WALL OIL TANK, INTErNAL INTErCONNECTING LAddEr, LIGHTS, VENTILATION, SAFETY LIGHTS, SAFETY SENSOrS, CCTV

NUrSING HOUSE, PONFErrAdA, SPAIN
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart DOUBLe–DecKer caBin
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart DOUBLe–DecKer caBin
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SMART HEATING TECHNOLOGY
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Smart WOODcHiP/grain Dryer

SPECIAL CONTAINErISEd 500KW BOILEr rOOM, dIMENSIONS 3,2 X 3 X 10,5 M, WOOdCHIP FUEL SILO LOCATEd INSIdE  
THE AdjACENT drYEr SHEd, 200 KW WOOdCHIP drYING FLOOr WITH HYdrAULIC LOAdING rAMP, 4 HEATING CIrCUITS; POULTrY 

SHEd, WOOdCHIP/GrAIN drYEr, WOrKSHOP ANd FArMHOUSE, COMPLETE WITH AUTOMATIC CONTrOLS  ANd rEMOTE WEB/
ICLOUd MONITOrING, LOCATEd, SCONE, PErTH, SCOTLANd
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart micrO caBin 500 KW

WITH VErTICAL SILO 90 M3

WALHAMN, SWEdEN
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Smart reference LiSt | Smart SUPer caBin Set

SMArT MICrO CABIN 500 KW WITH VErTICAL SILO 100 M3 
ANd COGENErATION 100 KWE + 200 KW

WErSON CONTAINErIZEd NUrSING HOUSE, CrISNéE, BELGIUM
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WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

rECYCLING PLANT, MErTHYr TYdFIL, WALES, UK



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf-Drying caBin 500 KW

MULTI-FUEL SILO dESIGN WITH HYdrAULIC rOOF
WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

rECYCLING PLANT, MErTHYr TYdFIL, WALES, UK

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart caBin 500 KW

MULTI-FUEL SILO dESIGN WITH HYdrAULIC rOOF
2 HEATING CIrCUITS – FULLY MONITOrEd ANd rEGULATEd

CHICKEN FArM, VL, SCOTLANd
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CHICKEN FArM, CArNOUSTIE, SCOTLANd
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MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF, 3 HEATING CIrCUITS WITH COMPLETE 
rEGULATION ANd rEMOTE ICLOUd VISUALIZATION, AUTOMOTIVE PArTS  

MANUFACTUrEr WArEHOUSE STOrAGE HEATING
 MOHELNICE, CZECH rEPUBLIC
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MULTI-FUEL SILO dESIGN WITH HYdrAULIC rOOF
COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALIZATION OF ALL HEATING CIrCUITS

WArEHOUSE TEMPErING, NEWPOrT, WALES, UK
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dUMFrIES, SCOTLANd
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rEGULATION ANd rEMOTE ICLOUd VISUALIZATION, WOOd PrOdUCING FACTOrY

 SAINT GErMAIN LES BELLES, FrANCE
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DETAIL R
MĚŘÍTKO 1 : 2

ŘEZ S-S

ALL PLANT, COMPONENTS, CONNECTIONS, 
PIPEWORK, VALVES ETC. ALL TO BE FULLY 
INSULATED TO PREVENT HEAT TRANSFER TO 
PLANTROOM.

HEAT METER TO MEET CLASS 2 ACCURACY AND 
COMPRISE OF FLOW SENSOR, MATCHED PAIR OF 
TEMPERATURE SENSORS, CALCULATOR/DIGITAL 
INTEGRATOR.

Legend

Pressure Reducing Valve                     
Double Check Valve                                
Drain Cock                                   
Stop Cock                 
Isolating Valve           
Lockshield Valve  
Safety Valve (High Lift Type)
Motorised Control Valve
Double Regulating Valve
Temperature Gauge
Test Point
Pressure Gauge
Commissioning Station
Strainer ("Y" Type)
Automatic Air Vent
Motorised Mixing Valve

 

PRV
DCV
DC
SC
IV
LSV
SV
MCV
DRV
TG
TP
PG
CS
STR
AAV
MMV

Legenda

Tlakovy redukňný ventil
Dvojitě kontrolný Ventil

Uzavýracý kohout
Oddšlovacý ventil

Pojistně ventil (typ s vysokěm zdvihem)

Dvojitě regulaňný ventil
Teplomšr orientaňný
Kontrolný bod
Tlakomšr 

Filtr ("Y" Type)

DN100

HEAT
METER
UH50-A74

T1

FT

T2

-HM1

PG
0-6Bar

GRUNDFOS 
Magna 3 D 100-120
97924510

IV IV

IV
DN15

IV
DN15

IV
DN15

DN100

DN100 DN80

DN100

IV

DN100

IV

DN100

AAV
PG

0-6Bar

PG
0-6Bar

TG

0-120°C

TG

0-120°C

DN15

DC
DN15

DC

DPT-E91.1

-Y1 -Q2

DN80/15

DN15/100

DN80/100DN100/80
2xDN100 PN16

2xDN100 PN16

-B1
T

500kW HC1
Preinsulating Pipe
Working on 
85°C FLOW
65°C RETURN.

DN100

IV

DN100

IV

4000 lt

T

T

-B4

-B41

TK

THERMAL
STORE

DC

TG

0-120°C

TG

0-120°C

AAV

SV

BIOMASS 
BOILER
500kW

-B2 T

-B7 T

-E9

-K32

DN15DN15

+BB1

EXPANSION
VESSEL 1000lt

IV
DC

AAV

DN100

IV

DN100

IV

TG

0-120°C
PG

0-6Bar
PG

0-6Bar

-Q1
-Y7

TG

0-120°C
PG

0-6Bar

60°C

83°C

MMV

VBF21.100
SAL61.03T10

GRUNDFOS 
MAGNA 3 80-120F
11,9l/s @ 120kPa
97924310

DC

DN15

SV

DN35/100

PG
0-6Bar

LSV

DN35

3bar

PT

DN25DN25DN25

CVSTR

DN25
-WM1

WM

MCV

-EV1
DN15

-EV2
DN15

MCV

DN100/25

DCV DCVSCSC

SC

DN15

DN25DN25 DN25DN25

QUICK FILL

EV250B 
18D 3/4"

EV250B 
18D 3/4"

-B9.1
T

-G01.1

CO
sensor

-FS.1

-A6.1
T

-FM1

Fire
alarm
sensor

VBF21.100
SAL61.03T10
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MĚŘÍTKO 1 : 5

DETAIL C 
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DETAIL D 
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DETAIL B 
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DETAIL D
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ŘEZ E-E
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ŘEZ B-B
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DETAIL G 
MĚŘÍTKO 1 : 2
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ŘEZ F-F

ALL PLANT, COMPONENTS, CONNECTIONS, 
PIPEWORK, VALVES ETC. ALL TO BE FULLY 
INSULATED TO PREVENT HEAT TRANSFER TO 
PLANTROOM.

HEAT METER TO MEET CLASS 2 ACCURACY AND 
COMPRISE OF FLOW SENSOR, MATCHED PAIR OF 
TEMPERATURE SENSORS, CALCULATOR/DIGITAL 
INTEGRATOR.

Legend

Pressure Reducing Valve                     
Double Check Valve                                
Drain Cock                                   
Stop Cock                 
Isolating Valve           
Lockshield Valve  
Safety Valve (High Lift Type)
Motorised Control Valve
Double Regulating Valve
Temperature Gauge
Test Point
Pressure Gauge
Commissioning Station
Strainer ("Y" Type)
Automatic Air Vent
Motorised Mixing Valve
Mixing Valve
Heat Meter

 

PRV
DCV
DC
SC
IV
LSV
SV
MCV
DRV
TG
TP
PG
CS
STR
AAV
MMV
MV
HM

Legenda

Tlakovy redukňný ventil
Dvojitě kontrolný Ventil

Uzavýracý kohout
Oddšlovacý ventil

Pojistně ventil (typ s vysokěm zdvihem)

Dvojitě regulaňný ventil
Teplomšr orientaňný
Kontrolný bod
Tlakomšr 

Filtr ("Y" Type)

DN100

HEAT
METER
UH50-A74

T1

FT

T2

-HM1

PG
0-6Bar

GRUNDFOS 
Magna 3 D 100-120
97924510

IV IV

IV
DN15

IV
DN15

IV
DN15

DN100

DN100 DN80

DN100

IV

DN100

IV

DN100

AAV
PG

0-6Bar

PG
0-6Bar

TG

0-120°C

TG

0-120°C

DN15

DC
DN15

DC

DPT-E91.1

-Y1 -Q2

DN80/15

DN15/100

DN80/100DN100/80
2xDN100 PN16

2xDN100 PN16

-B1
T

500kW HC1
Preinsulating Pipe
Working on 
85°C FLOW
65°C RETURN.

DN100

IV

DN100

IV

4000 lt

T

T

-B4

-B41

TK

THERMAL
STORE

DC

TG

0-120°C

TG

0-120°C

AAV

SV

BIOMASS 
BOILER
500kW

-B2 T

-B7 T

-E9

-K32

DN15DN15

+BB1

EXPANSION
VESSEL 1000lt

IV
DC

AAV

DN100

IV

DN100

IV

TG

0-120°C
PG

0-6Bar
PG

0-6Bar

-Q1
-Y7

TG

0-120°C
PG

0-6Bar

60°C

83°C

MMV

VBF21.100
SAL61.03T10

GRUNDFOS 
MAGNA 3 80-120F
11,9l/s @ 120kPa
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DC

DN15

SV

DN35/100

PG
0-6Bar

LSV

DN35

3bar

PT

DN25DN25DN25

CVSTR

DN25
-WM1

WM

MCV

-EV1
DN15

-EV2
DN15

MCV

DN100/25

DCV DCVSCSC

SC

DN15

DN25DN25 DN25DN25

QUICK FILL
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T

-G01.1
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sensor
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ALL PLANT, COMPONENTS, CONNECTIONS, 
PIPEWORK, VALVES ETC. ALL TO BE FULLY 
INSULATED TO PREVENT HEAT TRANSFER TO 
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HEAT METER TO MEET CLASS 2 ACCURACY AND 
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Legenda
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Pojistně ventil (typ s vysokěm zdvihem)

Dvojitě regulaňný ventil
Teplomšr orientaňný
Kontrolný bod
Tlakomšr 

Filtr ("Y" Type)

DN100

HEAT
METER
UH50-A74

T1

FT

T2

-HM1

PG
0-6Bar

GRUNDFOS 
Magna 3 D 100-120
97924510

IV IV

IV
DN15

IV
DN15

IV
DN15

DN100

DN100 DN80

DN100

IV

DN100

IV

DN100

AAV
PG

0-6Bar

PG
0-6Bar

TG

0-120°C

TG

0-120°C

DN15

DC
DN15

DC

DPT-E91.1

-Y1 -Q2

DN80/15

DN15/100

DN80/100DN100/80
2xDN100 PN16

2xDN100 PN16

-B1
T

500kW HC1
Preinsulating Pipe
Working on 
85°C FLOW
65°C RETURN.

DN100

IV

DN100

IV

4000 lt

T

T

-B4

-B41

TK

THERMAL
STORE

DC

TG

0-120°C

TG

0-120°C

AAV

SV

BIOMASS 
BOILER
500kW

-B2 T

-B7 T

-E9

-K32

DN15DN15

+BB1

EXPANSION
VESSEL 1000lt

IV
DC

AAV

DN100

IV

DN100

IV

TG

0-120°C
PG

0-6Bar
PG

0-6Bar

-Q1
-Y7

TG

0-120°C
PG

0-6Bar

60°C

83°C

MMV

VBF21.100
SAL61.03T10

GRUNDFOS 
MAGNA 3 80-120F
11,9l/s @ 120kPa
97924310

DC

DN15

SV

DN35/100

PG
0-6Bar

LSV

DN35

3bar

PT

DN25DN25DN25

CVSTR

DN25
-WM1

WM

MCV

-EV1
DN15

-EV2
DN15

MCV

DN100/25

DCV DCVSCSC

SC

DN15

DN25DN25 DN25DN25

QUICK FILL

EV250B 
18D 3/4"

EV250B 
18D 3/4"

-B9.1
T

-G01.1

CO
sensor

-FS.1

-A6.1
T

-FM1

Fire
alarm
sensor

VBF21.100
SAL61.03T10

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd

12
60

0

3200
3000

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart-etHx PaneL caBin 500 KW

SPECIAL STEEL STrUCTUrE WITH KINGSPAN WALLS PANELS, COVErING PLATES, ENTrY dOOrS, MULTI-FUEL SILO dESIGN WITH 
WOOd CHIPS BLOWING PIPES dN150 ANd rOOF FILLING OUTLETS, 4000 L OF ACCUMULATION TANK 

STOrAGE, 1 HEATING CIrCUIT WITH COMPLETE rEGULATION ANd rEMOTE ICLOUd VISUALISATION, 
FOOd STOrAGE COMPANY HEATING, GLASGOW, SCOTLANd



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart gD enVirOnmentaL PaneL caBin 500 KW  

MULTI–FUEL SILO dESIGN, WITH COMPLETE rEGULATION ANd rEMOTE MONITOrING OF 
drYING WASTE PrOCESS, rECYCLING PLANT, NEWPOrT, UK

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart gD enVirOnmentaL PaneL caBin 500 KW  

MULTI–FUEL SILO dESIGN, WITH COMPLETE rEGULATION ANd rEMOTE MONITOrING OF 
drYING WASTE PrOCESS, rECYCLING PLANT, NEWPOrT, UK



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart gD enVirOnmentaL PaneL caBin 500 KW  

MULTI–FUEL SILO dESIGN, WITH COMPLETE rEGULATION ANd rEMOTE MONITOrING OF 
drYING WASTE PrOCESS, rECYCLING PLANT, NEWPOrT, UK

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart gD enVirOnmentaL PaneL caBin 500 KW  

MULTI–FUEL SILO dESIGN, WITH COMPLETE rEGULATION ANd rEMOTE MONITOrING OF 
drYING WASTE PrOCESS, rECYCLING PLANT, NEWPOrT, UK



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart gD enVirOnmentaL PaneL caBin 500 KW  

MULTI–FUEL SILO dESIGN, WITH COMPLETE rEGULATION ANd rEMOTE MONITOrING OF 
drYING WASTE PrOCESS, rECYCLING PLANT, NEWPOrT, UK

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart gD enVirOnmentaL PaneL caBin 500 KW  

MULTI–FUEL SILO dESIGN, WITH COMPLETE rEGULATION ANd rEMOTE MONITOrING OF 
drYING WASTE PrOCESS, rECYCLING PLANT, NEWPOrT, UK



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart gD enVirOnmentaL PaneL caBin 500 KW  

MULTI–FUEL SILO dESIGN, WITH COMPLETE rEGULATION ANd rEMOTE MONITOrING OF 
drYING WASTE PrOCESS, rECYCLING PLANT, NEWPOrT, UK

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf–Drying caBin 500 KW 2016/

Smart SeLf-Drying KingSPan PaneL caBin 500 KW 2017

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

drYING FACILITY, AMMANdFOrd, WALES



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf–Drying caBin 500 KW 2016/

Smart SeLf-Drying KingSPan PaneL caBin 500 KW 2017

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

drYING FACILITY, AMMANdFOrd, WALES

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf–Drying caBin 500 KW 2016/

Smart SeLf-Drying KingSPan PaneL caBin 500 KW 2017

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

drYING FACILITY, AMMANdFOrd, WALES



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf–Drying caBin 500 KW 2016/

Smart SeLf-Drying KingSPan PaneL caBin 500 KW 2017

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

drYING FACILITY, AMMANdFOrd, WALES

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf–Drying caBin 500 KW 2016/

Smart SeLf-Drying KingSPan PaneL caBin 500 KW 2017

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

drYING FACILITY, AMMANdFOrd, WALES



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf–Drying caBin 500 KW 2016/

Smart SeLf-Drying KingSPan PaneL caBin 500 KW 2017

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

drYING FACILITY, AMMANdFOrd, WALES

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf–Drying caBin 500 KW 2016/

Smart SeLf-Drying KingSPan PaneL caBin 500 KW 2017

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

drYING FACILITY, AMMANdFOrd, WALES



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SeLf–Drying caBin 500 KW 2016/

Smart SeLf-Drying KingSPan PaneL caBin 500 KW 2017

MULTI–FUEL SILO dESIGN WITH HYdrAULIC rOOF WITH AUTOMATIC drYING SILO FLOOr WITH COMPLETE rEGULATION

drYING FACILITY, AMMANdFOrd, WALES

32
00

4000 L 4000 L
350kW

2430

Ý18
00

3291

550kW

13800

30
00

1103

2230

10
00

93
0

Biomass

Boiler 
Oil Boiler 

Exp_1
1000lt

Exp_2
1000lt

Exp_1
1000lt

Exp_2
1000lt

550kW
Oil Boiler 

39
0

9224

24301113 5439

14
5

MaR

4663

1800 385

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin WitH BiOmaSS-OiL cOmBinatiOn 350 KW + 550 KW

3,2 X 3 X 13,8 M SMArT MAGNUM CABIN WITH 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1+1 HEATING CIrCUIT, 2 X 12 M 

CHIMNEY + CHIMNEY STrUCTUrE, MULTI-FUEL CONVEYOr CONNECTEd TO AN EXISTING SILO WITH MOVING FLOOr

 SCHOOL HEATING + APArTMENT BUILdING HEATING, LILLEHAMMEr, NOrWAY



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin WitH BiOmaSS–OiL cOmBinatiOn 350 KW + 550 KW

3,2 X 3 X 13,8 M SMArT MAGNUM CABIN WITH 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1+1 HEATING CIrCUIT, 2 X 12 M 

CHIMNEY + CHIMNEY STrUCTUrE, MULTI-FUEL CONVEYOr CONNECTEd TO AN EXISTING SILO WITH MOVING FLOOr

 SCHOOL HEATING + APArTMENT BUILdING HEATING, LILLEHAMMEr, NOrWAY

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin WitH BiOmaSS–OiL cOmBinatiOn 350 KW + 550 KW

3,2 X 3 X 13,8 M SMArT MAGNUM CABIN WITH 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1+1 HEATING CIrCUIT, 2 X 12 M 

CHIMNEY + CHIMNEY STrUCTUrE, MULTI-FUEL CONVEYOr CONNECTEd TO AN EXISTING SILO WITH MOVING FLOOr

 SCHOOL HEATING + APArTMENT BUILdING HEATING, LILLEHAMMEr, NOrWAY



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin WitH BiOmaSS–OiL cOmBinatiOn 350 KW + 550 KW

3,2 X 3 X 13,8 M SMArT MAGNUM CABIN WITH 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1+1 HEATING CIrCUIT, 2 X 12 M 

CHIMNEY + CHIMNEY STrUCTUrE, MULTI-FUEL CONVEYOr CONNECTEd TO AN EXISTING SILO WITH MOVING FLOOr

 SCHOOL HEATING + APArTMENT BUILdING HEATING, LILLEHAMMEr, NOrWAY

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin WitH BiOmaSS–OiL cOmBinatiOn 350 KW + 550 KW

3,2 X 3 X 13,8 M SMArT MAGNUM CABIN WITH 2 X 4000 L OF ACCUMULATION TANK STOrAGE, 1+1 HEATING CIrCUIT, 2 X 12 M 

CHIMNEY + CHIMNEY STrUCTUrE, MULTI-FUEL CONVEYOr CONNECTEd TO AN EXISTING SILO WITH MOVING FLOOr

 SCHOOL HEATING + APArTMENT BUILdING HEATING, LILLEHAMMEr, NOrWAY
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SUPer magnUm caBin

SMArT SUPEr MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILEr SMArT, HOrIZONTAL PELLETS SILO 
WITH MOVING FLOOr, 8000 L OF ACCUMULATION TANKS STOrAGE, SET OF EXTErNAL CONVEYOrS,

CONNECTION WITH COGENErATION 100 KWE + 200 KW, 
ST. MArIE SCHOOL, NAMUr, BELGIUM
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SMART HEATING TECHNOLOGY
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart SUPer magnUm caBin

SMArT SUPEr MAGNUM CABIN 3,2 X 3 X 16 M, WITH 300 KW BIOMASS BOILEr SMArT, HOrIZONTAL PELLETS SILO 
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 2 x 500 KW WitH 

Smart WOODcHiP/grain Dryer

SPECIAL CONTAINErISEd 2X 500KW BOILEr rOOM, dIMENSIONS 3,2 X 3 X 15,5 M, WOOdCHIP FUEL SILO LOCATEd INSIdE THE AdjACENT drYEr 
SHEd, 300 KW WOOdCHIP drYING FLOOr WITH HYdrAULIC LOAdING rAMP, 200KW drYING CONTAINEr, 6 HEATING CIrCUITS; WOOdCHIP/GrA-

IN drYEr, drYING CONTAINEr, WOrKSHOP, FArMHOUSE, HOUSE ANd COTTAGE, COMPLETE WITH AUTOMATIC CONTrOLS ANd rEMOTE WEB/
ICLOUd MONITOrING, LOCATEd, GLENFArG, PErTH, SCOTLANd
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SMART HEATING TECHNOLOGY
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Smart WOODcHiP/grain Dryer
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IN drYEr, drYING CONTAINEr, WOrKSHOP, FArMHOUSE, HOUSE ANd COTTAGE, COMPLETE WITH AUTOMATIC CONTrOLS ANd rEMOTE WEB/
ICLOUd MONITOrING, LOCATEd, GLENFArG, PErTH, SCOTLANd
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 1 000 KW

MULTI-FUEL SILO dESIGN WITH 2 X HYdrAULIC rOOFS
2 X 500 KW CASCAdE INSTALLATION, 2 X 4000 L ACCUMULATION TANKS

GrAIN drYING PLANT, LAUrENCEKIrK, SCOTLANd
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MULTI-FUEL SILO dESIGN WITH 2 X HYdrAULIC rOOFS
2 X 500 KW CASCAdE INSTALLATION, 2 X 4000 L ACCUMULATION TANKS

GrAIN drYING PLANT, LAUrENCEKIrK, SCOTLANd
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 1 250 KW

WITH CONTAINErIZEd MULTI–FUEL SILO WITH HYdrAULIC rOOF ANd MOVING FLOOr
STOrA SEGErSTAd COLLEGE, SWEdEN

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 1 250 KW

WITH CONTAINErIZEd MULTI–FUEL SILO WITH HYdrAULIC rOOF ANd MOVING FLOOr
STOrA SEGErSTAd COLLEGE, SWEdEN
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WITH CONTAINErIZEd MULTI–FUEL SILO WITH HYdrAULIC rOOF ANd MOVING FLOOr
STOrA SEGErSTAd COLLEGE, SWEdEN
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SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 2000 KW

WITH HOrIZONTAL WOOd PELLETS SILO 100 M3

SMART HEATING TECHNOLOGY
Smart reference LiSt | Smart magnUm caBin 2000 KW

WITH HOrIZONTAL WOOd PELLETS SILO 100 M3



A NOSSA FORMA DE ATUAR
Smart Heating Technology s.r.o.
 
 Avaliamos a situação existente 
 
 Desenvolvemos as soluções técnicas    
 
 Elaboramos o estudo de viabilidade económica  

 Fabricamos por medida  
 
 Fornecemos e instalamos 
 
 Monitorizamos a instalação 24/7 
 
 Disponibilizamos assistência e manutenção 
 
 Fornecemos combustível
 

1

2

3

4

5

6

7

8

Analisamos com rigor 
as necessidades

Fabricamos por 
medida 

Preocupamo-nos com os 
nossos clientes

Parceiro:

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

For more technical information and prices, 
please contact our Sales Department:
Phone: +420 777 960 560
  +420 734 751 655
  +420 777 258 481
Email: Sales@SmartHeating.cz
  Info@SmartHeating.cz

Portugal


