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智能工业园
捷克共和国 俄斯特拉发－巴尔多维切

智能工业园位于捷克共和国的第三大城市旁，与国际高速公路连接，使货物易于运输到奥地利、德国、意
大利、法国等其它欧洲国家

另外一个优势是最大的原料供应商距离工业园只有1公里。
所有的产品运输都是通过自有货车完成。

www.smartheating.cz



智慧热能科技公司

•	 完整热能供应解决方案和其配件之设计师和制造商
•	 自动化生物质锅炉智慧型 60-100千瓦
•	 自动化生物质锅炉智慧型 150–500–1500千瓦
•	 移动式和预先制造锅炉房
•	 特殊燃料运输机和筒仓解决方案
•	 加热回路液压测量和法规系统
•	 特殊过滤组件
•	 产品制造商

“一个屋檐下” 公司 

智能工业园
捷克共和国 俄斯特拉发－巴尔多维切

可靠的工艺及良好的信用，使之在国内外都有合作伙伴。订单数量灵活性强，小量、中量或大量也可。

	 成立时间:	 2001

	 生产区域:	 18 000 平方米

	 员工人数:	 300

智慧型锅炉技术参数
标志  150 180 220 250 300 350 400 450 500
额定功率  Pn 千瓦 150 180 220 250 300 350 400 450 500
部分负荷(功率)  Pp 千瓦 40 45 55 65 75 90 100 115 140
锅炉效率于 Pn % 95 95 95 95 95 95 95 95 95
锅炉效率于 Pp % 96 96 96 96 96 96 96 96 96
锅炉种类  5 5 5 5 5 5 5 5 5

效率 96 %
手机控制
互联网控制

*根据燃料成分和测试！



智能贸易公司

•	 不同的金属板机械部件之制造商采用CNC数控技术:
•	 电信箱 (室内/室外)
•	 钢圈和电子结构性机械部件
•	 结构性外框、金属复盖板、电力产业和电信业的大电流电子组件
•	 电子工程铜制产品
•	 工业货架储放系统
•	 各式锅炉盖

智能涂装公司 

•	 连续、全自动涂装线的粉末涂料
•	 6个手动应用站内的粉末涂料
•	 丝印
•	 湿涂料应用,2个工作站
•	 剪切图形 (自粘铝箔)

一个屋檐下”之其他制造过程:

•	 焊接和打磨 (TIG、MIG方法、点焊、机动雷射焊接)
•	 钻削、钻孔、镟制、铣、磨面
•	 接头加工制造、半自动紧固冲压、铆接
•	 最后组装加工制造、绝缘和垫片应用

•	 全铜件加工
•	 金属板保护膜应用
•	 硬模 (160吨冲压)
•	 表面处理：粉末和液体涂喷、镀锌、镀锡、镀镍、阳极处理
•	 视觉设计



SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

欲了解更多技术信息和价格，请与我们销售部门联系：

电话:	 +420 777 960 560
		  +420 777 258 481
电邮:	 Info@SmartHeating.cz 合作伙伴: :

未来扩展计划 

现有建筑

计划的第三阶段



纯自然
客户经济节约

舒适用户

自动化生物质锅炉

智慧型 150–500–1 500 千瓦

  全自动、环保型优质特性锅炉  技术方案灵活性  多种燃料可能性  经济环保操作  

  9种锅炉输出性能等级  效率96%  输出调节 30-100%  含氧传感器  陶瓷燃烧器选择  

 震动式燃烧器板选择  低维护和服务需求  加热回路调节  阶式蒸发器装置解决方案  

  手机操控  网络操控  移动槽解决方案  特殊锅炉配件



自动化生物质锅炉 

智慧型150–500–1 500千瓦

新锅炉设计 

智慧型锅炉应用选择 
震动燃烧器板

新设计特色 

陶瓷燃烧器

ČSN-EN 303.5/2013

ISO 9001:2009

相关:

 公寓大楼
 多功能建筑大楼
 购物中心
 生产厂房及工业物业和仓库场地
 农业、水场养殖和园艺农场
 酒店/汽车旅馆/养生健康中心/游泳池
 运动场馆
 市府大楼
 学校、医院、警察和军队复合式大楼
 市辖区

*根据燃料成分和测试！
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

单位换算

1 吉焦= 1000 百万焦耳

1 吉焦 = 277, 778 千瓦时 1 GJ = 0,278 百万瓦时

1 吉焦 = 238 846 千卡

燃料－热值

1 公斤 – 木材颗粒 = 16,5–18,5 百万焦耳 = 4,6–5,1千瓦时

1 公斤 – 褐煤 = 10,5–17,2 MJ = 2,9–4,8千瓦时

1公斤 – 木片水份 10 % = 16,4 MJ = 4,6千瓦时

1公斤 – 木片水份20 % = 14,3 MJ = 4,0千瓦时

1公斤 – 木片水份 30 % = 12,2 MJ = 3,4千瓦时

1公斤 – 木片水份 40 % = 10,1 MJ = 2,8千瓦时

1 立方米 – 天然气 = 37,82 MJ = 10,5 千瓦时

1. 	 通道和操作桶分离阀
2. 	 作业燃料桶
3. 	 燃料量传感器
4. 	 移动地板机械装置
5. 	 进给丝杠
6. 	 主要风机
7. 	 次要风机
8. 	 主燃烧器环
9. 	 光栅/震动轮
10. 上/下燃烧器环
11. 	耐热陶瓷
12. 	控制单元西门子
13. 	控制单元盖与显示器
14. 	配件
	 – 点火枪
	 – 紧急灭火机构
	 – 安全温度传感器
15. 	换热器阀伺服驱动器
16. 	加热换热器含紊流器
17. 	燃烧室灰尘桶
18. 	换热器灰尘桶－可选购
19. 	烟囱扩充盒

智慧型300-500千瓦－内部检视－前方

智慧型300-500千瓦－内部检视－侧边

20. 	保险丝
21. 	主开关
22. 	维修小门
23. 	维修大门
24. 	光栅/震动机构装置
25. 	主要空气通道
26. 	灰尘螺丝
27. 	底部绝缘
28. 	底部高温换热器绝缘
29. 	换热器除尘 － 可选购
30. 	紊流器
31. 	含氧传感器
32. 	双锅炉绝缘
33. 	紊流器驱动马达

手机操控
网络操控
移动槽解决方案

智慧型锅炉操作数据

锅炉技术数据

标志 150 180 200 220 250 300 350 400 450 500

额定功率Pn 千瓦 150 180 199 220 250 300 350 400 450 500

部分负荷(功率) Pp 千瓦 40 45 50 55 65 75 90 100 115 140

锅炉效率 Pn % >95 >95 >95 >95 >95 >95 >95 >95 >95 >95

锅炉种类 5 5 5 5 5 5 5 5 5 5

水

水量 l 380 420 460 460 500 690 740 790 850 900

水路管道直径 " 3 3 3 3 3 4 4 4 4 4

水路管道直径 DN 80 80 80 80 80 100 100 100 100 100

锅炉液压压力下降当温度下降20° 毫巴 65 73 80 80 87 95 102 110 122 130

锅炉温度 °C 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90*

回收水的最低温度 °C 55 55 55 55 55 55 55 55 55 55

最大工作压力 巴 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5

测试压力 巴 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

熔炉温度 °C 900-1100

熔炉压力 毫巴 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04

所需烟囱吸力 毫巴 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2

强制通风需求 是 是 是 是 是 是 是 是 是 是

在Pn的燃烧温度 °C 96,6 97,2 104,9 98 96,6 99,6 99,3 98,9 98,2 97,2

在Pp的燃烧温度 °C 63,1 63,1 72,4 63,1 63,1 63,1 62,9 62,7 62,4 62,2

烟气管道直径 毫米 220 220 220 220 220 300 300 300 300 300

烟囱直径 毫米 250 250 250 250 250 350 350 350 350 350

EN14961标准之燃料分类

木材颗粒－C1 已检
测燃
料

D6, M10, A1,5, DU90,0

木片 - B1 P45, M30, A3.0
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*只有当特定条件满足时，锅炉可在90°C下进行操作
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自动化生物质锅炉

智慧型150–500千瓦
完整技术规格

  技术150-250千瓦尺寸和重量  技术300-500千瓦尺寸和重量

 150-500千瓦技术工作范围  技术规格 150-500千瓦

 已认证的操作值150-500千瓦

纯自然
客户经济节约

舒适用户
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出水口DN80/PN6

进水口DN80/PN6

燃烧室进/出水阀3/4“

加热换热器进/出水阀3/4“

烟囱出口 平均220毫米

有限空间的选择

150 180 200 250

A 2825 2825 2825 2825

B 1750 1870 1990 2110

C 2160 2280 2400 2520

D 580 700 820 940

E 1820 1820 1820 1820

F 1345 1345 1345 1345

G 1570 1570 1570 1570

H 715 715 715 715

CH 600 600 600 600

重量

燃烧室 150 – 250 千瓦 1 210 kg 总重量

换热机 150 1 050 kg 2 260 kg

换热机 180 1 150 kg 2 360 kg

换热机 200 1 200 kg 2 410 kg

换热机 250 1 300 kg 2 510 kg

1

2

3

4

5

*

右侧

自动化生物质锅炉 

智慧型150–250千瓦

技术150-250千瓦尺寸和重量

全自动、环保型优质特性锅炉!

 纯自然  客户经济节约  舒适用户

ČSN-EN 303.5/2013

ISO 9001:2009

左侧
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 纯自然  客户经济节约  舒适用户

300 350 400 450 500

A 2940 2940 2940 2940 2940

B 2080 2200 2320 2440 2560

C 2480 2600 2720 2840 2960

D 820 940 1060 1180 1300

E 1995 1995 1995 1995 1995

F 1560 1560 1560 1560 1560

G 1790 1790 1790 1790 1790

H 750 750 750 750 750

CH 655 655 655 655 655

重量

燃烧室 300 – 500 千瓦 1 550 kg 总重量

换热机 300 1 500 kg 3 050 kg

换热机 350 1 600 kg 3 150 kg

换热机 400 1 700 kg 3 250 kg

换热机 450 1 800 kg 3 350 kg

换热机 500 1 950 kg 3 500 kg

右侧 左侧

自动化生物质锅炉 

智慧型300–500千瓦

技术300-500千瓦尺寸和重量 ČSN-EN 303.5/2013

ISO 9001:2009

全自动、环保型优质特性锅炉!
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出水口DN100/PN6

进水口DN100/PN6

燃烧室进/出水阀3/4“

加热换热器进/出水阀3/4“

烟囱出口 平均200毫米

有限空间的选择

1

2

3

4

5

*
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自动化生物质锅炉 

智慧型150–500千瓦

技术工作范围150–500千瓦 ČSN-EN 303.5/2013

ISO 9001:2009

600

600

500

950

1200

700

600

1450

全自动、环保型优质特性锅炉!

智慧型150–250千瓦

智慧型300–500千瓦

 纯自然  客户经济节约  舒适用户
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智慧型锅炉操作数据

锅炉技术数据

标志 150 180 200 220 250 300 350 400 450 500

额定功率Pn 千瓦 150 180 199 220 250 300 350 400 450 500

部分负荷(功率) Pp 千瓦 40 45 50 55 65 75 90 100 115 140

锅炉效率 Pn % >95 >95 >95 >95 >95 >95 >95 >95 >95 >95

锅炉种类 5 5 5 5 5 5 5 5 5 5

水

水量 l 380 420 460 460 500 690 740 790 850 900

水路管道的直径 " 3 3 3 3 3 4 4 4 4 4

水路管道的直径 DN 80 80 80 80 80 100 100 100 100 100

锅炉的液压压力下降当温度下降20° 毫巴 65 73 80 80 87 95 102 110 122 130

锅炉温度 °C 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90* 60-90*

回收水的最低温度 °C 55 55 55 55 55 55 55 55 55 55

最大工作压力 巴 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5 3,5

测试压力 巴 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

熔炉温度 °C 900-1100

熔炉压力 毫巴 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04 -0,04

所需烟囱吸力 毫巴 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2 0,2

强制通风需求 是 是 是 是 是 是 是 是 是 是

在Pn的燃烧温度 °C 96,6 97,2 104,9 98 96,6 99,6 99,3 98,9 98,2 97,2

在Pp的燃烧温度 °C 63,1 63,1 72,4 63,1 63,1 63,1 62,9 62,7 62,4 62,2

烟气管道直径 毫米 220 220 220 220 220 300 300 300 300 300

烟囱直径 毫米 250 250 250 250 250 350 350 350 350 350

EN14961标准之燃料分类

木材颗粒－C1 已检测
燃料

D6, M10, A1,5, DU90,0

木片－B1 P45, M30, A3.0

电力装置

电力连结 3+N+PE 50Hz 230/400V TN-C-S

输送机 瓦 550 550 550 550 550 550 550 550 550 550

螺旋推运进料机 瓦 550 550 550 550 550 550 550 550 550 550

热换器清洗机 瓦 550 550 550 550 550 2 x 550 2 x 550 2 x 550 2 x 550 2 x 550

除尘机 瓦 550 550 550 550 550 550 550 550 550 550

主要空气风扇 瓦 66 66 66 66 66 66 66 66 66 66

次要空气风扇1 瓦 66 66 66 66 66 170 170 170 170 170

次要空气风扇2 瓦 66 66 66 66 66 170 170 170 170 170

烟囱排气扇 瓦 300 300 300 300 300 1100 1100 1100 1100 1100

电力点火 瓦 1600 1600 1600 1600 1600 1600 1600 1600 1600 1600

分离瓣阀 瓦 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5 6,5

总共 瓦 4304,5 4304,5 4304,5 4304,5 4304,5 4762,5 4762,5 4762,5 4762,5 4762,5

*只有当特定条件满足时，锅炉可在90°C下进行操作

自动化生物质锅炉 

智慧型150–500千瓦

技术规格150–500 kW

全自动、环保型优质特性锅炉!

 纯自然  客户经济节约  舒适用户

ČSN-EN 303.5/2013

ISO 9001:2009
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SMART 150 SMART 180 SMART 200

木材颗粒 木片 木材颗粒 木片 木材颗粒 木片

额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度

测量值

额定散热能力 千瓦 150 150 150 150 180 180 180 180 199 199 199 199

燃烧物温度 °C 116,1 72,4 96,6 63,1 111,4 70,8 97,2 63,1 96,1 73,1 104,9 72,4

燃料消耗量 公斤/小时 36,30 9,78 37,18 9,45 42,50 11,10 44,80 11,30 42,60 12,48 50,60 14,50

给水温度 °C 60,2 67,1 60,3 62,4 59,5 65,7 60,0 61,4 57,8 67,2 55,0 71,3

出水温度 °C 80,5 85,2 78,8 79,2 79,1 83,3 78,0 78,4 73,0 82,6 77,1 79,0

冷却水温度 °C 9,6 11,1 9,6 11,0 9,6 11,1 9,6 11,0 11,1 7,8 10,6 11,5

冷却水流量 立方米/小时 6,733 2,033 7,080 1,950 8,433 2,401 9,034 2,304 2,695 0,650 2,673 0,755

锅炉后方压力 帕 125,0 35,0 125,0 35,0 126,0 33,0 126,0 33,0 130,0 30,0 130,0 30,0

环境温度 °C 24,0 26,3 24,2 22,6 24,0 25,3 25,0 23,0 25,2 24,9 24,1 26,2

空气相对湿度 % 45,3 44,7 38,6 37,2 45,0 44,5 40,0 39,0 42,3 41,1 41,0 40,0

气压 千帕 99,23 99,24 99,10 99,20 99,00 99,25 99,00 99,22 98,92 98,95 99,07 99,07

烟气分析

O2 氧气 % 8,12 12,66 8,08 11,40 7,92 12,39 7,89 11,46 8,02 12,71 8,02 12,71

二氧化碳CO2 % 11,37 7,28 11,61 8,70 11,43 7,65 11,73 8,65 11,79 7,53 11,79 7,53

一氧化碳CO ppm 46 175 100 146 49 171 93 153 58 181 58 181

高级烃OGC ppm 4 2 3 5 4 3 3 5 7 4 7 4

氮氧化物Nox ppm 81 47 83 55 81 49 84 54 65 38 65 38

灰尘 毫克/立方米 28 17 52 41 29 44 47 41 29 18 51 44

氧气O2 = 10%

一氧化碳CO 毫克/立方米 49 289 106 209 51 275 97 220 62 301 112 244

高级烃OGC 毫克/立方米 2 1 1 3 2 2 1 3 10 8 2 4

氮氧化物Nox 毫克/立方米 143 126 144 130 140 127 144 127 113 102 151 120

灰尘 毫克/立方米 24 23 44 47 25 25 39 47 25 25 44 51

辅助燃烧值（固体燃料）

气体质量流量 公斤/秒 0,109 0,044 0,099 0,033 0,126 0,047 0,117 0,040 0,155 0,053 0,148 0,066

化学计量的氧气值 立方米/公斤 0,957 0,957 0,832 0,832 0,957 0,957 0,832 0,832 0,949 0,948 0,848 0,848

理论空燃比值 立方米/公斤 4,559 4,556 3,963 3,960 4,559 4,556 3,963 3,958 4,520 4,512 4,037 4,036

干燥燃烧物的化学计量容积 立方米/公斤 4,448 4,445 3,884 3,881 4,448 4,445 3,884 3,879 4,445 4,438 3,949 3,948

理论空燃倍数 1,61 2,48 1,61 2,16 1,59 2,41 1,59 2,19 1,61 2,51 1,60 2,50

干燥燃烧物容积，实际 立方米/公斤 7,436 11,573 6,474 8,622 7,400 11,107 6,397 8,669 7,411 11,553 6,435 10,048

燃烧空气中的H2O量 立方米/公斤 0,102 0,177 0,076 0,089 0,100 0,164 0,081 0,114 0,101 0,150 0,081 0,140

燃烧物中的H2O量 立方米/公斤 0,956 1,032 0,922 0,935 0,954 1,019 0,927 0,942 0,867 0,916 0,956 1,015

最大量 % 19,01 19,01 19,37 19,37 19,01 19,01 19,40 19,40 19,60 19,66 19,22 19,22

计算值 - 热度概要

燃烧物的感热损失 (烟囱) % 6,4 4,7 4,8 3,5 6,0 4,5 4,8 3,5 4,5 4,5 5,3 4,5

燃烧的气体损失 % 0,0 0,2 0,1 0,1 0,0 0,2 0,1 3,5 0,0 0,2 0,0 0,2

燃烧的机构装置的损失 % 0,1 0,1 0,3 0,3 0,1 0,1 0,3 0,1 0,1 0,2 0,0 0,1

转至环境中的热能损失 % 0,8 1,1 0,8 2,1 0,8 1,2 0,8 0,4 0,6 0,9 0,6 0,7

总损失 % 7,3 6,1 6,0 6,0 6,9 6,0 5,9 5,9 5,2 5,8 6,0 5,4

效率－间接法 % 92,7 93,9 94,0 94,0 93,1 94,0 94,1 94,1 94,8 94,2 94,0 94,6

热能输入 千瓦 167,0 45,0 158,9 40,4 195,4 51,1 191,7 48,3 203,3 59,5 216,8 62,1

散热能力 千瓦 159,2 43,0 152,0 38,4 186,1 48,8 183,0 46,0 193,7 56,6 206,2 59,3

散热能力测定之不确定性 %+/- 6,7 1,8 6,4 1,6 7,8 2,0 7,7 1,9 8,1 2,4 8,7 2,5

效率－直接法 % 95,3 95,6 95,6 95,1 95,0 95,0 95,5 95,2 95,3 95,1 95,1 95,5

容量/额定输出 % 106,1 28,7 101,3 25,6 103,4 27,1 101,5 25,6 97,3 28,4 103,6 29,8

自动化生物质锅炉

智慧型150-200千瓦

 测量  符合EN303.5规范 5.3.1法规

自动化生物质锅炉 

智慧型150–200千瓦

已认证的操作值150–200千瓦

全自动、环保型优质特性锅炉!

ČSN-EN 303.5/2013

ISO 9001:2009

 纯自然  客户经济节约  舒适用户
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SMART 250 SMART 300 SMART 350

木材颗粒 木片 木材颗粒 木片 木材颗粒 木片

额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度

测量值

额定散热能力 千瓦 250 250 250 250 300 300 300 300 350 350 350 350

燃烧物温度 °C 100,4 66,9 98,6 63,1 92,5 64,2 99,6 63,1 93,8 63,1 99,3 62,9

燃料消耗量 公斤/小时 56,90 14,20 62,70 15,60 67,15 16,42 75,50 18,70 78,90 18,50 86,90 20,80

给水温度 °C 57,9 62,4 59,4 59,1 56,7 60,0 59,0 57,4 58,4 60,6 59,3 57,7

出水温度 °C 75,7 78,9 76,1 76,4 73,3 75,8 74,7 75,0 75,5 76,1 75,0 74,5

冷却水温度 °C 9,6 11,0 9,6 11,0 9,6 11 9,6 11,0 9,5 10,7 9,6 11,0

冷却水流量 立方米/小时 12,400 3,300 13,600 3,130 15,234 3,873 16,850 3,720 17,272 4,492 19,438 4,428

锅炉后方压力 帕 128,0 28,0 128,0 28,0 130,0 25,0 130,0 25,0 151,0 25,0 150,0 25,0

环境温度 °C 24,3 23,1 25,7 23,3 24,4 21,5 26,4 23,6 26,0 23,0 27,0 24,0

空气相对湿度 % 43,7 44,0 44,1 43,9 42,9 43,7 46,9 47,2 37,0 38,0 41,0 41,0

气压 千帕 99,21 99,30 99,10 99,30 99,20 99,30 99,10 99,30 99,20 99,30 99,07 99,22

烟气分析

O2 氧气 % 7,45 11,77 7,43 11,59 7,12 11,32 7,11 11,68 7,59 10,37 7,17 11,20

二氧化碳CO2 % 11,56 8,51 12,10 8,53 11,66 9,13 12,35 8,44 11,46 9,61 12,15 8,88

一氧化碳CO ppm 55 162 75 169 59 155 63 180 82 133 101 173

高级烃OGC ppm 3 5 4 6 2 6 4 7 6 5 3 6

氮氧化物Nox ppm 80 52 86 50 80 55 87 48 74 61 93 56

灰尘 毫克/立方米 33 26 34 41 35 31 25 41 30 30 45 54

氧气O2 = 10%

一氧化碳CO 毫克/立方米 55 243 77 246 58 220 63 265 87 182 101 246

高级烃OGC 毫克/立方米 1 3 2 4 1 4 2 4 3 3 2 4

氮氧化物Nox 毫克/立方米 134 128 143 121 130 129 142 116 124 129 153 128

灰尘 毫克/立方米 26 31 28 48 27 35 20 48 24 32 25 48

辅助燃烧值（固体燃料）

气体质量流量 公斤/秒 0,167 0,055 0,160 0,055 0,196 0,060 0,191 0,066 0,236 0,064 0,224 0,070

化学计量的氧气值 立方米/公斤 0,958 0,957 0,832 0,831 0,958 0,957 0,832 0,830 0,958 0,957 0,832 0,830

理论空燃比值 立方米/公斤 4,560 4,557 3,963 3,953 4,560 4,558 3,963 3,950 4,560 4,558 3,962 3,951

干燥燃烧物的化学计量容积 立方米/公斤 4,449 4,446 3,883 3,874 4,449 4,446 3,883 3,871 4,449 4,447 3,882 3,872

理论空燃倍数 1,54 2,25 1,54 2,25 1,50 2,14 1,50 2,23 1,56 1,99 1,51 2,19

干燥燃烧物容积，实际 立方米/公斤 7,315 10,021 6,217 8,779 7,254 9,245 6,088 8,857 7,388 8,843 6,191 8,481

燃烧空气中的H2O量 立方米/公斤 0,095 0,133 0,091 0,172 0,091 0,111 0,099 0,124 0,087 0,098 0,089 0,174

燃烧物中的H2O量 立方米/公斤 0,949 0,988 0,937 0,959 0,946 0,966 0,945 0,971 0,942 0,953 0,935 0,953

最大量 % 19,01 19,00 19,37 19,40 19,01 19,01 19,37 19,36 19,01 19,01 19,40 19,40

计算值 - 热度概要

燃烧物的感热损失 (烟囱) % 5,2 4,0 4,7 3,5 4,6 3,6 4,7 3,5 4,7 3,3 4,7 3,3

燃烧的气体损失 % 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1 0,0 0,1

燃烧的机构装置的损失 % 0,0 0,1 0,3 0,5 0,0 0,1 0,3 0,6 0,0 0,1 0,3 0,6

转至环境中的热能损失 % 0,7 1,6 0,7 1,6 0,7 1,8 0,6 1,4 0,6 1,4 0,5 1,2

总损失 % 6,0 5,8 5,7 5,7 5,4 5,6 5,5 5,5 5,3 4,9 5,4 5,1

效率－间接法 % 94,0 94,2 94,3 94,3 94,6 94,4 94,5 94,5 94,7 95,1 94,6 95,0

热能输入 千瓦 261,5 65,3 268,1 66,8 308,8 75,5 322,7 80,0 363,0 85,2 371,4 89,0

散热能力 千瓦 248,8 62,2 255,4 63,7 293,6 71,8 307,1 76,4 345,8 81,4 354,5 85,2

散热能力测定之不确定性 %+/- 10,4 2,6 10,7 2,7 12,3 3,0 12,9 3,2 14,5 3,4 14,9 3,6

效率－直接法 % 95,0 95,0 95,3 95,4 95,1 95,0 95,2 95,5 95,3 95,5 95,4 95,7

容量/额定输出 % 99,5 24,9 102,0 25,5 97,9 23,9 102,4 25,5 98,8 23,3 101,6 24,7

 测量  符合EN303.5规范 5.3.1法规

自动化生物质锅炉 

智慧型250–350千瓦

已认证的操作值250–350千瓦

全自动、环保型优质特性锅炉!

自动化生物质锅炉

智慧型250-350千瓦

 纯自然  客户经济节约  舒适用户

ČSN-EN 303.5/2013

ISO 9001:2009
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SMART 400 SMART 450 SMART 500

木材颗粒 木片 木材颗粒 木片 木材颗粒 木片

额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度 额定 最低限度

测量值

额定散热能力 千瓦 400 400 400 400 450 450 450 450 500 500 500 500

燃烧物温度 °C 95,1 62,0 98,9 62,7 96,3 60,9 98,6 62,4 97,6 59,8 98,2 62,2

燃料消耗量 公斤/小时 90,70 20,60 98,30 22,90 102,48 22,74 109,60 25,00 114,26 24,85 121,00 27,12

给水温度 °C 60,2 61,1 59,7 57,9 61,9 61,7 60,0 58,2 63,6 62,2 60,3 58,4

出水温度 °C 77,8 76,5 75,4 74,1 80,0 76,8 75,7 73,6 82,2 77,1 76,0 73,1

冷却水温度 °C 9,4 10,4 9,6 11,0 9,3 10,0 9,6 11,0 9,2 9,7 9,6 11,0

冷却水流量 立方米/小时 19,311 5,110 22,025 5,135 21,349 5,729 24,613 5,843 23,387 6,347 27,200 6,550

锅炉后方压力 帕 173,0 25,0 170,0 26,0 194,0 25,0 190,0 26,0 215,0 25,0 210,0 26,0

环境温度 °C 27,0 24,0 28,0 24,0 29,0 25,7 28,5 24,6 30,2 27,1 29,2 24,9

空气相对湿度 % 32,0 33,0 35,0 35,0 27,0 28,0 29,5 28,6 21,1 22,8 23,7 22,4

气压 千帕 99,10 99,30 99,05 99,15 99,20 99,30 99,02 99,07 99,20 99,30 98,99 98,99

烟气分析

O2 氧气 % 8,06 9,43 7,24 10,73 8,52 8,48 7,30 10,25 8,99 7,53 7,36 9,77

二氧化碳CO2 % 11,26 10,10 11,95 9,31 11,05 10,58 11,74 9,75 10,85 11,06 11,54 10,18

一氧化碳CO ppm 105 111 139 167 128 89 176 160 151 67 214 153

高级烃OGC ppm 9 3 2 6 13 2 1 5 16 0 0 4

氮氧化物Nox ppm 68 67 100 65 62 72 106 73 56 78 112 81

灰尘 毫克/立方米 25 29 66 67 19 28 86 79 14 27 106 92

氧气O2 = 10%

一氧化碳CO 毫克/立方米 116 144 140 227 144 106 178 207 173 68 216 188

高级烃OGC 毫克/立方米 5 2 1 3 6 1 1 3 8 0 0 2

氮氧化物Nox 毫克/立方米 118 130 164 139 111 130 174 151 105 130 185 162

灰尘 毫克/立方米 20 29 30 48 17 25 34 48 13 22 39 48

辅助燃烧值（固体燃料）

气体质量流量 公斤/秒 0,276 0,068 0,257 0,074 0,316 0,072 0,290 0,077 0,356 0,076 0,323 0,081

化学计量的氧气值 立方米/公斤 0,958 0,957 0,832 0,830 0,958 0,957 0,831 0,830 0,958 0,957 0,831 0,830

理论空燃比值 立方米/公斤 4,560 4,559 3,961 3,951 4,560 4,559 3,960 3,952 4,560 4,559 3,959 3,952

干燥燃烧物的化学计量容积 立方米/公斤 4,449 4,447 3,882 3,872 4,448 4,448 3,881 3,873 4,448 4,448 3,880 3,873

理论空燃倍数 1,62 1,85 1,52 2,08 1,67 1,70 1,52 1,96 1,73 1,55 1,53 1,85

干燥燃烧物容积，实际 立方米/公斤 7,521 8,442 6,294 8,106 7,655 8,040 6,396 7,730 7,788 7,638 6,499 7,354

燃烧空气中的H2O量 立方米/公斤 0,082 0,085 0,080 0,134 0,078 0,072 0,070 0,093 0,073 0,059 0,060 0,053

燃烧物中的H2O量 立方米/公斤 0,937 0,940 0,926 0,935 0,933 0,927 0,916 0,917 0,928 0,914 0,906 0,899

最大量 % 19,01 19,01 19,37 19,36 19,00 19,01 19,37 19,36 19,01 19,01 19,37 19,36

计算值 - 热度概要

燃烧物的感热损失 (烟囱) % 4,8 3,0 4,7 3,2 4,8 2,6 4,6 3,0 4,9 2,3 4,6 2,8

燃烧的气体损失 % 0,1 0,1 0,1 0,1 0,1 0,0 0,1 0,1 0,1 0,0 0,1 0,1

燃烧的机构装置的损失 % 0,0 0,1 0,4 0,6 0,0 0,1 0,4 0,5 0,0 0,1 0,4 0,5

转至环境中的热能损失 % 0,5 1,1 0,5 0,9 0,3 0,7 0,3 0,7 0,2 0,3 0,2 0,4

总损失 % 5,3 4,2 5,4 4,6 5,2 3,4 5,3 4,2 5,2 2,7 5,2 3,7

效率－间接法 % 94,8 95,9 94,7 95,4 94,8 96,6 94,7 95,9 94,8 97,3 94,8 96,3

热能输入 千瓦 417,2 94,9 420,1 98,1 471,3 104,6 468,7 107,1 525,5 114,3 517,4 116,1

散热能力 千瓦 398,0 91,0 401,8 94,0 450,2 100,6 449,2 102,7 502,4 110,2 496,5 111,5

散热能力测定之不确定性 %+/- 16,7 3,8 16,9 4,0 18,9 4,2 18,9 4,3 21,1 4,6 20,9 4,7

效率－直接法 % 95,4 95,9 95,6 95,8 95,5 96,2 95,8 96,0 95,6 96,4 96,0 96,1

容量/额定输出 % 99,5 22,8 100,9 23,9 100,0 22,4 100,1 23,1 100,5 22,0 99,3 22,3

自动化生物质锅炉 

智慧型400–500千瓦

已认证的操作值400–500千瓦

全自动、环保型优质特性锅炉!

自动化生物质锅炉

智慧型400-500千瓦

 测量  符合EN303.5规范 5.3.1法规

 纯自然  客户经济节约  舒适用户

ČSN-EN 303.5/2013

ISO 9001:2009
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我们如何与客户合作
Smart Heating Technology s.r.o.
	
	 评估目前状况/状态 
	
	 技术解决方案处理 
	
	 计算费用和可回收性 

	 生产精确 
	
	 运送及安装 
	
	 监控装置24/7 
	
	 维修及定期维护 
	
	 燃料供应
	

2

3

4

5

6

7

8

正确分析

客制生产

关心客户

Smart Heating Technology s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

欲了解更多技术信息和价格，请与我们销售部门联系:
电话: +420 777 960 560
	 +420 734 751 655
	 +420 777 258 481
电邮: Sales@SmartHeating.cz
	 Info@SmartHeating.cz 合作伙伴:
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自动化生物质锅炉

智慧型 60–100 千瓦

  全自动环保型优质特性锅炉  技术方案灵活性 
 多种燃料可能性  经济环保操作  3 种锅炉输出性能等级_ 效率 90%  输出调节 30-100%   

 含氧传感器  不锈钢燃烧器与清洗机构  低维护和服务需求  加热回路调节  阶式蒸发器装置
解决方案  手机操控_互联网控制  移动式集装箱解决方案  特殊锅炉配件

纯自然
客户经济节约

舒适用户



自动化生物质锅炉  

智慧型60–100 千瓦

锅炉设计特色 

智慧型锅炉应用选择 

ČSN-EN 303.5/2013

ISO 9001:2009

相关:

 大量房屋和较小规模:
 公寓大楼
 多功能建筑大楼
 生产厂房及工业物业和仓库场地
 农业、水场养殖和园艺农场

 酒店／汽车旅馆／养生健康中心／游泳池 
 体育建筑
 市府大楼
 学校、医院、警察和军队复合式大楼

*根据燃料成分和测试！



名称 60 80 100
额定功率 Pn 千瓦 60 80 100
部分负荷 Pmin 千瓦 17 23 29
锅炉效率  于 Pn % 90 89,4 88,2
锅炉效率于 Pmin % 89,1 88,5 87,7
锅炉种类 5 5 5
噪音水平 分贝 < 65 < 65 < 65
重量 公斤 783 997 1042
水
水量 升 129 105 105
水路管道直径 “ 2 2 2
水路管道直径 DN 50 50 50
在10℃温度梯度下液压锅炉损失 毫巴 17 29,9 47
在20℃温度梯度下液压锅炉损失 毫巴 4,3 7,5 11,9
锅炉温度 °C 65-90 65-90 65-90
回收水的最低温度 °C 55 55 55
最大工作压力 巴 3,5 3,5 3,5
测试压力 巴 6 6 6
炉膛温度 °C
炉膛压力 毫巴 -0,01 -0,01 -0,01
所需烟囱吸力 毫巴 0,2 0,2 0,2
人工气流需求 是 是 是
烟气温度于 Pn °C 185 195 205
烟道气的质量流率于 Pn °C 90 95 105
烟气温度于 Pmin 公斤/小时 180 240 300
烟道气的质量流率于 Pmin 公斤/小时 60 81 99
烟气体积于 Pn 立方米/小时 141 188 235
烟气体积于 Pmin 立方米/小时 47 63,5 77,6
烟气管道直径 毫米 200 200 200
烟囱直径 毫米 200 200 200
烟囱类型 防潮
燃料
最大尺寸 厘米 3 3 3
最大水分含量 % 30 30 30
电子设备
管道
总量 W 3131 3131 3131
防护等级 (IP) 41 41 41

单位换算

1 吉焦 = 1000 百万焦耳

1 吉焦 = 277, 778 千瓦时 1 吉焦 = 0,278 百万瓦时

1 吉焦 = 238 846 千卡

智慧型60–100千瓦 － 前方和侧面图 

手机操控
互联网控制
移动式集装箱解决方案

 酒店／汽车旅馆／养生健康中心／游泳池 
 体育建筑
 市府大楼
 学校、医院、警察和军队复合式大楼

说明：

1.	 主燃烧器和活动式炉排 
2.	 額外燃燒的次要凸面 
3.	 变流装置 
4.	 灰尘桶 
5.	 加热换热器含紊流器 
6.	 紊流器驱动 
7.	 控制单元西门子显示器
8.	 进给丝杠 
9.	 干扰机制 
10.	 作业燃料桶 
11.	 半成品集装箱分离挡板和燃料输送

机 
12.	 灰螺丝 
13.	 光栅马达 
14.	 作业炉门 
15.	 紊流器驱动马达 
16.	 烟囱扩充 
17.	 排气机 
18.	 进给和灰螺丝马达 
19.	 配件 
	 - 主要和次要风机
 	 - 点火枪
 	 - 紧急灭火装置 device 
20. 灭火罐含液位传感器
21. 风管清洗 
22. 双锅炉绝缘层 
 

 

1 公斤 – 木材颗粒  = 16,5–18,5 百万焦耳 = 4,6–5,1 千瓦时

1 公斤 – 褐煤 = 10,5–17,2 MJ = 2,9–4,8 千瓦时

1 公斤 – 木片水份  10 % = 16,4 MJ = 4,6 千瓦时

1公斤 – 木片水份  20 % = 14,3 MJ = 4,0 千瓦时

1 公斤 – 木片水份  30 % = 12,2 MJ = 3,4 千瓦时

1 公斤 – 木片水份  40 % = 10,1 MJ = 2,8 千瓦时

1 立方米 – 天然气 = 37,82 MJ = 10,5 千瓦时



我们如何与客户合作
Smart Heating Technology s.r.o.
	
	 评估目前状况/状态 
	
	 技术解决方案处理 
	
	 计算费用和可回收性 

	 生产精确 
	
	 运送及安装 
	
	 监控装置24/7 
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正确分析

客制生产

关心客户

合作伙伴:

Smart Heating Technology s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

欲了解更多技术信息和价格，请与我们销售部门联系:
电话: +420 777 960 560
	 +420 734 751 655
	 +420 777 258 481
电邮: Sales@SmartHeating.cz
	 Info@SmartHeating.cz



纯自然
客户经济节约

舒适用户

  钢铁支撑颗粒与遮盖结构  自动木材颗粒锅炉和自动清洁与除尘 
 效能 >90 %  输出调节 30–100 %  

 燃料箱  电力控制热风风扇组件具有0–270° 移动  全烟囱供应 
 全液压式控制  特殊操作可视化  行动电话控制  网络控制

智慧型热风机组 30–50千瓦
木屑颗粒空气处理生物质锅炉机组



智慧型热风机组 
30–50千瓦

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

电话:	 +420 777 960 560
		  +420 734 751 655
		  +420 777 258 481
电邮:	 Sales@SmartHeating.cz

装置空间需求:

气流组件尺寸
1 900 x 1 130 x 2 885 毫米

智慧型气流组件运送说明:

	 紧密钢铁支撑颗粒方便处理与定位
	 智慧型30/50 千瓦木材颗粒锅炉
	 250公斤燃料供应含燃料钻孔机
	 2 000 毫米 3层烟囱组
	 度活动范围之热风风扇组件
	 循环泵
	 排水阀
	 压力控制
	 扩充槽
	 压力释放阀
	 自动化控制通风口
	 热力表－可选购

智慧型30/50 千瓦木材颗粒锅炉特征 :

	 钢铁结构，具有重型产品寿命长之涂料处理
	 多种加油选择：钻、真空或者手动送入
	 自动操作的高级控制单元
	 高效率 －  超过 90%
	 输出调节从30至100%视实际供热需求
	 铸铁炉有可更换之燃烧器表面
	 自动电子点火
	 自洁、重直紊流热交换器
	 安全温控自动断电
	 自动除尘配有后轮平衡垃圾筒
	 利用网络或GSM来远程监控
	 整体烟道风扇 － 可选购

特殊操作可视化:

温度和技术参数 单位 气流 30 千瓦 气流 50 千瓦
额定功率 千瓦 29 49,5
输出范围 千瓦 8,6 - 29 14,6 - 49,5
耗油量 公斤 x 小时 －1 1,9 - 6,6 3,44 - 11,63
效率 (额定输出) % 90,9 90,4
烟气温度额定输出 °C 94 - 148 110 - 153
锅炉种类 5 5
燃烧时间 分钟／额定输出 (以250公斤燃料储存
量为基准) 小时 147 - 42 80 - 24

产品技术参数
重量 公斤 815 920
含水量 公升 140 190

烟道直径 毫米 150 160

尺寸 （寛x深）不含烟灰盒 毫米 1130 x 1900 1130 x 1900
最大水压 巴 up to 3 up to 3
所需烟道气流 毫巴 0,1 - 0,2 0,1 - 0,3
加热水之建议操作温度 °C 60 - 80 60 - 80
给水之最低温度 °C 55 55
声功率级 分贝 57 57
输出功率 70/50 °C, 10 °C 千瓦 32,48 53,91
开放空间的空气流通范围 米 22,5 17,5
声压之中间值 分贝 64,5 67,2
产品电力参数

管道连结电压 230VAC ±10 %, 
50Hz ± 2Hz

230VAC ±10 %, 50Hz 
± 2Hz

最大电力输出 － 点火 V 1200 1200
控制单元之电力防护 IP54 IP54
锅炉线路之电力防护 IP20 IP20
燃料和其参数
木材颗粒直径 毫米 6,0 - 8,5 6,0 - 8,5
产热值 百万焦耳/公斤 大约 16 - 18 大约 16 - 18
含水量 高达 10 % 高达 10 %

含灰量 高达 1 % (0,8 - 
1,0 %) 高达 1 % (0,8 - 1,0 %)

1,5 m

0,8 m

气流组件重量
815 公斤 / 920 公斤1900

1130

2885



Purity to Nature
Savings to Clients
Comfort to Users

 Smart360°热风系统

  ABS轻型构造  15-30米360度空气流 
 不锈钢叶片用于气流控制  双镀层交换机  

 产能>10000立方米/小时  二氧化碳零排放的制热／干燥 
 对动物更友好的环境  干热  干燥废物／动物粪便 

 减少动物脚部问题因此能使用更少的抗生素 
 很大程度降低NH2水平  更高的喂养转化率  轻易预热地板 

 轻易清洗／简单保养／简易服务



Smart Air Heaters 360°
a unique air distribution unit

Smart360°热风系统包含高效热能交换机、
轴流式风扇和一个拥有独特设计的流通设备。 
由外部锅炉供应的热水会流经热能交换机，
风扇通过热能交换机吸入建筑物的空气并通过6
个送风口推出热风。

风量及风向都能通过每个送风口的风叶调整。
此机组应吊在建筑物的正中央以确保热风能理
想地送到建筑物内的每个角落。

热风能应对的最大空间为15宽30米长。

再流通通路
热风到达墙边后会溢升至天花板，
然后会再回送到热风机组，
这是自然的热风循环。

优势：
• 完美的热能递送系统
• 更低的能源成本
• 高安全系数，无明火
• 持续性的ABS材料
• 可转变为制冷系统

本产品已获得专利注册。

  Smart Air Heater 25 Smart Air Heater 50 Smart Air Heater 60 Smart Air Heater 70

空气更换率	  3 000 m3/h 10 400 m3/h 10 400 m3/h 10 400 m3/h

风扇  230 V/0,9 A
170 W/ 1400 RPM

400 V/1,3 A
600 W/900 RPM

400 V/1,3 A
600 W/900 RPM

400 V/1,3 A
600 W/900 RPM

尺寸  830 x 535 x 860 1115 x 1062 x 920 1115 x 1062 x 950 1115 x 1062 x 980

水管  G 3/4” G 1” G 5/4” G 5/4”

含水重量  32 kg 82 kg 86 kg 90 kg

  水温90-70度时的表现

周围温度 20 °C 28 kW - 1,3 m3/h -20 kPa 75 kW - 3,3 m3/h - 
37 kPa

93 kW - 4,2 m3/h - 
35 kPa

111 kW - 4,9 m3/h - 
38 kPa

含水重量  水温80-65度时的表现

周围温度 20 °C 25 kW - 1,5 m3/h - 27 kPa 66 kW - 3,9 m3/h - 
50 kPa

82 kW - 4,8 m3/h - 
47 kPa

97 kW - 5,7 m3/h - 51 
kPa

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

电话:	 +420 777 960 560
		  +420 734 751 655
		  +420 777 258 481
电邮:	 Sales@SmartHeating.cz



纯自然
客户经济节约

舒适用户

移动式生物质锅炉房

智能室 150–500–1500 千瓦

  生物质锅炉技术的智慧型150–500千瓦  石油/天然气备份锅炉可能性  全木片和木材 

颗粒料仓解决方案  全烟气方式  炉内  炉内全液压安装  测量和调节系统  96％ 

燃烧效率  技术解决方案灵活性  最终外部设计可能性+特殊设计特色



移动式生物质锅炉房 

智能室 150–500–1500 千瓦

规格及设计 

液压、烟囱和料仓 

移动式炉技术解决方案:

 左/右槽设计
 木片槽的液压盖设计
 玻璃/金属门设计
 特殊安全功能
 特殊客制外部设计

55

全技术单元
*根据要求有完整5年保修条件

合作:

尺寸和重量:

150-250千瓦：3x3x12,6米 ~ 12吨*

300-500千瓦：3,2x3x12,6米 ~ 15吨*

* 假如有需要石油/天然气供应至后备锅炉， 
则必要扩充槽1,2米以及增加重量1,5吨



自动化生物质锅炉
智慧型150–500–1500 千瓦

智慧型锅炉技术数据
标志  150 180 220 250 300 350 400 450 500
额定功率 Pn 千瓦 150 180 220 250 300 350 400 450 500
部分负荷(功率) Pp 千瓦 40 45 55 65 75 90 100 115 140
锅炉效率 Pn % 95 95 95 95 95 95 95 95 95
锅炉效率 Pp % 96 96 96 96 96 96 96 96 96
锅炉种类  5 5 5 5 5 5 5 5 5

效率96%
手机控制
网络控制

ČSN-EN 303.5/2013
ISO 9001:2009

*根据燃料成分和测试！



纯自然
客户经济节约

舒适用户

智慧型工
业供热解决方案

工业热能的不完整生物质解决方案之完整生物质解决方案包含有散热器
室内风扇、单组散热器室内风扇、监管和在线监测设施以及在线监测

  全移动式炉解决方案提供或者个别生物质锅炉解决方案提供  热水/热气供热选择 

 多栋建筑物暖气之全液压及电力解决方案  2-10个恒温器安装至每栋建筑  所有加热回路

之完整监测和管理  认证热能表安装可能性为了能源发票开立  透过网络/GSM

来远程监视和控制  工作状况交替的即时通知



移动式生物质锅炉房 
智能室150–500–1500 千瓦

效率96%
手机控制
网络控制

55

全技术单元
*根据要求有完整5年保修条件

	 公寓大楼
	 多功能建筑物
	 多功能建筑物
	 生产厂房及工业物业以及仓库大楼 
	 酒店/汽车旅馆/养生健康中心/游泳池

	 运动场馆
	 市建筑物
	 学校、医院、警察和军队复合式建筑物
	 市辖区

ČSN-EN 303.5/2013
ISO 9001:2009

智慧型工业供热解决方案应用选择:



  全移动式炉解决方案提供或者个别生物质锅炉解决方案提供  热水/热气温室供热选择 

 多个温室暖气之全液压及电力解决方案  2-4个恒温器安装至每一温室  所有加热回路 

之完整监测和管理  透过网络/GSM来远程监视和控制  工作状况交替的即时通知

智能温室
加热解决方案

温室供热之全生物质解决方案包括有室内风扇、调节和在线监测

纯自然
客户经济节约

舒适用户



内部风扇设计选择 

移动式生物质锅炉房 
智能室150–500–1500 千瓦

效率96%
手机控制
网络控制

55

全技术单元
*根据要求有完整5年保修条件

	 温室暖气－热水/热风/DHW配置
	 家禽养殖场－热水/热风/DHW配置
	 牛饲养场热水－热水/热风/DHW配置
	 猪饲养场热水－热水/热风/DHW配置

	 养鱼场－热水/热风/DHW配置
	 动物园－热水/热风/DHW配置
	 物料干燥解决方案及DHW配置

智能温室供热解决方案应用选择

ČSN-EN 303.5/2013
ISO 9001:2009
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正确分析

客制生产

关心客户

Smart Heating Technology s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

欲了解更多技术信息和价格，请与我们销售部门联系:
电话: +420 777 960 560
	 +420 734 751 655
	 +420 777 258 481
电邮: Sales@SmartHeating.cz
	 Info@SmartHeating.cz 合作伙伴:
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纯自然
客户经济节约

舒适用户

 镀锌结构设计与PUR面板规格依据客户需求  液压/手动筒仓开启设计  生物质锅炉技术智

慧型150–500–1500千瓦  石油/天然气备份锅炉可能性  全木片及木材颗粒筒仓解决方案  

 全烟气方式和烟囱供应  全液压装置供应  测量和调节系统  96%燃烧效率  

 技术解决方案灵活性  最终外部设计可能性＋特殊设计特色

预先制造之移动式锅炉房

智慧型生态房 150–500–1 500千瓦



规格及设计 

筒仓与液压及安装 

RAL 3011 RAL 9002 RAL 5010 RAL 9006 RAL 6021 RAL 7016

标准颜色设计选择:

预先制造之移动式锅炉房 

智慧型生态房 150–500–1 500千瓦

预先制造锅炉房技
术解决方案选择:

 有/无筒仓解决方案
 左/右生态房设计
 液压/手动屋顶用于 

木片锅炉房设计
 玻璃/金属门设计
 特殊安全功能
 特殊客制外部设计

生态房的最小－最大尺寸:

 3 x 3 米 － 9 x 9 米

合作:

55

全技术单元
*根据要求有完整5年保修条件

特殊锅炉房设计锅炉房设计与筒仓

锅炉房设计与筒仓

锅炉房设计

锅炉房设计



ČSN-EN 303.5 / 2013
ISO 9001:2009

预先制造锅炉房技
术解决方案选择:

 有/无筒仓解决方案
 左/右生态房设计
 液压/手动屋顶用于 

木片锅炉房设计
 玻璃/金属门设计
 特殊安全功能
 特殊客制外部设计

生态房的最小－最大尺寸:

 3 x 3 米 － 9 x 9 米

自动化生物质锅炉
智慧型150–500–1 500千瓦

效率96%
手机控制
网络控制

智慧型锅炉技术数据
标志  150 180 220 250 300 350 400 450 500
额定功率 Pn 千瓦 150 180 220 250 300 350 400 450 500
部分负荷(功率) Pp 千瓦 40 45 55 65 75 90 100 115 140
锅炉效率 Pn % 95 95 95 95 95 95 95 95 95
锅炉效率 Pp % 96 96 96 96 96 96 96 96 96
锅炉种类  5 5 5 5 5 5 5 5 5

*根据燃料成分和测试！
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正确分析

客制生产

关心客户

Smart Heating Technology s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

欲了解更多技术信息和价格，请与我们销售部门联系:
电话: +420 777 960 560
	 +420 734 751 655
	 +420 777 258 481
电邮: Sales@SmartHeating.cz
	 Info@SmartHeating.cz 合作伙伴:



存贮槽
500–5000 l

  钢铁／不锈钢材质选择  防蚀涂层处理  不同保温层厚度  不同的保温颜色 

 常规尺寸和规格选择  防冻保护加热元件选择

纯自然
客户经济节约

舒适用户



存贮槽

FE AKU

ISO 9001:2009

DN80/DN100

DN80/
DN100

B

D1

C
E

A

D2

G1/2"

G1/2"

G1/2"

M48x2

G1/2"

G1/2"

D3

D3DN80/DN100

DN100
DN80/

G1/2"

技术规格:

材质 	 钢铁 CSN 11 321	
外保护层抛光	 防腐蚀涂层
内保护层抛光 	 无处理
最大作业压力 	 0.6 兆帕 (6 巴)
最大作业温度 	 100度C
保修	 36 个月

槽之简图:

体积 A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 重量 绝缘体 THL-I (千瓦时／天)

500 1910 1565 270 40 600 700 G1/2“ 98

可卸式绝缘体
由软PUR泡沫
CELLA PV 10
百毫米所制成

2,45

750 1730 1345 300 55 790 990 G1/2“ 130 2,97

800 1830 1445 300 55 790 990 G1/2“ 135 3,12

900 1980 1595 300 55 790 990 G1/2“ 142 3,35

1000 2230 1845 300 55 790 990 G1/2“ 154 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 190 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 218 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 320 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 432 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 578 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 676 10,22

FE AKU – 存贮槽与法兰DN80/PN6连接

重量－存贮槽重量无保温，THL-I – 水温80°C的保温存贮槽之水温损失

体积 A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 重量 绝缘体 THL-I (千瓦时／天)

500 1910 1565 270 40 600 700 G1/2“ 100

可卸式绝缘体
由软PUR泡沫
CELLA PV 10
百毫米所制成

2,45

750 1730 1345 300 55 790 990 G1/2“ 132 2,97

800 1830 1445 300 55 790 990 G1/2“ 137 3,12

900 1980 1595 300 55 790 990 G1/2“ 144 3,35

1000 2230 1845 300 55 790 990 G1/2“ 156 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 192 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 220 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 322 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 434 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 580 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 678 10,22

FE AKU – 存贮槽与法兰DN100/PN6连接

重量－存贮槽重量无保温，THL-I – 水温80°C的保温存贮槽之水温损失



体积 A (mm) B (mm) C (mm) E (mm) øD1 (mm) øD2 (mm) D3 重量 绝缘体 THL-I (千瓦时／天)

500 1910 1565 270 40 600 700 G1/2“ 82

可卸式绝缘体由
软PUR泡沫CELLA 

PV 10百毫米所
制成

2,45

750 1730 1345 300 55 790 990 G1/2“ 114 2,97

800 1830 1445 300 55 790 990 G1/2“ 119 3,12

900 1980 1595 300 55 790 990 G1/2“ 126 3,35

1000 2230 1845 300 55 790 990 G1/2“ 138 3,73

1200 2050 1635 340 65 950 1150 G3/4“ 174 4,23

1500 2450 2035 340 65 950 1150 G3/4“ 202 4,94

2000 2170 1695 400 70 1200 1400 G3/4“ 304 5,74

3000 2285 1875 330 80 1400 1600 G3/4“ 416 7,23

4000 2395 1930 385 110 1600 1800 G3/4“ 562 8,78

5000 2895 2430 385 110 1600 1800 G3/4“ 660 10,22

FE AKU ST – 螺纹管G 6/4的存贮槽

重量－存贮槽重量无保温，THL-I – 水温80°C的保温存贮槽之水温损失

存贮槽

FE AKU ST

ISO 9001:2009

技术规格:

材质  	 钢铁 CSN 11 321
外保护层抛光	 防腐蚀涂层	
内保护层抛光	 无处理
最大作业压力 	 0. 6 兆帕 (6 巴)
最大作业温度 	 100度C
保修	 36 个月

槽之简图

定制槽实例 



我们如何与客户合作
Smart Heating Technology s.r.o.
	
	 评估目前状况/状态 
	
	 技术解决方案处理 
	
	 计算费用和可回收性 

	 生产精确 
	
	 运送及安装 
	
	 监控装置24/7 
	
	 维修及定期维护 
	
	 燃料供应
	

正确分析

客制生产

关心客户

合作伙伴:

Smart Heating Technology s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

欲了解更多技术信息和价格，请与我们销售部门联系:
电话: +420 777 960 560
	 +420 734 751 655
	 +420 777 258 481
电邮: Sales@SmartHeating.cz
	 Info@SmartHeating.cz

1

2

3

4

5

6

7

8



智慧型液压式舱门
 自动填充和生物质储存的单扇/双扇设计  全套液压活塞、液压式集料和总管道  抗大气降水设

计具有防潮排气系统  不同的配套坡道和防护屏障设计  远端控制  移动之光线和声音指示和
警告标示于所有通道  筒仓内物料量和自动填满设计之监管和指示 

 防掉落至筒仓之栅栏  筒仓紧急进出口的维修



ISO 9001:2009

照片集 

规格和设计:

纯自然
客户经济节约

舒适用户

智慧型液压式舱门

使用: 
外部筒仓, 地下筒仓,

集装箱筒仓

尺寸:
进出口的最小－最大尺寸: 1 x 1 米 – 6 x 6 米

SMART HEATING TECHNOLOGY s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

电话:	 +420 777 960 560
		  +420 734 751 655
		  +420 777 258 481
电邮:	 Sales@SmartHeating.cz

6068

26
44

4783

541

尺寸示例
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SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
WITH SILENCERS FOR 35DB, FIRE-PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING

DARUVAR, CROATIA 
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 UPE 160-OBVODOVÝ 
DÍLEC-1_SESTAVA 1

2 UPE 160-OBVODOVÝ 
DÍLEC-2_SESTAVA 1

3 UPE 160-OBVODOVÝ 
DÍLEC-3_SESTAVA 2

4 IPE 120-PŘÍČNÍK-
1_SESTAVA 8

5 IPE 120-PŘÍČNÍK-
2_SESTAVA 2

6 UPE 160-STOJINA-1-
SESTAVA 2

7 UPE 160-STOJINA-2-
SESTAVA 2

8 UPE 160-STOJINA-3-
SESTAVA 1

9 UPE 160-STOJINA-4-
SESTAVA 1

10 ROŠT P440-33-4 (1) 1001x1500 12
11 ROŠT P440-33-4 (2) ROŠT P 550-33/33-5 3
12 ROŠT P440-33-4 (3) ROŠT P 550-33/33-5 4
13 ROŠT P440-33-4 (4) ROŠT P 550-33/33-5 1

I_60_2017_PLOŠINA POD VZT_SESTAVA

A1 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil.
Datum.

Plocha

Košica
pátek 26. ledna 2018

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Povrch.úprava.

PLOŠINA POD VZT_DARUVAR

Materiál.
Smart kód.
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ETolerance. ČSN ISO 2768-1 Medium
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 TRKR 42,4x3,2 
(1)_I_60_2017 TRUBKA ŽEBŘÍKU-1 2

2 TRKR 42,4x3,2 
(2)_I_60_2017 TRUBKA ŽEBŘÍKU-2 2

3 PLO 50x5 (1)_I_60_2017 PÁS KLECE-1 5
4 PLO 50x5 (2)_I_60_2017 PÁS KLECE-2 2
5 TŘMEN_I_60_2017 RÁM KLECE 4
6 KONZOLA_I_60_2017 KONZOLA ŽEBŘÍKU 4
7 PŘÍČLE_I_60_2017 ŽEBŘÍKOVÁ PŘÍČLE BZP 550T (35x35) 14
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1 UPE 160-OBVODOVÝ 
DÍLEC-1_SESTAVA 1

2 UPE 160-OBVODOVÝ 
DÍLEC-2_SESTAVA 1

3 UPE 160-OBVODOVÝ 
DÍLEC-3_SESTAVA 2

4 IPE 120-PŘÍČNÍK-
1_SESTAVA 8

5 IPE 120-PŘÍČNÍK-
2_SESTAVA 2

6 UPE 160-STOJINA-1-
SESTAVA 2

7 UPE 160-STOJINA-2-
SESTAVA 2

8 UPE 160-STOJINA-3-
SESTAVA 1

9 UPE 160-STOJINA-4-
SESTAVA 1

10 ROŠT P440-33-4 (1) 1001x1500 12
11 ROŠT P440-33-4 (2) ROŠT P 550-33/33-5 3
12 ROŠT P440-33-4 (3) ROŠT P 550-33/33-5 4
13 ROŠT P440-33-4 (4) ROŠT P 550-33/33-5 1
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART WOOD CHIPS DRYER 560 KW

SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
WITH SILENCERS FOR 35DB, FIRE-PROOF FLAPS, TEMPERATURE SENSORS, MOISTURE SENSORS, REMOTE ICLOUD MONITORING

DARUVAR, CROATIA 
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SMART HOT-WATER – HOT-AIR AIR HANDLING UNIT 560 KW, AIR FLOW 32 000 M3/H, AIR TEMPERATURE WORKING RANGE 30/81,4°C, WATER FLOW 
26,01 M3/H, WATER TEMPERATURE WORKING RANGE 85/65°C, ETHYLENE-GLYCOL MIXTURE 30%, 13 120 MM X 5 995 MM GALVANIZED STEEL STRUCTURE, 

10 TONS / M2 DYNAMIC WEIGHT CAPACITY, SPECIAL PERFORATED PLATES, CORNER PLATES, WALL PROTECTION BARRIERS, MOISTURE-EXHAUSTING WALL FANS, 
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -1.1- PŘECHODOVÝ DÍL_1 1
2 -1.2- PŘECHODOVÝ DÍL_2 1
3 -1.3- ROZVOD_1 1
4 -1.4- ROZVOD_2 1
5 -1.5- ROZVOD_3 1
6 -1.6- ROZVOD_4 1
7 -1.7- SÁNÍ_1 1
8 -1.8- SÁNÍ_2 1
9 Regulační klapa 500x1500 -ovládání levé 1

10 Regulační klapa 500x1500 -ovládání pravé 1

11 Regulační klapa 1800x1800 -ovládání pravé 1
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 DOP.401.001.000_00 ČELO 1
2 DOP.401.002.000_00 STOJINA STŘEDOVÁ-ZADNÍ 7
3 DOP.401.003.000_00 STOJINA STŘEDOVÁ-PŘEDNÍ 7
4 DOP.401.004.000_00 STOJINA BOČNÍ-P-ZADNÍ 1
5 DOP.401.005.000_00 STOJINA BOČNÍ-PŘEDNÍ 1
6 DOP.401.006.000_00 STOJINA BOČNÍ-L-ZADNÍ 1
7 DOP.401.007.000_00 STOJINA BOČNÍ-L-PŘEDNÍ 1
8 DOP.401.008.000_00 ULOŽENÍ PANELU-STŘEDOVÉ 2
9 DOP.401.009.000_00 ULOŽENÍ PANELU-BOČNÍ 2
10 DOP.401.010.000_00 SPOJOVACÍ PROFIL-STŘEDOVÝ 24
11 DOP.401.011.000_00 SPOJOVACÍ PROFIL-BOČNÍ 8
12 DOP.401.012.000_00 KONZOLA H.V. 3
13 DOP.401.013.000_00 ZAJIŠTĚNÍ VRAT 28
14 DOP.401.015.000_00 PODLAHOVÝ ROŠT-1 24
15 DOP.401.016.000_00 PODLAHOVÝ ROŠT-2 24
16 DOP.401.017.000_00 PODLAHOVÝ ROŠT-3 2
17 DOP.401.018.000_00 PODLAHOVÝ ROŠT-4 2
18 DOP.401.021.000_00 PERFOROVANÝ PLECH-1 24
19 DOP.401.022.000_00 PERFOROVANÝ PLECH-2 24
20 DOP.401.023.000_00 PERFOROVANÝ PLECH-3 2
21 DOP.401.024.000_00 PERFOROVANÝ PLECH-4 2
22 DOP.255.014.000_00 ČEP 3
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1 -4.1- PŘECHODOVÝ DÍL 1
2 -4.2- SÁNÍ_1 1
3 -4.3- SÁNÍ_2 1
4 -4.4- Kovová mřížka, 500 x 500 mm, pozink 14
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 -1.1- PŘECHODOVÝ DÍL_1 1
2 -1.2- PŘECHODOVÝ DÍL_2 1
3 -1.3- ROZVOD_1 1
4 -1.4- ROZVOD_2 1
5 -1.5- ROZVOD_3 1
6 -1.6- ROZVOD_4 1
7 -1.7- SÁNÍ_1 1
8 -1.8- SÁNÍ_2 1
9 Regulační klapa 500x1500 -ovládání levé 1

10 Regulační klapa 500x1500 -ovládání pravé 1

11 Regulační klapa 1800x1800 -ovládání pravé 1
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 DOP.401.001.000_00 ČELO 1
2 DOP.401.002.000_00 STOJINA STŘEDOVÁ-ZADNÍ 7
3 DOP.401.003.000_00 STOJINA STŘEDOVÁ-PŘEDNÍ 7
4 DOP.401.004.000_00 STOJINA BOČNÍ-P-ZADNÍ 1
5 DOP.401.005.000_00 STOJINA BOČNÍ-PŘEDNÍ 1
6 DOP.401.006.000_00 STOJINA BOČNÍ-L-ZADNÍ 1
7 DOP.401.007.000_00 STOJINA BOČNÍ-L-PŘEDNÍ 1
8 DOP.401.008.000_00 ULOŽENÍ PANELU-STŘEDOVÉ 2
9 DOP.401.009.000_00 ULOŽENÍ PANELU-BOČNÍ 2
10 DOP.401.010.000_00 SPOJOVACÍ PROFIL-STŘEDOVÝ 24
11 DOP.401.011.000_00 SPOJOVACÍ PROFIL-BOČNÍ 8
12 DOP.401.012.000_00 KONZOLA H.V. 3
13 DOP.401.013.000_00 ZAJIŠTĚNÍ VRAT 28
14 DOP.401.015.000_00 PODLAHOVÝ ROŠT-1 24
15 DOP.401.016.000_00 PODLAHOVÝ ROŠT-2 24
16 DOP.401.017.000_00 PODLAHOVÝ ROŠT-3 2
17 DOP.401.018.000_00 PODLAHOVÝ ROŠT-4 2
18 DOP.401.021.000_00 PERFOROVANÝ PLECH-1 24
19 DOP.401.022.000_00 PERFOROVANÝ PLECH-2 24
20 DOP.401.023.000_00 PERFOROVANÝ PLECH-3 2
21 DOP.401.024.000_00 PERFOROVANÝ PLECH-4 2
22 DOP.255.014.000_00 ČEP 3
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Galvanized Structure supported with Static Calculation, Insulated Panels 40 mm, Corners 
Covering Plates, Gutters, Air Ventilation Grids, Big and Small Entry Doors, Hydraulic Installation, 

Chimney Installation, Measuring and Regulation Box
Chicken Farm, Sommeren, Netherlands
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with Moving Roof + 3 x 10 000 l Accumulation Tanks

Smart Bio-House Boiler Room and Silo Galvanized Structure supported with Static Calculation, Chemical Anchors, 
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Hydraulic Installation incl. Manifold, 2 Heating Circuits, Complete Chimney Installation, Siemens Measuring 
and Regulation Box, Green Houses Heating, Kenley, Victoria, Australia
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POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 K13.001.000.000_00 SVAŘENEC KONTEJNERU 1
2 K13.002.000.000_00 SERVISNÍ VÍKO 1
3 K13.004.000.000_00 DVEŘE DO SILA 1
4 K13.006.001.000_00 SERVISNÍ VÍKO POSUVNÉ PODLAHY 4
5 K13.006.002.000_00 KRYT PROSTUPU HYDRAULIKY 1
6 K13.006.003.000_00 KRYCÍ PLECH ZADNÍ 1
7 K13.006.004.000_00 VÍKO SERVISNÍHO OTVORU PÍSTNICE 2
8 K05.003.000.000_00 SERVISNÍ VÍKO SILA 2
9 K01.001.025.000_00 ŽEBŘÍK KONTEJNERU-VNĚJŠÍ 1
10 DOP.228.000.000_00 VĚTRACÍ MŘÍŽKA 490x490x50 1

POZ. Č. DÍLU POPIS MNOŽSTVÍ

11 K13.015.001.000_00 Plnící potrubí 1000 kontejner 1
12 K13.015.002.000_00 Plnící potrubí 1000 kontejner 1
13 Posuvná podlaha_K13 POSUVNÁ PODLAHA SILA 3,2x3,2 1
14 DOP.199.056.000_04 DRŽÁK ČERPADLA 8 1
15 Catfire 100kW_P 1
16 Koleno_90_200 1
17 Přechod_200 1
18 Prodloužení_1000_200 1
19 Aku_FE_1000l_DN100_P

N6 1
20 Cyklona 200_L_100kW 1
21 Klapa_komplet_01_PA

RT 1

22 Dveře_LAPIŠ_2595x279
0 1

23 Příruba_ložisková_sesta
va_K13 1

24 Šnekovnice_K13 ŠNEK DOPRAVNÍKU 2
25 Dopravník_K13 1
26 MAR 800x1200 1
27 Prodloužení_500_200 1

28
Expanzní 
nádoba_RefixDE600_1
0bar-7306950

1

29 OSB_1_K13 6
30 OSB_2_K13 2
31 OSB_3_K13 2
32 OSB_4_K13 1
33 OSB_5_K13 2
34 OSB_6_K13 1
35 OSB_7_K13 2

K13.000.000.000_00
A1 LIST 1 / 1

Číslo výkresu.
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Kreslil.
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Позн .:

Рохове првки, прички и вызтухи под котлем приварит 1/2 V сварем•

Pozn.:

Rohové prvky ,příčky a výztuhy pod kotlem přivařit 1/2 V svarem•

Pozn.:
Profily umístit tak, aby svar profilu
směřoval k středu kontejneru (svar nesmí být viditelný) !!!

Позн .:
Профили умистит так, аби свар профилу
смеровал к стреду контејнеру (свар несми быт видителны) !!!

 

POZ. Č. DÍLU POPIS MNOŽSTVÍ

1 K13.001.001.000_00 PODLAHA KONTEJNERU 1
2 K13.001.002.000_00 STROP KONTEJNERU 1
3 K13.001.003.001_00 TROBD 200x100x6-2760 4
4 K13.001.003.002_00 TROBD 200x100x6-2595 2
5 K13.001.003.003_00 TR4HR 100x6-2790 3
6 K13.001.003.004_00 TR4HR 100x6-670 2
7 K13.001.003.005_00 TR4HR 100x6-360 2
8 K13.001.003.006_00 TR4HR 100x6-260 2
9 K13.001.003.007_00 TR4HR 100x6-1250 2
10 K13.001.003.008_00 TR4HR 100x6-1090 1
11 K13.001.003.009_00 TROBD 100x40x4-2595 1
12 K13.001.003.010_00 TROBD 100x40x4-2015 1
13 K13.001.003.011_00 TR4HR 80x5-1620 2
14 K13.001.003.012_00 TR4HR 80x5-580 2
15 K13.001.003.013_00 TR4HR 50x5-520 2
16 K13.001.003.014_00 TR4HR 50x5-900 1
17 K13.001.003.015_00 TR4HR 50x5-470 1
18 K13.001.003.016_00 TR4HR 50x5-868 1
19 K13.001.003.017_00 TR4HR 50x5-686 1
20 K13.001.003.018_00 TR4HR 50x5-636 1
21 K13.001.003.019_00 TROBD 80x40x3-580 4
22 K13.001.004.001_00 U PROFIL SERVISNÍHO OTVORU 4
23 K13.001.004.002_00 LEM PROSTUPU DOPRAVNÍKU 1
24 K13.001.005.001_00 DESKA POD AKU 1
25 K13.001.005.003_00 PŘÍRUBA 2
26 K13.001.005.004_00 PLO 20x5-1620 1
27 K13.001.005.005_00 PLO 20x5-2790 1
28 K13.001.005.006_00 PLO 20x5-1090 1
29 K13.001.005.007_00 PLO 20x5-580 1
30 K13.001.006.001_00 KAZETA_1 4
31 K13.001.006.002_00 KAZETA_2 1
32 K13.001.006.003_00 KAZETA_3 2
33 K13.001.006.004_00 KAZETA_4 2
34 K13.001.006.005_00 KAZETA_5 1
35 K13.001.006.006_00 KAZETA_6 1
36 K13.001.006.007_00 KAZETA_7 12
37 K13.001.006.008_00 KAZETA_8 2
38 K13.001.006.009_00 KAZETA_9 2
39 K13.001.006.010_00 KAZETA_10 2
40 K13.001.006.011_00 KAZETA_11 2
41 K13.001.006.012_00 KAZETA_12 2
42 K13.001.006.013_00 KAZETA_13 2
43 K13.001.006.014_00 KAZETA_14 3
44 K13.001.006.015_00 KAZETA_15 3
45 K13.001.006.018_00 KAZETA_18 4
46 K13.001.006.019_00 KAZETA_19 1
47 K13.001.006.020_00 KAZETA_20 1
48 K13.001.006.021_00 KAZETA_21 1
49 K05.001.008.000_00 KAPSA NAFOUKÁVÁNÍ 2
50 Matice M10 Navařovací 40
51 K13.001.005.002_00 DESKA KOMÍNU 2
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Číslo výkresu.
Název dílu.

Kreslil.
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úterý 10. října 2017

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Povrch.úprava.

DISPOZICE KONTEJNERU

Materiál.
Smart kód.
Specifikace.

Měřítko.

Hmotnost.

ETolerance. ČSN ISO 2768-1 Medium

1:20
Materiál <není určen>
39797,90 kg
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS
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SVAŘENEC KONTEJNERU
СВАРЕНЕЦ КОНТЕЈНЕРУ

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Bio-House Solution 500 kW with Multi-Fuel Silo 

with Moving Roof + 3 x 10 000 l Accumulation Tanks

Smart Bio-House Boiler Room and Silo Galvanized Structure supported with Static Calculation, Chemical Anchors, 
Insulated Kingspan Panels 80/100 mm, Corners Covering Plates, Gutters, Air Ventilation Grids, Entry Doors, Complete 

Hydraulic Installation incl. Manifold, 2 Heating Circuits, Complete Chimney Installation, Siemens Measuring 
and Regulation Box, Green Houses Heating, Kenley, Victoria, Australia
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MICRO CABIN 100 KW

WOOD PELLETS ONLY SILO DESIGN WITH FILLING PIPES, 1 HEATING CIRCUIT, COMPLETE REGULATION AND REMOTE ICLOUD 
VISUALIZATION, FULLY MONITORED AND REGULATED APARTMENT HOUSE, 

GRODNO-DUBNITSA, BELARUS

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Total Cabin 200 kW

Silos za pelet, sa pneumatskim cevima za snabdevanje i visokofrekventnim sonarom
1 grejni krug sa kompletnom regulacijom  i daljinskom iCloud vizualizacijom

TOTAL Benzinska stanica, Lichtenbusch, Raeren, Belgija
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Total Cabin 200 kW

Silos za pelet, sa pneumatskim cevima za snabdevanje i visokofrekventnim sonarom
1 grejni krug sa kompletnom regulacijom  i daljinskom iCloud vizualizacijom

TOTAL Benzinska stanica, Lichtenbusch, Raeren, Belgija

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 200 kW 

Multi–Fuel Silo Design with Wood Chips/Pellets Filling Outlets
1 Heating Circuit – Fully Monitored and Controlled Heavy Machinery Shop

Bristol, UK
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 200 kW 

Multi–Fuel Silo Design with Wood Chips/Pellets Filling Outlets
1 Heating Circuit – Fully Monitored and Controlled Heavy Machinery Shop

Bristol, UK

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 200 kW 

Multi–Fuel Silo Design with Wood Chips/Pellets Filling Outlets
1 Heating Circuit – Fully Monitored and Controlled Heavy Machinery Shop

Bristol, UK
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 2 X 4000 L OF ACCUMULATION TANK STORAGE, 1 HEATING CIRCUIT 
WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALIZATION,

THORNTON-KEMSLEY CASTLE, LAURENCEKIRK, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 2 X 4000 L OF ACCUMULATION TANK STORAGE, 1 HEATING CIRCUIT 
WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALIZATION,

THORNTON-KEMSLEY CASTLE, LAURENCEKIRK, SCOTLAND
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 2 X 4000 L OF ACCUMULATION TANK STORAGE, 1 HEATING CIRCUIT 
WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALIZATION,

THORNTON-KEMSLEY CASTLE, LAURENCEKIRK, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART MAGNUM CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 2 X 4000 L OF ACCUMULATION TANK STORAGE, 1 HEATING CIRCUIT 
WITH COMPLETE REGULATION AND REMOTE ICLOUD VISUALIZATION,

THORNTON-KEMSLEY CASTLE, LAURENCEKIRK, SCOTLAND
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 1 HEATING CIRCUIT, COMPLETE  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 LUNDIE CASTLE, EDZELL, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | SMART CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 1 HEATING CIRCUIT, COMPLETE  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 LUNDIE CASTLE, EDZELL, SCOTLAND
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SMART HEATING TECHNOLOGY
Smart Reference List | SMART CABIN 200 KW

MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 1 HEATING CIRCUIT, COMPLETE  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 LUNDIE CASTLE, EDZELL, SCOTLAND

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 220 kW

Multi-Fuel Silo Design with Hydraulic Roof
1 Heating Circuit with Complete Regulation and Remote iCloud Visualization

CS Tractor Plant, Kirriemuir, Scotland
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 220 kW

Multi-Fuel Silo Design with Hydraulic Roof
1 Heating Circuit with Complete Regulation and Remote iCloud Visualization

CS Tractor Plant, Kirriemuir, Scotland

SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus
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SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus

SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus

SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus
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SMART HEATING TECHNOLOGY
Smart Reference List | 2 x Smart Micro Cabin 250 kW

Furniture Waste Silo Solution with Manual Roof, 1 Heating Circuit 
with Complete Regulation and Remote iCloud Visualization

 Goldoptima Furniture Factory, Grodno, Belarus

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 250 kW

Multi-Fuel Silo Design with Hydraulic Roof, 1 Heating Circuit with Complete  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 Olipel, ESCO Concept, Liege, Belgium
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 250 kW

Multi-Fuel Silo Design with Hydraulic Roof, 1 Heating Circuit with Complete  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 Olipel, ESCO Concept, Liege, Belgium

SMART HEATING TECHNOLOGY
Smart Reference List | Smart Cabin 250 kW

Multi-Fuel Silo Design with Hydraulic Roof, 1 Heating Circuit with Complete  
REGULATION AND REMOTE ICLOUD VISUALIZATION

 Olipel, ESCO Concept, Liege, Belgium
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Double–Decker Cabin

Smart Micro Panels Cabin Set – 2 x 8,5 m x 3,2 m x 3 m, 350 kW Biomass Boiler + 300 kW Oil Back-Up Boiler + 4000 l Accumulation Tank + 1000 l 

Expansion  Vessel + 1 Export Circuit + MaR Unit + iCloud Monitoring, Only Pellets Silo with Capacity 15 tons + Pneumatic Filling Pipes + Level 

Sensors, 1000 l Double-Wall Oil Tank, Internal Interconnecting Ladder, Lights, Ventilation, Safety Lights, Safety Sensors, CCTV

Nursing House, Ponferrada, Spain
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SMART HEATING TECHNOLOGY
Smart Reference List | Smart Double–Decker Cabin

Smart Micro Panels Cabin Set – 2 x 8,5 m x 3,2 m x 3 m, 350 kW Biomass Boiler + 300 kW Oil Back-Up Boiler + 4000 l Accumulation Tank + 1000 l 

Expansion  Vessel + 1 Export Circuit + MaR Unit + iCloud Monitoring, Only Pellets Silo with Capacity 15 tons + Pneumatic Filling Pipes + Level 
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SMART WOODCHIP/GRAIN DRYER

SPECIAL CONTAINERISED 500KW BOILER ROOM, DIMENSIONS 3,2 X 3 X 10,5 M, WOODCHIP FUEL SILO LOCATED INSIDE  
THE ADJACENT DRYER SHED, 200 KW WOODCHIP DRYING FLOOR WITH HYDRAULIC LOADING RAMP, 4 HEATING CIRCUITS; POULTRY 

SHED, WOODCHIP/GRAIN DRYER, WORKSHOP and FARMHOUSE, COMPLETE WITH AUTOMATIC CONTROLS  AND REMOTE WEB/
ICLOUD MONITORING, LOCATED, SCONE, PERTH, SCOTLAND
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with Vertical Silo 90 m3

Walhamn, Sweden
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Smart Micro Cabin 500 kW with Vertical Silo 100 m3 
and Cogeneration 100 kWe + 200 kW

Werson Containerized Nursing House, Crisnée, Belgium
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Multi-Fuel Silo Design with Hydraulic Roof
With Automatic Drying Silo Floor with Complete Regulation

Recycling Plant, Merthyr Tydfil, Wales, UK
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Multi-Fuel Silo Design with Hydraulic Roof
2 Heating Circuits – Fully Monitored and Regulated

Chicken Farm, vl, Scotland
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MULTI–FUEL SILO DESIGN WITH HYDRAULIC ROOF, 1 HEATING CIRCUIT, COMPLETE  
REGULATION AND REMOTE ICLOUD VISUALIZATION, FULLY MONITORED AND REGULATED 

CHICKEN FARM, CARNOUSTIE, SCOTLAND
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2 Heating Circuits – Fully Monitored and Regulated

Chicken Farm, Edzell, Scotland
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MANUFACTURER WAREHOUSE STORAGE HEATING
 MOHELNICE, CZECH REPUBLIC
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Warehouse Tempering, Newport, Wales, UK
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1 Heating Circuit – Fully Monitored and Controlled Apartment House

Dumfries, Scotland
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ALL PLANT, COMPONENTS, CONNECTIONS, 
PIPEWORK, VALVES ETC. ALL TO BE FULLY 
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Legend
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Drain Cock                                   
Stop Cock                 
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Safety Valve (High Lift Type)
Motorised Control Valve
Double Regulating Valve
Temperature Gauge
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Pressure Gauge
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CONNECTION WITH COGENERATION 100 KWE + 200 KW, 
ST. MARIE SCHOOL, NAMUR, BELGIUM
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正确分析

客制生产

关心客户

Smart Heating Technology s.r.o.
U Statku 653/24, 717 00 Ostrava-Bartovice
Czech Republic
www.SmartHeating.cz

欲了解更多技术信息和价格，请与我们销售部门联系:
电话: +420 777 960 560
	 +420 734 751 655
	 +420 777 258 481
电邮: Sales@SmartHeating.cz
	 Info@SmartHeating.cz 合作伙伴:




