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SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG
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SESTAVA DOPRAVNÍKŮ RL 350
POUŽITÝ MATERIÁL: OCEL TŘÍDY 11
BARVA: RAL 7016
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PODPIS:
Dopravník dle uvedených parametrů bude zadán do výroby po odsouhlasení návrhu odběratelem
a na základě Všeobecných prodejních, dodacích a záručních podmínek firmy Rataj a.s. 
 
Veškeré práce nad rámec tohoto výkresu budou zpoplatněny dle platných cen firmy Rataj a.s.
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LIGHTNING PROTECTION SYSTEM - GRAPHIC CALCULATION

Z-2022-002

H-SHT202206-02

28.06.2022

PASTRŇÁK

Ing. VÁVRA

1:100 003

mm

A3

00

00 Z-2020-002-DPS 28.06.2022 PAS.

VÝPOČTEM JE STAVBA ZAŘAZENA DO TŘÍDY LPS I. PRO URČENÍ CHRÁNĚNÉHO PROSTORU JE POUŽITA METODA VALÍCÍCE KOULE Ø 20m A OCHRANNÉHO ÚHLU

STAVBA JE CHRÁNĚNÁ POMOCÍ LPS I.

STAVBA JE SITUOVÁNA JAKO: STAVBA OBKLOPENA OBJEKTY STEJNÉ VÝŠKY NEBO VYŽŠÍMY.
V OKOLÍ BUDOVY SE NENACHÁZEJÍ ŽÁDNÉ SOUSEDNÍ BUDOVY ZVYŠUJÍCÍ RIZIKA ŠKOD.

POPIS:

LPZ 0A - ZÓNA NECHRÁNĚNA PŘED ŮDEREM BLESKU
LPZ 0B - ZÓNA CHÁNĚNA PŘED PŘÍMYM ŮDEREM BLESKU 
LPZ 1 - ZÓNA CHRÁNĚNA PŘED PŘÍMYM ŮDEREM BLESKU A PŘĚTÍM 

LPZ 0A

LPZ 0A

LPZ 0A

LPZ 0A

LPZ 0A

LPZ 0A

LPZ 0B

LPZ 0B

LPZ 0B

LPZ 0B

LPZ 0B

LPZ 0B

LPZ 1

LPZ 1
LPZ 1

LPZ 0A - ZONE NOT PROTECTED FROM BLOCK
LPZ 0B - ZONE PROTECTED FROM DIRECT LIGHTNING BLOCK
LPZ 1 - ZONE PROTECTED FROM DIRECT FLASH AND OVERFLOW

DESCRIPTION:
BY CALCULATION, THE CONSTRUCTION IS CLASSIFIED IN CLASS LPS I. FOR THE DETERMINATION OF THE PROTECTED SPACE, THE METHOD OF ROLLING BALL Ø 20 M AND 
PROTECTIVE ANGLE IS USED.

THE CONSTRUCTION IS PROTECTED BY LPS I.
SPD FOR EQUIPOTENTIAL CONNECTION: LPL II-III
THE BUILDING IS SITUATED AS: THE BUILDING IS SURROUNDED BY OBJECTS OF THE SAME HEIGHT OR HIGHER.
THERE ARE NO NEIGHBORHOOD BUILDINGS INCREASING IN THE NEIGHBORHOOD OF THE BUILDING.

 6
07

8 
m

m
 

co
nt

ai
ne

r h
ei

gh
t

 1
00

 m
m

 
ba

se
 p

la
te

 h
ei

gh
t 

 9° 

 9
00

 

 9
49

0 

A

A

BB

VIEW X

 7
50

 

 3
° 

 1000 

 15960 

 1
00

 m
m

 
ba

se
 p

la
te

 h
ei

gh
t 

 3
80

 

 2
80

 

CUT A-A

+0.000

+0.100

-0.280+0.000

 9
00

 

 985 

 1085  8000 mm 
length of container
- without sheathing

 3
20

0 
m

m
 

w
id

th
 o

f t
he

 c
on

ta
in

er
- w

ith
ou

t s
he

at
hi

ng
 

 6980  7760 

 250 

 7
00

 

 3100 
 330  350 

 15670 

 4
76

0 

 5
44

0 

 3
30

 

 1
00

0 

 446 
 406 

 199 

 1
00

0 

 1000 

CUT B-B

+0.000

-0.280 -0.280

+0.000

+0.100

 7
50

 

VIEW X

K59_Lux-Energie_Lintgen_A
A0 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil:
Datum:

Plocha:
10.02.2022

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Materiál:

Smart kód:
Specifikace:

Měřítko:

Hmotnost:

ETolerance. ČSN ISO 2768-1 Medium

1:70

 kg
 m2

12

J

K

L

M

N

O

P

1110987654321 212019181716151413 2322 24

10987654321 212019181716151413 2322 241211

I

E

F

G

H

B

C

D

A

O

P

I

E

F

G

H

B

C

D

A

J

K

L

M

N

K:\Kontejnery\K59.000.000.000_00_Luxenergie_Lintgen_(A)\K59_Dispozice\

 6
07

8 
m

m
 

co
nt

ai
ne

r h
ei

gh
t

 3
50

 

 7
00

0 

 1
50

 

 10° 

 80
° 

 3
00

0 
 2

27
5 

 9
57

0 

A

A

BB

Support-5

Support-6
VIEW X

 m
ax

. 4
00

  
40

6 

 406 

 ~
 3

10
0 

 ~
 3

95
0 

 ~
 1

40
0 

Support-1

Support-2

Support-3

Support-4

Support-7Support-8Support-9

 3
50

 

 5
0 

 300 

CUT A-A

+0.000

 9
00

 

 985 

 1085  8000 mm 
length of container
- without sheathing

 3
20

0 
m

m
 

w
id

th
 o

f t
he

 c
on

ta
in

er
- w

ith
ou

t s
he

at
hi

ng
 

 250  330 

 15670 

 5
44

0 

 3
30

 

 1
00

0 

 1300 

 45 

 4
78

0 

 7020 

 7760 

 1
50

0 

 900 

 748 

 545 

CUT B-B

+0.000

+0.200

+0.000

+0.350

+0.000

+0.050

+0.240

-0.400

C

C

VIEW X

 6800 
 1500  6400 

 6
40

 

 2
40

 

 2030 

 m
ax

. 2
00

 

 7
° 

 8
76

 

 609 

CUT C-C

Support-1Support-2Support-3Support-4

Support-5

Support-6

Horizontal conveyor - 7
Vertical conveyor     - 80

K59_Lux-Energie_Lintgen_G
A0 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil:
Datum:

Plocha:

Košica
22.07.2022

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Materiál:

Smart kód:
Specifikace:

Měřítko:

Hmotnost:

ETolerance. ČSN ISO 2768-1 Medium

1:70

 kg
 m2

12

J

K

L

M

N

O

P

1110987654321 212019181716151413 2322 24

10987654321 212019181716151413 2322 241211

I

E

F

G

H

B

C

D

A

O

P

I

E

F

G

H

B

C

D

A

J

K

L

M

N

K:\Kontejnery\K59.000.000.000_00_Luxenergie_Lintgen_(A)\K59_Dispozice\

 6
07

8 
m

m
 

co
nt

ai
ne

r h
ei

gh
t

 1
00

 m
m

 
ba

se
 p

la
te

 h
ei

gh
t 

 9° 

 9
00

 

 9
49

0 

A

A

BB

VIEW X

 7
50

 

 3
° 

 1000 

 15960 

 1
00

 m
m

 
ba

se
 p

la
te

 h
ei

gh
t 

 3
80

 

 2
80

 

CUT A-A

+0.000

+0.100

-0.280+0.000

 9
00

 

 985 

 1085  8000 mm 
length of container
- without sheathing

 3
20

0 
m

m
 

w
id

th
 o

f t
he

 c
on

ta
in

er
- w

ith
ou

t s
he

at
hi

ng
 

 6980  7760 

 250 

 7
00

 

 3100 
 330  350 

 15670 

 4
76

0 

 5
44

0 

 3
30

 

 1
00

0 

 446 
 406 

 199 

 1
00

0 

 1000 

CUT B-B

+0.000

-0.280 -0.280

+0.000

+0.100

 7
50

 

VIEW X

K59_Lux-Energie_Lintgen_A
A0 LIST 1 / 1

Číslo výkresu.
Název dílu.

Kreslil:
Datum:

Plocha:
10.02.2022

IN
DE

X.

ZM
ĚN

A
.

DA
TU

M
.

PO
DP

IS
.

Materiál:

Smart kód:
Specifikace:

Měřítko:

Hmotnost:

ETolerance. ČSN ISO 2768-1 Medium

1:70

 kg
 m2

12

J

K

L

M

N

O

P

1110987654321 212019181716151413 2322 24

10987654321 212019181716151413 2322 241211

I

E

F

G

H

B

C

D

A

O

P

I

E

F

G

H

B

C

D

A

J

K

L

M

N

K:\Kontejnery\K59.000.000.000_00_Luxenergie_Lintgen_(A)\K59_Dispozice\

Randsteine versetzen
und vorhandene Zaun-
anlage demontieren
bzw. umbauen

Bestehende
Heizzentrale

Vertikale Holzverkleidung

8,00 (Container)

Anfahrschutz
Gasstation

3
,2

0

Aufstellung der
Komponenten
ist von der CFL
bestätigt worden

Neuer Pellet-
Heizkessel
500kW

~1
4

,5
0

1,
0

0

4
,5

5

6,80

Raumhöhe
~3,90

Die Tragfähigkeit des Untergrundes
für die Aufstellung des Pelletsilos
muss kontrolliert werden!

15,67 (Gebäude)

1,10

~8,60

~10,20

Pellet-Förder-
einrichtung

Kamin
(Bestand
Ø350mm)

Pelletsilo
VN max. 99m³
(8,00 x 3,20 x 6,00m)

Geänderte Zaunanlage

A
xe

 r
ai

l

A
xe

 r
ai

l

Q
ua

i

Q
ua

i

Pellet-Einfüll-
punkt im Boden
eingelassen

~8,50

B
od

en
sc

ha
ch

t
(m

it
 A

bl
au

f)

Geänderte
Zaunanlage

Fläche befestigen
und pflasern

Bestehendes
Salzsilo

Anzupassender
Bereich ~9,50m²

Gasstation

Pellet-LKW

Die Tragfähigkeit des Untergrundes
muss kontrolliert werden

6
,0

0
 (
C

on
ta

in
er

)
*

3,20

~9
,0

0
 (
Fö

rd
er

ei
nr

ic
ht

un
g)

V
er

ti
ka

le
 H

ol
zv

er
kl

ei
du

ng

Pellet-Förder-
einrichtung

Pellet-Förder-
einrichtung

1,00

Befüllung

*: Sockel / Fundament nach
    statischer Vorgabe bzw.
    nach Geländegegebenheit

Pellet-
Entnahme

Pellet-
Beschickung
Heizkessel

Pellet-Einfüll-
punkt im Boden
eingelassen

Bodenschacht (mit Ablauf)

Pellet-Förder-
einrichtung

V
er

ti
ka

le
 H

ol
zv

er
kl

ei
du

ng

6
,0

0
 (
C

on
ta

in
er

)

~9
,0

0
 (
Fö

rd
er

ei
nr

ic
ht

un
g)

8,00

*: Sockel / Fundament nach
    statischer Vorgabe bzw.
    nach Geländegegebenheit

Pellet-
Beschickung
Heizkessel

(Abmessungen
ungefähr)

Bestehendes
Salzsilo

*

1,10

Befüllung

Lageplan/Grundriss - 1:100

Ansicht von Westen - 1:100

PROJET:

DESCPRIPTION DE LA MODIFICATION VER.DESS. DATEIND.

DESIGNATION DU PLAN:

NUM DU PLAN:

NOM DU FICHIER:

DATE: ECHELLE: DESSINE: VERIFIER:

INDICE:

23, avenue John F. Kennedy
L-1855 Luxembourg
Tél.:  +352 - 22 54 74-1
Fax :  +352 - 22 54 77

www.luxenergie.lu

LINT-CEN-006

LINT-CEN-006_Lintgen_Heizzentrale

6

1/10016.12.2020 DGH JSN

ADMINISTRATION
COMMUNALE
LINTGEN

STOCKAGE PELLETS
CHAUFFAGE URBAIN
PLAN DE SITUATION

0 16.12.2020PREMIERE EDITION DGH JSN

1 10.03.2021MISE À JOUR (MODIF. PLAN DE SITUATION; MODIF. ARCHITECTURE BATIMENT) DGH UHR

Ansicht von Norden - 1:100

2 26.04.2021MISE À JOUR (AJ. DIMENSION; MODIF. POS. TEXTE) PHK TZE

3 13.09.2021MISE À JOUR (MODIF. TAILLE DU SILO) DGH JSN

4 07.10.2021MISE À JOUR (AJ. CLÔTURE) DGH JSN

R
ue

 A
.T

. 
S

ch
m

it
z

Rue de la Gare

Übersicht - 1:800

5 02.11.2021MISE À JOUR (MODIF. LAYOUT; AJ. MODIFICATION TERRAIN; MODIF. CONVOYEUR) DGH JSN

6 01.12.2021MISE À JOUR (MODIFICATION TERRAIN; MODIF. CONVOYEUR) DGH JSN

Pelletlieferung

Anzupassender
Bereich

Randsteine versetzen
und vorhandene Zaun-
anlage demontieren
bzw. umbauen

Bestehende
Heizzentrale

Vertikale Holzverkleidung

8,00 (Container)

Anfahrschutz
Gasstation

3
,2

0

Aufstellung der
Komponenten
ist von der CFL
bestätigt worden

Neuer Pellet-
Heizkessel
500kW

~1
4

,5
0

1,
0

0

4
,5

5

6,80

Raumhöhe
~3,90

Die Tragfähigkeit des Untergrundes
für die Aufstellung des Pelletsilos
muss kontrolliert werden!

15,67 (Gebäude)

1,10

~8,60

~10,20

Pellet-Förder-
einrichtung

Kamin
(Bestand
Ø350mm)

Pelletsilo
VN max. 99m³
(8,00 x 3,20 x 6,00m)

Geänderte Zaunanlage

A
xe

 r
ai

l

A
xe

 r
ai

l

Q
ua

i

Q
ua

i

Pellet-Einfüll-
punkt im Boden
eingelassen

~8,50

B
od

en
sc

ha
ch

t
(m

it
 A

bl
au

f)

Geänderte
Zaunanlage

Fläche befestigen
und pflasern

Bestehendes
Salzsilo

Anzupassender
Bereich ~9,50m²

Gasstation

Pellet-LKW

Die Tragfähigkeit des Untergrundes
muss kontrolliert werden

6
,0

0
 (
C

on
ta

in
er

)
*

3,20

~9
,0

0
 (
Fö

rd
er

ei
nr

ic
ht

un
g)

V
er

ti
ka

le
 H

ol
zv

er
kl

ei
du

ng

Pellet-Förder-
einrichtung

Pellet-Förder-
einrichtung

1,00

Befüllung

*: Sockel / Fundament nach
    statischer Vorgabe bzw.
    nach Geländegegebenheit

Pellet-
Entnahme

Pellet-
Beschickung
Heizkessel

Pellet-Einfüll-
punkt im Boden
eingelassen

Bodenschacht (mit Ablauf)

Pellet-Förder-
einrichtung

V
er

ti
ka

le
 H

ol
zv

er
kl

ei
du

ng

6
,0

0
 (
C

on
ta

in
er

)

~9
,0

0
 (
Fö

rd
er

ei
nr

ic
ht

un
g)

8,00

*: Sockel / Fundament nach
    statischer Vorgabe bzw.
    nach Geländegegebenheit

Pellet-
Beschickung
Heizkessel

(Abmessungen
ungefähr)

Bestehendes
Salzsilo

*

1,10

Befüllung

Lageplan/Grundriss - 1:100

Ansicht von Westen - 1:100

PROJET:

DESCPRIPTION DE LA MODIFICATION VER.DESS. DATEIND.

DESIGNATION DU PLAN:

NUM DU PLAN:

NOM DU FICHIER:

DATE: ECHELLE: DESSINE: VERIFIER:

INDICE:

23, avenue John F. Kennedy
L-1855 Luxembourg
Tél.:  +352 - 22 54 74-1
Fax :  +352 - 22 54 77

www.luxenergie.lu

LINT-CEN-006

LINT-CEN-006_Lintgen_Heizzentrale

6

1/10016.12.2020 DGH JSN

ADMINISTRATION
COMMUNALE
LINTGEN

STOCKAGE PELLETS
CHAUFFAGE URBAIN
PLAN DE SITUATION

0 16.12.2020PREMIERE EDITION DGH JSN

1 10.03.2021MISE À JOUR (MODIF. PLAN DE SITUATION; MODIF. ARCHITECTURE BATIMENT) DGH UHR

Ansicht von Norden - 1:100

2 26.04.2021MISE À JOUR (AJ. DIMENSION; MODIF. POS. TEXTE) PHK TZE

3 13.09.2021MISE À JOUR (MODIF. TAILLE DU SILO) DGH JSN

4 07.10.2021MISE À JOUR (AJ. CLÔTURE) DGH JSN

R
ue

 A
.T

. 
S

ch
m

it
z

Rue de la Gare

Übersicht - 1:800

5 02.11.2021MISE À JOUR (MODIF. LAYOUT; AJ. MODIFICATION TERRAIN; MODIF. CONVOYEUR) DGH JSN

6 01.12.2021MISE À JOUR (MODIFICATION TERRAIN; MODIF. CONVOYEUR) DGH JSN

Pelletlieferung

Anzupassender
Bereich

Randsteine versetzen
und vorhandene Zaun-
anlage demontieren
bzw. umbauen

Bestehende
Heizzentrale

Vertikale Holzverkleidung

8,00 (Container)

Anfahrschutz
Gasstation

3
,2

0

Aufstellung der
Komponenten
ist von der CFL
bestätigt worden

Neuer Pellet-
Heizkessel
500kW

~1
4

,5
0

1,
0

0

4
,5

5

6,80

Raumhöhe
~3,90

Die Tragfähigkeit des Untergrundes
für die Aufstellung des Pelletsilos
muss kontrolliert werden!

15,67 (Gebäude)

1,10

~8,60

~10,20

Pellet-Förder-
einrichtung

Kamin
(Bestand
Ø350mm)

Pelletsilo
VN max. 99m³
(8,00 x 3,20 x 6,00m)

Geänderte Zaunanlage

A
xe

 r
ai

l

A
xe

 r
ai

l

Q
ua

i

Q
ua

i

Pellet-Einfüll-
punkt im Boden
eingelassen

~8,50

B
od

en
sc

ha
ch

t
(m

it
 A

bl
au

f)

Geänderte
Zaunanlage

Fläche befestigen
und pflasern

Bestehendes
Salzsilo

Anzupassender
Bereich ~9,50m²

Gasstation

Pellet-LKW

Die Tragfähigkeit des Untergrundes
muss kontrolliert werden

6
,0

0
 (
C

on
ta

in
er

)
*

3,20

~9
,0

0
 (
Fö

rd
er

ei
nr

ic
ht

un
g)

V
er

ti
ka

le
 H

ol
zv

er
kl

ei
du

ng

Pellet-Förder-
einrichtung

Pellet-Förder-
einrichtung

1,00

Befüllung

*: Sockel / Fundament nach
    statischer Vorgabe bzw.
    nach Geländegegebenheit

Pellet-
Entnahme

Pellet-
Beschickung
Heizkessel

Pellet-Einfüll-
punkt im Boden
eingelassen

Bodenschacht (mit Ablauf)

Pellet-Förder-
einrichtung

V
er

ti
ka

le
 H

ol
zv

er
kl

ei
du

ng

6
,0

0
 (
C

on
ta

in
er

)

~9
,0

0
 (
Fö

rd
er

ei
nr

ic
ht

un
g)

8,00

*: Sockel / Fundament nach
    statischer Vorgabe bzw.
    nach Geländegegebenheit

Pellet-
Beschickung
Heizkessel

(Abmessungen
ungefähr)

Bestehendes
Salzsilo

*

1,10

Befüllung

Lageplan/Grundriss - 1:100

Ansicht von Westen - 1:100

PROJET:

DESCPRIPTION DE LA MODIFICATION VER.DESS. DATEIND.

DESIGNATION DU PLAN:

NUM DU PLAN:

NOM DU FICHIER:

DATE: ECHELLE: DESSINE: VERIFIER:

INDICE:

23, avenue John F. Kennedy
L-1855 Luxembourg
Tél.:  +352 - 22 54 74-1
Fax :  +352 - 22 54 77

www.luxenergie.lu

LINT-CEN-006

LINT-CEN-006_Lintgen_Heizzentrale

6

1/10016.12.2020 DGH JSN

ADMINISTRATION
COMMUNALE
LINTGEN

STOCKAGE PELLETS
CHAUFFAGE URBAIN
PLAN DE SITUATION

0 16.12.2020PREMIERE EDITION DGH JSN

1 10.03.2021MISE À JOUR (MODIF. PLAN DE SITUATION; MODIF. ARCHITECTURE BATIMENT) DGH UHR

Ansicht von Norden - 1:100

2 26.04.2021MISE À JOUR (AJ. DIMENSION; MODIF. POS. TEXTE) PHK TZE

3 13.09.2021MISE À JOUR (MODIF. TAILLE DU SILO) DGH JSN

4 07.10.2021MISE À JOUR (AJ. CLÔTURE) DGH JSN

R
ue

 A
.T

. 
S

ch
m

it
z

Rue de la Gare

Übersicht - 1:800

5 02.11.2021MISE À JOUR (MODIF. LAYOUT; AJ. MODIFICATION TERRAIN; MODIF. CONVOYEUR) DGH JSN

6 01.12.2021MISE À JOUR (MODIFICATION TERRAIN; MODIF. CONVOYEUR) DGH JSN

Pelletlieferung

Anzupassender
Bereich



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG



SMART HEATING TECHNOLOGY s.r.o., U Statku 653/24, 717 00 Ostrava-Bartovice, Czech Republic, www.SmartHeating.cz

SMART HEATING TECHNOLOGY
SMART REFERENCE LIST | SMART MOBILE DOUBLE-DECKER SILO + SMART 500 KW

TURN-KEY INSTALLATION OF SMART 500 KW BOILER INSIDE EXISTING BOILER ROOM WITH AUTOMATIC 
CASCADE OPERATION WITH 2 GAS BOILERS - EXTERNAL MOBILE DOUBLE-DECKER PELLETS-ONLY SILO WITH 

DIMENSION 3,2 M X 6,0 M X 8 M, WITH EXTERNAL WOOD CLADDING DESIGN, WITH SET OF HORIZONTAL, 
VERTICAL AND ROOF-HORIZONTAL CONVEYORS FOR FUEL FEEDING FROM PELLETS TRUCK.

LINTGEN DISTRICT HEATING, LINTGEN, LUXEMBOURG


